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< Unchanged sections omitted >
[bookmark: _Toc27479556][bookmark: _Toc36058744][bookmark: _Toc44067667][bookmark: _Toc52716594][bookmark: _Toc58239242]7.2.2.2.1_1	2Rx TDD FR2 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for SA and NSA
Editor's Note: The following aspects are pending further analysis:
[bookmark: _Hlk56601241]-	The maximum testable SNRBB for IFF based Test System for n259 is TBD
-	Test points 1-3, 2-2, 2-3, 2-4, 2-5, 2-6 are not testable with the current assumption of maximum testable SNRBB
[bookmark: _Hlk56553352]Current assumption of maximum testable SNRBB for IFF based Test System for FR2a: 9.6[19.2] dB, FR2b: [7.3 dB], FR2c: TBD. 
Test point 1-1, 1-2, 2-1 are fully testable for FR2a, FR2b for 100 MHz CBW.
< Unchanged sections omitted >
7.2.2.2.1_1.4	Test Requirements
Table 7.2.2.2.1-2 defines the primary level settings.
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A.3.2 for each throughput test shall meet or exceed the specified value in Table 7.2.2.2.1_1.4-1 and Table 7.2.2.21_1.4-2 for the specified SNR including test tolerances for all throughput tests.
Table 7.2.2.2.1_1.4-1: Test Requirement for Rank 1 (FRC) 
	Test num.
	Reference channel
	Bandwidth (MHz)/Subcarrier spacing (kHz)
	Modulation and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNRBB (dB)

	1-1
	R.PDSCH.5-1.1TDD
	100/120
	QPSK, 0.30
	FR2.120-1 A
	TDLC60-300
	2x2 ULA Low
	70
	1.4

	1-2
	R.PDSCH.5-2.1TDD
	100/120
	16QAM, 0.48
	FR2.120-1
	TDLA30-300
	2x2 ULA Low
	30
	3.6

	1-3
	R.PDSCH.5-3.1TDD
	100/120
	64QAM, 0.46
	FR2.120-1
	TDLA30-300
	2x2 XPL Medium
	70
	14.2



Table 7.2.2.2.1_1.4-2: Test Requirement for Rank 2 (FRC) 
	Test num.
	Reference channel
	Bandwidth (MHz)/Subcarrier spacing (kHz)
	Modulation and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNRBB (dB)

	2-1
	R.PDSCH.5-4.1TDD
	100/120
	QPSK, 0.30
	FR2.120-2
	TDLA30-75
	2x2 ULA Low
	70
	5.8

	2-2
	R.PDSCH.5-2.2TDD
	100/120
	16QAM, 0.48
	FR2.120-1
	TDLA30-300
	2x2 ULA Low
	70
	16.0

	2-3
	R.PDSCH.5-5.2TDD
	50/120
	16QAM,0.48
	FR2.120-2
	TDLA30-75
	2x2 ULA Low
	70
	15.7

	2-4
	R.PDSCH.5-2.3TDD
	200/120
	16QAM, 0.48
	FR2.120-1
	TDLA30-300
	2x2 ULA Low
	70
	15.8

	2-5
	R.PDSCH.4-1.1TDD
	50/60
	16QAM, 0.48
	FR2.60-1
	TDLA30-75
	2x2 ULA Low
	70
	16

	2-6
	R.PDSCH.5-6.1TDD
	100/120
	64QAM, 0.43
	FR2.120-2
	TDLA30-75
	2x2 ULA Low
	70
	20.3



[bookmark: _Toc27479557][bookmark: _Toc36058745][bookmark: _Toc44067668][bookmark: _Toc52716595][bookmark: _Toc58239243]7.2.2.2.1_2	2Rx TDD FR2 PDSCH mapping Type A performance - 2x2 MIMO with enhanced type 1 receiver for SA and NSA
Editor's Note: The following aspects are pending further analysis:
-	The maximum testable SNRBB for IFF based Test System for n259 is TBD
-	Test points 3-1 is not testable with the current assumption of maximum testable SNRBB
Current assumption of maximum testable SNRBB for IFF based Test System for FR2a: 9.6[19.2] dB, FR2b: [7.3 dB], FR2c: TBD. 
7.2.2.2.1_2.4	Test Requirements
Table 7.2.2.2.1.0-2 defines the primary level settings.
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A.3.2 for each throughput test shall meet or exceed the specified value in Table 7.2.2.2.1_2.4-1 for the specified SNR including test tolerances for all throughput tests.
Table 7.2.2.2.1_2.4-1: Test Requirement for Rank 2 (FRC) for Enhanced Type 1 Receiver
	Test num.
	Reference channel
	Bandwidth (MHz)/Subcarrier spacing (kHz)
	Modulation and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNRBB (dB)

	3-1
	R.PDSCH.5-5.1TDD
	100/120
	16QAM, 0.48
	FR2.120-2
	TDLA30-75
	2x2 ULA Med
	70
	20.7



< Unchanged sections omitted >
[bookmark: _Toc27479563][bookmark: _Toc36058751][bookmark: _Toc44067674][bookmark: _Toc52716601][bookmark: _Toc58239253]7.3.2.2.1	2Rx TDD FR2 PDCCH 1 Tx antenna performance for both SA and NSA
Editor's Note: The following aspects are pending further analysis:
-	The maximum testable SNRBB for IFF based Test System for n259 is TBD.
-	Test point 1-1 is not testable for FR2b with the current assumption of maximum testable SNRBB.
Current assumption of maximum testable SNRBB for IFF based Test System for FR2a: 9.6[19.2] dB, FR2b: [7.3 dB], FR2c: TBD.
Test points 1-1 and 1-2 are fully testable for FR2a for 100MHz CBW.
Test point 1-2 is fully testable for FR2b for 100MHz CBW.
< Unchanged sections omitted >
7.3.2.2.1.4.4	Test requirement
Table 7.3.2.2.1.4.4-1 defines the primary level settings.
For the parameters specified in Table 7.3.2.2.1.3-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 7.3.2.2.1.4.4-1.
Table 7.3.2.2.1.4.4-1: Test requirements with 120 kHz SCS for 1Tx antenna
	Test number
	Bandwidth
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNRBB (dB)

	1-1
	100 MHz
	60
	1
	2 CCE
	R.PDCCH.5-1.1 TDD
	TDLA30-75
	1x2 Low
	1
	7.7

	1-2
	100 MHz
	60
	1
	4 CCE
	R.PDCCH.5-1.2 TDD
	TDLA30-300
	1x2 Low
	1
	4.3



[bookmark: _Toc27479564][bookmark: _Toc36058752][bookmark: _Toc44067675][bookmark: _Toc52716602][bookmark: _Toc58239254]7.3.2.2.2	2Rx TDD FR2 PDCCH 2 Tx antenna performance for both SA and NSA
Editor's Note: The following aspects are either missing or not yet determined:
 -	The maximum testable SNRBB for IFF based Test System for n259 is TBD. Current assumption of maximum testable SNRBB for IFF based Test System for FR2a: 9.6[19.2] dB, FR2b: [7.3 dB], FR2c: TBD.
Test points 2-1 and 2-2 are fully testable for FR2a, FR2b for 100MHz CBW
< Unchanged sections omitted >
7.3.2.2.2.3	Minimum conformance requirements
For the parameters specified in Table 7.3.2.2.2.3-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 7.3.2.2.2.3-2. The downlink physical setup is in accordance with Annex C.2.2.
Table 7.3.2.2.2.3-1: Test Parameters
	Parameter
	Unit
	1 Tx Antenna
	2 Tx Antenna

	TDD UL-DL pattern
	
	FR2.120-1

	CCE to REG mapping type
	
	Interleaved

	REG bundle size 
	
	2 for test 1-1
6 for test 1-2
	2

	Interleaver size
	
	3 for test 1-1 
2 for test 1-2
	3

	Shift index
	
	0



Table 7.3.2.2.2.3-2: Minimum performance requirements with 120 kHz SCS for 2Tx Antenna
	Test number
	Bandwidth
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNRBB (dB)

	2-1
	100 MHz
	60
	1
	8 CCE
	R.PDCCH.5-1.3 TDD 
	TDLA30-75
	2x2 Low
	1
	1.4

	2-2
	100 MHz
	60
	2
	16 CCE
	R.PDCCH.5-2.1 TDD
	TDLA30-75
	2x2 Low
	1
	-1.6



< Unchanged sections omitted >
7.3.2.2.2.4.4	Test requirement
Table 7.3.2.2.2.4.4-1 defines the primary level settings.
For the parameters specified in Table 7.3.2.2.2.3-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 7.3.2.2.2.4.4-1.
Table 7.3.2.2.2.4.4-1: Test requirements with 120 kHz SCS
	Test number
	Bandwidth
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNRBB (dB)

	2-1
	100 MHz
	60
	1
	8 CCE
	R.PDCCH.5-1.3 TDD 
	TDLA30-75
	2x2 Low
	1
	-0.4 + TT3.2

	2-2
	100 MHz
	60
	2
	16 CCE
	R.PDCCH.5-2.1 TDD
	TDLA30-75
	2x2 Low
	1
	-3.4 + TT0.2



< Unchanged sections omitted >
[bookmark: _Toc27479577][bookmark: _Toc36058769][bookmark: _Toc44067692][bookmark: _Toc52716619][bookmark: _Toc58239271]8.2.2.2.1.1	2Rx TDD FR2 periodic CQI reporting under AWGN performance for both SA and NSA
Editor's Note: The following aspects are pending further analysis:
-	The maximum testable SNRBB for IFF based Test System for n259 is TBD.
-	Test 1 is not testable for FR2b with the current assumption of maximum testable SNRBB
Current assumption of maximum testable SNRBB for IFF based Test System for FR2a: 9.6[19.2] dB, FR2b: [7.3 dB], FR2c: TBD.
Test 1 is fully testable for FR2a, FR2b for 100MHz CBW.
< Unchanged sections omitted >
8.2.2.2.1.1.3	Minimum requirement for periodic CQI reporting
The purpose is to verify that the reported CQI values are in accordance with the CQI definition given in TS 38.214 [12]. To account for sensitivity of the input SNR the reporting definition is considered to be verified if the reporting accuracy is met for at least one of two SNR levels separated by an offset of 1 dB.
For the parameters specified in Table 8.2.2.2.1.1.3-1, and using the downlink physical channels specified in Annex C.5.1, the minimum requirements are specified by the following:
a)	the reported CQI value shall be in the range of ±1 of the reported median more than 90% of the time;
b)	if the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI + 1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI – 1) shall be less than or equal to 0.1.
Table 8.2.2.2.1.1.3-1 Test parameters
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	100

	Subcarrier spacing
	kHz
	120

	Duplex Mode
	
	TDD

	TDD Slot Configuration
	
	FR2.120-2 Annex A.1.3

	 SNRBB
	 dB
	8
	9
	14
	15

	Propagation channel
	
	AWGN

	Antenna configuration
	
	2×2 with static channel specified in Annex B.1

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	8

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	CSI-RS
periodicity and offset
	slot
	8/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	fd-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	6

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	8/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	1

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(8, 13)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	8/1

	ReportConfigType
	
	Periodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator
	
	Wideband

	Sub-band Size
	RB
	8

	csi-ReportingBand
	
	111111111

	CSI-Report periodicity and offset
	slot
	8/3

	aperiodicTriggeringOffset
	
	Not configured

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	010000

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUCCH

	CQI/RI/PMI delay 
	ms
	8.375

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-1, TBS.1-2



[bookmark: _Toc27479578][bookmark: _Toc36058770][bookmark: _Toc44067693][bookmark: _Toc52716620][bookmark: _Toc58239272]8.2.2.2.2	CQI reporting under fading conditions
[bookmark: _Toc27479579][bookmark: _Toc36058771][bookmark: _Toc44067694][bookmark: _Toc52716621][bookmark: _Toc58239273]8.2.2.2.2.1	2Rx TDD FR2 aperiodic CQI reporting under fading performance for both SA and NSA
Editor's Note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	Annex for measurement uncertainty and test tolerance is TBD
-	The maximum testable SNRBB for IFF based Test System for n259 is TBD
-	Testability of Tests is TBD due to unknown TT
Current assumption of maximum testable SNRBB for IFF based Test System for FR2a: [19.2] dB, FR2b: [7.3 dB], FR2c: TBD.
< Unchanged sections omitted >
8.2.2.2.2.1.4	Test Requirements

Table 8.2.2.2.2.1.3-1 Test parameters
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	100

	Subcarrier spacing
	kHz
	120

	Duplex Mode
	
	TDD

	TDD Slot Configuration
	
	FR2.120-2 Annex A.1.3

	SNRBB
	 dB
	6+TT
	7+TT
	12+TT
	13+TT

	Propagation channel
	
	TDLA30-35

	Antenna configuration
	
	2×2
ULA High

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	8

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	CSI-RS
interval and offset
	slot
	8/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	fd-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	6

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	NZP CSI-RS-timeConfig
interval and offset
	slot
	Not configured

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern
	
	1

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(8, 13)

	
	CSI-IM timeConfig
interval and offset
	slot
	Not configured

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator
	
	Wideband

	Sub-band Size
	RB
	8

	csi-ReportingBand
	
	111111111

	CSI-Report periodicity and offset
	slot
	Not configured

	Aperiodic Report Slot Offset
	
	6

	CSI request
	
	1 in slots i, where mod(i, 8) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	1.375

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-1, TBS.1-1

	Note 1:	TT = TBD



< Unchanged sections omitted >
[bookmark: _Toc44067705][bookmark: _Toc52716632][bookmark: _Toc58239284]8.4.2.2.1	2Rx TDD FR2 RI reporting for both SA and NSA
Editor's Note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	Annex for measurement uncertainty and test tolerance is TBD
-	The maximum testable SNRBB for IFF based Test System for n259 is TBD	
Current assumption of maximum testable SNRBB for IFF based Test System for FR2a: [19.2] dB, FR2b: [7.3 dB], FR2c: TBD.

< Unchanged sections omitted >
8.4.2.2.1.3	Minimum requirement
The minimum performance requirement in Table 8.4.2.2.1-2 is defined as
a)	The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 1 shall be ≥ ;
b)	The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 2 shall be ≥ ;
For the parameters specified in Table 8.4.2.2-1, and using the downlink physical channels specified in Annex C.2.2, the minimum requirements are specified in Table 8.4.2.2.1-2.

Table 8.4.2.2.1-1: RI Test (TDD)
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Bandwidth
	MHz
	100
	100
	100

	Subcarrier spacing
	kHz
	120
	120
	120

	Duplex Mode
	
	TDD
	TDD
	TDD

	TDD Slot Configuration
	
	FR1.120-2
	FR1.120-2
	FR1.120-2

	SNR 
	dB
	0
	16
	16

	Propagation channel
	
	TDLA30-35
	TDLA30-35
	TDLA30-35

	Antenna configuration
	
	ULA Low 2x2
	ULA Low 2x2
	XP High 2x2

	Beamforming Model
	
	As defined in Annex B.4.1
	As defined in Annex B.4.1
	As defined in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic
	Periodic
	Periodic

	
	Number of CSI-RS ports (X)
	
	4
	4
	4

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 4, (8,-)
	Row 4, (8,-)
	Row 4, (8,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(13,-)
	(13,-)
	(13,-)

	
	CSI-RS
interval and offset
	slot
	8/1
	8/1
	8/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic
	Aperiodic
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	2
	2
	2

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 3 (6,-)
	Row 3 (6,-)
	Row 3 (6,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(13,-)
	(13,-)
	(13,-)

	
	NZP CSI-RS-timeConfig
interval and offset
	slot
	Not configured
	Not configured
	Not configured

	
	aperiodicTriggeringOffset
	
	0
	0
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic
	Periodic
	Periodic

	
	CSI-IM RE pattern
	
	Pattern 1
	Pattern 1
	Pattern 1

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(8,13)
	(8,13)
	(8,13)

	
	CSI-IM timeConfig
interval and offset
	slot
	Not configured
	Not configured
	Not configured

	ReportConfigType
	
	Aperiodic 
	Aperiodic
	Aperiodic

	CQI-table
	
	Table 1
	Table 1
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	not configured
	not configured
	not configured

	timeRestrictionForInterferenceMeasurements
	
	not configured
	not configured
	not configured

	cqi-FormatIndicator
	
	Wideband
	Wideband
	Wideband

	pmi-FormatIndicator
	
	Wideband
	Wideband
	Wideband

	Sub-band Size
	RB
	8
	8
	8

	csi-ReportingBand
	
	111111111
	111111111]
	111111111

	CSI-Report interval and offset
	slot
	Not configured
	Not configured
	Not configured

	Aperiodic Report Slot Offset
	
	7
	7
	7

	CSI request
	
	1 in slots i, where mod(i, 8) = 1, otherwise it is equal to 0
	1 in slots i, where mod(i, 8) = 1, otherwise it is equal to 0
	1 in slots i, where mod(i, 8) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1
	1
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel
	typeI-SinglePanel
	typeI-SinglePanel

	
	Codebook Mode
	
	1
	1
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	N/A
	N/A
	N/A

	
	CodebookSubsetRestriction
	
	
010000 for fixed rank 2,
010011 for following rank
	000011 for fixed rank 1,
010011 for following rank
	000011 for fixed rank 1,
010011 for following rank

	
	RI Restriction
	
	N/A
	N/A
	N/A

	Physical channel for CSI report
	
	PUSCH
	PUSCH
	PUSCH

	CQI/RI/PMI delay 
	ms
	1.375
	1.375
	1.375

	Maximum number of HARQ transmission
	
	1
	1
	1

	RI Configuration
	
	Fixed RI = 2 and follow RI
	Fixed RI = 1 and follow RI
	Fixed RI = 1 and follow RI



Table 8.4.2.2.1-2: Minimum requirement (TDD)
	
	Test 1
	Test 2
	Test 3

	1
	N/A
	1.05
	1.05

	2
	1.0
	N/A
	N/A



The normative reference for this requirement is TS 38.101-4 [5] clause 8.4.2.2.

< Unchanged sections omitted >
8.4.2.2.1.5	Test Requirements
Table 8.4.2.2.1.5-1: Test Requirement (TDD)
	
	Test 1
	Test 2
	Test 3

	1
	N/A
	1.05+TT
	1.05+TT

	2
	1.0+TT
	N/A
	N/A


< Unchanged sections omitted >
[bookmark: _Toc36058813][bookmark: _Toc44067737][bookmark: _Toc52716664][bookmark: _Toc58239316]9.4B.1.2	Sustained downlink data rate performance for EN-DC including FR2 NR carrier
Editor's Note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	Annex for measurement uncertainty and test tolerance is TBD
9.4B.1.2.1	Test Purpose
The purpose of the test is to verify that the Layer 1 and Layer 2 correctly process in a sustained manner the received packets corresponding to the maximum data rate indicated by UE capabilities. The sustained downlink data rate shall be verified in terms of the success rate of delivered PDCP SDU(s) by Layer 2. The test case below specifies the conditions and the required success rate of delivered TB by Layer 1 to meet the sustained data rate requirement.

< End of changes >

