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8.1.4.3.2	NB-IoT Common contents of system information messages
[bookmark: _Toc438044352]-	MasterInformationBlock-NB
The MasterInformationBlock-NB includes the system information transmitted on BCH.
Table 8.1.4.3.2-1: MasterInformationBlock-NB
	Derivation Path: 36.331 clause 6.7.2

	Information Element
	Value/remark
	Comment
	Condition

	MasterInformationBlock-NB ::= SEQUENCE {
	
	
	

	  systemFrameNumber-MSB-r13
	A valid value as defined in TS 36.331 [17]
	
	

	  hyperSFN-LSB-r13
	A valid value as defined in TS 36.331 [17]
	
	

	  schedulingInfoSIB1-r13
	2
	TBS = 208 bits, 16 repetitions
	

	  systemInfoValueTag-r13
	0
	
	

	  ab-Enabled-r13
	FALSE
	
	

	  operationModeInfo-r13 CHOICE {
	
	
	

	    inband-SamePCI-r13 SEQUENCE {
	
	
	Inband-Same 

	      eutra-CRS-SequenceInfo-r13
	23
	As specified in TS 36.213 [29] Clause 16.8
	PRB30

	
	24
	As specified in TS 36.213 [29] Clause 16.8
	PRB35

	
	7
	As specified in TS 36.213 [29] Clause 16.8
	PRB17

	
	8
	As specified in TS 36.213 [29] Clause 16.8
	PRB22

	       }
	
	
	

	    inband-DifferentPCI-r13 SEQUENCE {
	
	
	Inband_Different

	      eutra-NumCRS-Ports-r13
	same
	same number of ports as NRS
	

	      rasterOffset-r13
	2.5*(2MDL+1) kHz
	MDL See subclause 8.1.3.1
	

	      spare
	’00’B
	
	

	    }
	
	
	

	    guardband-r13 SEQUENCE {
	
	
	Guardband

	      rasterOffset-r13
	2.5*(2MDL+1) kHz
	MDL See subclause 8.1.3.1
	

	      spare
	‘000’B
	
	

	    }
	
	
	

	    standalone-r13 SEQUENCE {
	
	
	Standalone

	      spare
	‘0000 0’B
	
	

	    }
	
	
	

	additionalTransmissionSIB1-r15
	FALSE
	A Rel-13/Rel-14 UE will interpret FALSE as spare ‘0’
	

	additionalTransmissionSIB1-r15
	TRUEFALSE
	
	Rel-15

	spare
	‘0000 0000 00’B
	
	Rel-15

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	Inband-Same 
	In-band with same PCI test environment

	Inband-Different
	In-band with different PCI test environment

	PRB30
	For 10 MHz LTE Cell with In-Band NB-IoT in PRB 30

	PRB35
	For 10 MHz LTE Cell with In-Band NB-IoT in PRB 35

	PRB17
	For 5 MHz LTE Cell with In-Band NB-IoT in PRB 17

	PRB22
	For 5 MHz LTE Cell with In-Band NB-IoT in PRB 22

	Rel-15
	For NB-IoT test cases applicable in TS 36.523-2 [19] from Rel-15 or later

	Standalone
	Standalone test environment

	Guardband
	Guard-band test environment




