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3.1	Definitions
For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
In addition for the purposes of the present document, the following terms, definitions, symbols and abbreviations apply:
-	such given in ISO/IEC 9646-1 [22] and ISO/IEC 9646-7 [23]
NOTE:	Some terms and abbreviations defined in [22] and [23] are explicitly included below with small modification to reflect the terminology used in 3GPP.
Implementation eXtra Information for Testing (IXIT): A statement made by a supplier or implementer of an UEUT which contains or references all of the information (in addition to that given in the ICS) related to the UEUT and its testing environment, which will enable the test laboratory to run an appropriate test suite against the UEUT.
IXIT proforma: A document, in the form of a questionnaire, which when completed for an UEUT becomes an IXIT.
Protocol Implementation Conformance Statement (PICS): An ICS for an implementation or system claimed to conform to a given protocol specification.
Protocol Implementation eXtra Information for Testing (PIXIT): An IXIT related to testing for conformance to a given protocol specification.
[bookmark: _Toc27406687][bookmark: _Toc36037453][bookmark: _Toc43837824]3.2	Symbols
No specific symbols have been identified so far.
[bookmark: _Toc27406688][bookmark: _Toc36037454][bookmark: _Toc43837825]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
ASP	Abstract Service Primitive
ICS	Implementation Conformance Statement
IXIT	Implementation eXtra Information for Testing
MC	Mission Critical
MCPTT	Mission Critical Push To Talk
MCS	Mission Critical Services
PTC	Parallel Test Component
RTCP	RTP Control Protocol
RTP	Real-time Transport Protocol
SRTCP	Secure RTCP
SRTP	Secure RTP
SS	System Simulator
SSRC	Synchronization SouRCe
TC	Test Case
UE	User Equipment
[bookmark: _Toc27406689][bookmark: _Toc36037455][bookmark: _Toc43837826]4	Test system architecture
[bookmark: _Toc27406690][bookmark: _Toc36037456][bookmark: _Toc43837827]The requirements of the present document are provided in 3GPP TS 36.579-5 Release 14 [55].
4.1	General system architecture
The architecture specified in TS 36.523-3 [27] applies to the present document. 
[bookmark: _Toc27406691][bookmark: _Toc36037457][bookmark: _Toc43837828]4.2	Component architecture
The architecture specified in TS 36.523-3 [27] applies to the present document, with the exception that only one RAT, E-UTRAN, is within the scope of the present document. 
[bookmark: _Toc27406692][bookmark: _Toc36037458][bookmark: _Toc43837829]5 to 10	VoidTest models
[bookmark: _Toc27406693][bookmark: _Toc36037459][bookmark: _Toc43837830]5.1	MCPTT over LTE
[bookmark: _Toc27406694][bookmark: _Toc36037460][bookmark: _Toc43837831]5.1.1	MCPTT Client on-network test model
The MCPTT Client on-network test model is depicted in figure 5.1.1-1. The test model consists of an IMS component and an HTTP component, on top of the multi-testers test model (E-UTRA) specified in TS 34.229-3 [28]. These parallel test components (PTCs) handle the IMS and HTTP signalling asynchronously.
The IMS PTC controls the IPCanEmu and the IP PTC. IPCanEmu is responsible for handling the E-UTRA cell(s) configuration in the SS as well as the E-UTRA/EPC level signalling and related procedures. The IP PTC controls the IP related configurations. IPCanEmu and IP PTC interface to the SS according to TS 36.523-3[27]. In addition, the IMS PTC interfaces to the SS via a new port, SRTP, to support configuration of SRTP/SRTCP security in the SS and transport of Floor Control messages, specified in TS 24.380 [10], from / to TTCN.
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[bookmark: _Toc27406720][bookmark: _Toc36037487][bookmark: _Toc43837858][bookmark: OLE_LINK5][bookmark: _Toc516846252]Annex A to D(normative): Void

Test Suites
[bookmark: _Toc27406721][bookmark: _Toc36037488][bookmark: _Toc43837859]A.1	Introduction
This annex references the approved Test Suites, which accompany the present document. The Test Suites have been produced using the Testing and Test Control Notation version 3 (TTCN-3) according to ES 201 873 [31].
[bookmark: _Toc27406722][bookmark: _Toc36037489][bookmark: _Toc43837860]A.2	Baseline of specifications
Table A.2-1 lists the core specifications and test specifications, which the delivered Test Suites are based upon.
Table A.2-1: References of the test and Core specifications
	Type
	Specification
	Release
	Version

	Core specifications
	TS 24.379 [9]
	Note 1
	Note 2

	
	TS 24.380 [10]
	Note 1
	Note 2

	
	TS 24.481 [11]
	Note 1
	Note 2

	
	TS 24.482 [12]
	Note 1
	Note 2

	
	TS 24.483 [13]
	Note 1
	Note 2

	
	TS 24.484 [14]
	Note 1
	Note 2

	
	TS 33.179 [15]
	Note 1
	Note 2

	
	TS 24.229 [16]
	Note 1
	Note 2

	Test specifications
	TS 36.579-1 [2]
	Note 1
	Note 2

	
	TS 36.579-2 [3]
	Note 1
	Note 2

	
	TS 38.579-4 [5]
	Note 1
	Note 2

	NOTE 1:	Latest release available, up to the release number of the present document.
NOTE 2:	Latest version available, up to the version number of the present document.



[bookmark: _Toc27406723][bookmark: _Toc36037490][bookmark: _Toc43837861]A.3	MCPTT
[bookmark: _Toc27406724][bookmark: _Toc36037491][bookmark: _Toc43837862]A.3.1	MCPTT Client Test Suites
There is no approved Test Suite in the present version of the present document.

Annex B (informative):
Style Guide
[bookmark: _Toc27406726][bookmark: _Toc36037493][bookmark: _Toc43837864]B.1	Introduction
The style guide specified in TS 36.523-3 [27] Annex B applies to the present document.
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