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<Start of modified section 1>
–	SL-PSSCH-TxConfigList
Table 4.6.6-19: SL-PSSCH-TxConfigList
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-PSSCH-TxConfigList-r16 ::= SEQUENCE (SIZE (1..maxPSSCH-TxConfig-r16)) OF SL-PSSCH-TxConfig-r16 {
	1 entry
	
	

	  FFSsl-TypeTxSync-r16
	Not present
	Applicable for all synchronization reference types
	

	  sl-ThresUE-Speed-r16
	kmph60
	
	

	  sl-ParametersAboveThres-r16 SEQUENCE {
	
	
	

	    sl-MinMCS-PSSCH-r16
	0
	
	

	    sl-MaxMCS-PSSCH-r16
	26
	
	

	    sl-MinSubChannelNumPSSCH-r16
	1
	
	

	    sl-MaxSubchannelNumPSSCH-r16
	27
	
	

	    sl-MaxTxTransNumPSSCH-r16
	4
	
	

	    sl-MaxTxPower-r16
	Not present
	
	

	  }
	
	
	

	  sl-ParametersBelowThres-r16 SEQUENCE {
	
	
	

	    sl-MinMCS-PSSCH-r16
	0
	
	

	    sl-MaxMCS-PSSCH-r16
	26
	
	

	    sl-MinSubChannelNumPSSCH-r16
	1
	
	

	    sl-MaxSubchannelNumPSSCH-r16
	27
	
	

	    sl-MaxTxTransNumPSSCH-r16
	4
	
	

	    sl-MaxTxPower-r16
	Not present
	
	

	  }
	
	
	

	}
	
	
	



