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[Start of changes]
8.1.3.1.1.71
NB-IoT FDD reference test frequencies for operating band 71

Table 8.1.3.1.1.71-1: NB-IoT standalone Test frequencies for operating band 71

	Test Frequency ID
	NUL
	MUL
	Frequency of Uplink [MHz]
	NDL
	MDL
	Frequency of Downlink [MHz]

	Low Range
	133123
	0
	663.1000
	68587
	-0.5
	617.1000

	Mid Range
	133297
	0
	680.5000
	68761
	-0.5
	634.5000

	High Range
	133471
	0
	697.9000
	68935
	-0.5
	651.9000

	NOTE 1: Defined for NB-IoT UL subcarrier spacing 15 kHz. Also applicable for 3.75 kHz UL sub-carrier spacing


Table 8.1.3.1.1.71-2: NB-IoT in-band Test frequencies for operating band 71

	Test Frequency ID
	NUL
	MUL
	Frequency of Uplink [MHz]
	NDL
	MDL
	Frequency of Downlink [MHz]

	Low Range1
	133129
	0
	663.7000
	68593
	-2
	617.6925

	Low Range2
	133182
	-2
	668.9900
	68646
	-1
	622.9975

	Low Range3
	133191
	-2
	669.8900
	68655
	-1
	623.8975

	Mid Range1
	133288
	0
	679.6000
	68752
	-2
	633.5925

	Mid Range2
	133307
	-2
	681.4900
	68771
	-1
	635.4975

	Mid Range3
	133316
	-2
	682.3900
	68780
	-1
	636.3975

	High Range1
	133465
	0
	697.3000
	68929
	1
	651.3075

	High Range2
	133432
	-2
	693.9900
	68896
	-1
	647.9975

	High Range3
	133441
	-2
	694.8900
	68905
	-1
	648.8975

	NOTE 1: Related to LTE channel BW 3 MHz

NOTE 2: Related to LTE channel BW 10 MHz and NB-IoT PRB 30

NOTE 3: Related to LTE channel BW 10 MHz and NB-IoT PRB 35
NOTE 4: Defined for NB-IoT UL subcarrier spacing 15 kHz. Also applicable for 3.75 kHz UL sub-carrier spacing


Table 8.1.3.1.1.71-3: NB-IoT guard-band Test frequencies for operating band 71

	Test Frequency ID
	LTE Cell Bandwidth [MHz]
	NUL
	MUL
	Frequency of Uplink [MHz]
	NDL
	MDL
	Frequency of Downlink [MHz]

	Low Range
	Any
	133123
	3
	663.1150
	68587
	1
	617.1075

	Mid Range
	5
	133273
	3
	678.1150
	68737
	1
	632.1075

	
	10
	133343
	3
	685.1150
	68807
	1
	639.1075

	High Range
	Any
	133471
	-3
	697.8850
	68935
	-2
	651.8925

	NOTE 1: Void.

NOTE 2: Defined for NB-IoT UL subcarrier spacing 15 kHz. Also applicable for 3.75 kHz UL sub-carrier spacing


[End of changes]
