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< Unchanged sections omitted >
[bookmark: _Toc21354273][bookmark: _Toc27749923]7.3.1	Radio resource control information elements for RRM
< Unchanged sections omitted >
–	CSI-ResourcePeriodicityAndOffset for TRS
Table 7.3.1-9: CSI-ResourcePeriodicityAndOffset for TRS(Id)
	Derivation Path: Table 4.6.3-43

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots1680
	40
	
	(Id = 1 or 23) AND SCS120

	
	41
	
	(Id = 2 3 or 4) AND SCS120

	  slots40
	20
	Periodicity 40 slots and offset 20 for CSI-RS resource 1 and 2
	(Id = 1 or 32) AND SCS30 

	
	21
	Periodicity 40 slots and offset 21 for CSI-RS resource 3 and 4
	(Id = 2 3 or 34) AND SCS30

	  slots20
	10
	Periodicity 20 slots and offset 10 for CSI-RS resource 1 and 2
	(Id = 1 or 32) AND SCS15

	
	11
	Periodicity 20 slots and offset 11 for CSI-RS resource 3 and 4
	(Id = 2 3 or 4) AND SCS15

	}
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