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{Start of changes}
[bookmark: _Toc68206120][bookmark: _Toc27475617][bookmark: _Toc29495207][bookmark: _Toc36116251][bookmark: _Toc36118300][bookmark: _Toc36560413]6.2B.1.4D	UE Maximum Output Power for Inter-Band EN-DC including FR2 for UL-MIMOUL MIMO
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.2D.1 in TS 38.521-2 [9] is incomplete
6.2B.1.4D.1	Test purpose
Same test purpose as in clause 6.2D.1 in TS 38.521-2 [9] for the NR carrier.
6.2B.1.4D.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with UL-MIMOUL MIMO.
6.2B.1.4D.3	Minimum conformance requirements
<Unchanged Sections Skipped>
[bookmark: _Toc43976911][bookmark: _Toc52213483][bookmark: _Toc60742939][bookmark: _Toc68206122]6.2B.1.5D	UE Maximum Output Power for Inter-Band EN-DC including both FR1 and FR2 for UL-MIMOUL MIMO
6.2B.1.5D.1	Test purpose
[bookmark: OLE_LINK105]Same test purpose as in clause 6.2.1.1 in TS 38.521-1 [8] for NR FR1 carrier and 6.2.1.1 in TS 38.521-2 [9] for NR FR2 carrier.
[bookmark: _Toc60742984][bookmark: _Toc68206164]<Unchanged Sections Skipped>
6.3B.1.4D	Minimum output power for inter-band EN-DC including FR2 for UL-MIMOUL MIMO
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.3D.1 in TS 38.521-2 [9] is incomplete
6.3B.1.4D.1	Test purpose
Same test purpose as in clause 6.3D.1.1 in TS 38.521-2 [9] for the NR carrier.
<Unchanged Sections Skipped>
[bookmark: _Toc52213592][bookmark: _Toc60743055][bookmark: _Toc68206240]6.4B.2.4.1D	Error Vector Magnitude for inter-band EN-DC including FR2 for UL-MIMOUL MIMO
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4D.2.1 in TS 38.521-2 [9] is incomplete.
-	Measurement Uncertainty and Test Tolerance are FFS and Annex F needs to be updated.
6.4B.2.4.1D.1	Test purpose
Same test purpose as in clause 6.4D.2.1.1 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.1D.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 and UL-MIMOUL MIMO.
6.4B.2.4.1D.3	Minimum conformance requirements
<Unchanged Sections Skipped>
[bookmark: _Toc52213593][bookmark: _Toc60743057][bookmark: _Toc68206242]6.4B.2.4.2D	Carrier Leakage for inter-band EN-DC including FR2 for UL-MIMOUL MIMO
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4D.2.2 in TS 38.521-2 [9] is incomplete.
-	Measurement Uncertainty and Test Tolerance are FFS and Annex F needs to be updated.
6.4B.2.4.2D.1	Test purpose
Same test purpose as in clause 6.4D.2.2.1 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.2D.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 and UL-MIMOUL MIMO.
6.4B.2.4.2D.3	Minimum conformance requirements
<Unchanged Sections Skipped>
[bookmark: _Toc52213594][bookmark: _Toc60743058][bookmark: _Toc68206243]6.4B.2.4.3D	In-band Emissions for inter-band EN-DC including FR2 for UL-MIMOUL MIMO
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4D.2.3 in TS 38.521-2 [9] is incomplete.
-	Measurement Uncertainty and Test Tolerance are FFS and Annex F needs to be updated.
6.4B.2.4.3D.1	Test purpose
Same test purpose as in clause 6.4D.2.3.1 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.3D.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 and UL-MIMOUL MIMO.
6.4B.2.4.3D.3	Minimum conformance requirements
<Unchanged Sections Skipped>
6.4B.2.4.4D	EVM Equalizer Flatness for inter-band EN-DC including FR2 for UL-MIMOUL MIMO
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4D.2.4 in TS 38.521-2 [9] is incomplete.
-	Measurement Uncertainty and Test Tolerance are FFS and Annex F needs to be updated.
6.4B.2.4.4D.1	Test purpose
Same test purpose as in clause 6.4D.2.4.1 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.4D.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 and UL-MIMOUL MIMO.
6.4B.2.4.4D.3	Minimum conformance requirements
<Unchanged Sections Skipped>
[bookmark: _Toc68206267]6.5B.1.4D	Occupied bandwidth for inter-band EN-DC including FR2 for UL-MIMOUL MIMO
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.5D.1 in TS 38.521-2 [9] is incomplete
6.5B.1.4D.1	Test purpose
Same test purpose as in clause 6.5D.1.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.1.4D.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 UL CCs.
6.5B.1.4D.3	Minimum conformance requirements
<Unchanged Sections Skipped>
[bookmark: _Toc52213633][bookmark: _Toc60743097][bookmark: _Toc68206287]6.5B.2.4.1D	Spectrum emissions mask for inter-band EN-DC including FR2 for UL-MIMOUL MIMO
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.5D.2.1 in TS 38.521-2 [9] is incomplete
6.5B.2.4.1D.1	Test purpose
Same test purpose as in clause 6.5D.2.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.2.4.1D.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC FR2.
6.5B.2.4.1D.3	Minimum conformance requirements
<Unchanged Sections Skipped>
[bookmark: _Toc60743102][bookmark: _Toc68206290]6.5B.2.4D.3	Adjacent channel leakage ratio for inter-band EN-DC including FR2 for UL-MIMOUL MIMO
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.5D.2.2 in TS 38.521-2 [9] is incomplete
6.5B.2.4D.3.1	Test purpose
Same test purpose as in clause 6.5D.2.2 in TS 38.521-2 [9] for the NR carrier.
6.5B.2.4D.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC FR2.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
6.5B.2.4D.3.3	Minimum conformance requirements
<Unchanged Sections Skipped>
[bookmark: _Toc52213651][bookmark: _Toc60743116][bookmark: _Toc68206304][bookmark: _Toc21353776][bookmark: _Toc27749394]6.5B.3.4.1D	General Spurious Emissions for inter-band EN-DC including FR2 for UL-MIMOUL MIMO
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.5D.3 in TS 38.521-2 [9] is incomplete
6.5B.3.4.1D.1	Test purpose
Same test purpose as in clause 6.5D.3.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.3.4.1D.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC FR2.
6.5B.3.4.1D.3	Minimum conformance requirements
{End of changes}
