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5.2E	Operating band for V2X
5.2E.1	V2X operating bands
NR V2X is designed to operate in the operating bands in FR1 defined in Table 5.2E.1-1.
Table 5.2E.1-1: V2X operating bands in FR1
	V2X Operating Band
	Sidelink (SL) Transmission operating band
	Sidelink (SL)  Reception operating band
	Duplex Mode
	Interface

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	
	

	n381
	2570 MHz
	-
	2620 MHz
	2570 MHz
	-
	2620 MHz
	HD
	PC5

	n47
	5855 MHz
	-
	5925 MHz
	5855 MHz
	-
	5925 MHz
	HD
	PC5

	NOTE 1:	In NR licensed bands, the NR V2X UE shall be operated synchronuous with adjacent NR UE in the licensed band. When this band is used for V2X SL service, the band is exclusively used for NR V2X in particular regions.
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NR V2X operation is designed to operate concurrent with NR uplink/downlink on the operating bands combinations listed in Table 5.2E.2-1.
Table 5.2E.2-1: Inter-band con-current V2X operating bands
	V2X con-current operating Band
	NR or V2X Operating Band
	Interface

	V2X_n71-n47
	n71
	Uu

	
	n47
	PC5
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