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<< Unchanged sections omitted >>
[bookmark: _Toc27475604][bookmark: _Toc29495195][bookmark: _Toc36116241][bookmark: _Toc36118290][bookmark: _Toc36560403][bookmark: _Toc43976900][bookmark: _Toc52213473][bookmark: _Toc60742929][bookmark: _Toc68206109]6.2B.1.1	UE Maximum Output Power for Intra-Band Contiguous EN-DC
Editor's note:	
-	For overlapping transmission there is no test point satisfying 0dB MPR according to RAN4 specification.
-	Test requirements for Power Class 2 of Rel-15 is FFS due to ongoing RAN4 discussion on minimum requirement
6.2B.1.1.1	Test purpose
To verify that the error of the UE maximum output power does not exceed the range prescribed by the specified nominal maximum output power and tolerance.
An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.
[bookmark: _Toc27475605][bookmark: _Toc29495196]6.2B.1.1.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting intra-band contiguous EN-DC operation on FR1.
[bookmark: _Toc27475606][bookmark: _Toc29495197]6.2B.1.1.3	Minimum conformance requirements
The following UE Power Classes define the total maximum output power for any transmission bandwidth(s) of the CG(s) configured.
The maximum output power is measured as the total maximum output power across the UE antenna connector(s). The period of measurement shall be at least one sub frame.
Table 6.2B.1.1.3-1: Maximum output power for EN-DC (continuous sub-blocks)
	DC configuration
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	EN-DC_(n)71AA
	
	
	23
	+2/-3

	DC_(n)41AA
	26
	+2/-21
	23
	+2/-21

	NOTE 1:	If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	Power Class 3 is the default power class unless otherwise stated.



If UE supports a different power class than the default UE power class for EN-DC band combination, and the supported power class enables higher maximum output power than that of the default power class:
-	if the E-UTRA UL/DL configuration is 0 or 6; or
-	if the E-UTRA UL/DL configuration is 1 and special subframe configuration is 0 or 5; or
-	if the IE p-maxUE-FR1-r15 as defined in TS 36.331 [17] is provided and set to the maximum output power of the default power class or lower;
-	apply all requirements for the default power class, and set the configured transmitted power as specified in clause 6.2B.4;
-	else
-	apply all requirements for the supported power class, and set the configured transmitted power class as specified in subclause 6.2B.4;
The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.1.
LTE anchor agnostic approach is not applied. E-UTRA test point analysis is included and E-UTRA measurements are performed.
6.2B.1.1.4	Test description
6.2B.1.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies and channel bandwidths based on EN-DC operating bands specified in clause 5.3B.1.2, channel bandwidths and sub-carrier spacings for the NR cell specified in TS 38.521-1 [8] clause 5.3 and channel bandwidth for the E-UTRA cell are specified in TS 36.521-1 [10] clause 5.4.2.All of these configurations shall be tested with applicable test parameters for each EN-DC configuration specified in clause 5.3B.1.2, and are shown in table 6.2B.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 36.521-1 [10] Annex A, clause A.2.3 for E-UTRA RMC for TDD, TS 36.521-1 [10] Annex A, clause A.2.2 for E-UTRA RMC for FDD, and TS 38.521-1 [8] Annex A, clause A.2 for NR RMC. Configurations of PDSCH and PDCCH before measurement are specified in TS 36.521-1 [10] Annex C, clause C.2 and in TS 38.521-1 [8] Annex C, clause C.2 for E-UTRA CG and NR CG respectively.
Table 6.2B.1.1.4.1-1: Test configuration table for Intra-Band Contiguous EN-DC
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	NR Test Frequencies as specified in TS 38.508-1 [5] clause 4.3.1
E-UTRA Test Frequencies as specified in TS 36.508-1 [11] clause 4.3.1
	Mid range

	Test EN-DC bandwidth combination as specified in TS 38.508-1 [5] clause 4.3.1
	Highest NRB_agg

	NR Test SCS as specified in Table 5.3.5-1 in TS 38.521-1 [8]
	Highest supported SCS

	NR/E-UTRA Test Parameters

	Test ID
	Downlink Configuration
	EN-DC Uplink Configuration

	
	
	E-UTRA Cell
	NR Cell

	
	
	Modulation
	RB allocation
(NOTE 2)
	Modulation
	RB allocation (NOTE 1)

	1
	N/A
	QPSK
	Partial_Allocation
	N/A
	N/A

	2
	N/A
	QPSK
	1RB_Left
	N/A
	N/A

	3
	N/A
	N/A
	N/A
	DFT-s-OFDM QPSK
	Inner Full

	4
	N/A
	N/A
	N/A
	DFT-s-OFDM QPSK
	Inner_1RB_LEFT

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 in TS 38.521-1 [8].
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1 in current specification.


 
Table 6.2B.1.1.4.1-2: Void

1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [6] clause A.3.1.1 for SS diagram and clause A.3.2.1 for UE diagram.
2.	The parameter settings for the E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3, and the parameter settings for the NR cell are set up according to TS 38.508-1 [6] clause 4.4.3.
<< Unchanged sections omitted >>
[bookmark: _Toc27475608][bookmark: _Toc29495199][bookmark: _Toc36116243][bookmark: _Toc36118292][bookmark: _Toc36560405][bookmark: _Toc43976902][bookmark: _Toc52213475][bookmark: _Toc60742931][bookmark: _Toc68206111]6.2B.1.2	UE Maximum Output Power for Intra-Band Non-Contiguous EN-DC
Editor's note:	
-	For overlapping transmission there is no test point satisfying 0dB MPR according to RAN4 specification.
-	Test requirements for Power Classs 2 of Rel-15 is FFS due to ongoing RAN4 discussion on minimum requirement
6.2B.1.2.1	Test purpose
To verify that the error of the UE maximum output power does not exceed the range prescribed by the specified nominal maximum output power and tolerance.
An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.
6.2B.1.2.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting intra-band non-contiguous EN-DC operation on FR1.
6.2B.1.2.3	Minimum conformance requirements
The following UE Power Classes define the total maximum output power for any transmission bandwidth(s) of the CG(s) configured.
The maximum output power is measured as the total maximum output power across the UE antenna connector(s). The period of measurement shall be at least one sub frame.
Table 6.2B.1.2.3-1: Maximum output power for EN-DC (non-continuous sub-blocks)
	DC configuration
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_2A_n2A4
	
	
	23
	+2/-3

	EN-DC_3A_n3A(2)
	
	
	23
	+2/-3

	DC_41A_n41A
	26
	+2/-21
	23
	+2/-21

	DC_66A_n66A4
	
	
	23
	+2/-3

	NOTE 1:	If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	Only single switched UL is supported in Rel.15
NOTE 3:	Power Class 3 is the default power class unless otherwise stated.
NOTE 4:	Only single switched UL is supported.



If UE supports a different power class than the default UE power class for EN-DC band combination, and the supported power class enables higher maximum output power than that of the default power class:
-	if the E-UTRA UL/DL configuration is 0 or 6; or
-	if the E-UTRA UL/DL configuration is 1 and special subframe configuration is 0 or 5; or
-	if the IE p-maxUE-FR1-r15 as defined in TS 36.331 [17] is provided and set to the maximum output power of the default power class or lower:
-	apply all requirements for the default power class, and set the configured transmitted power as specified in subclause 6.2B.4;
-	else
-	apply all requirements for the supported power class, and set the configured transmitted power class as specified in subclause 6.2B.4.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.1.
LTE anchor agnostic approach is not applied. E-UTRA test point analysis is included and E-UTRA measurements are performed.
6.2B.1.2.4	Test description
6.2B.1.2.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies and channel bandwidths based on EN-DC operating bands specified in Table 5.3B.1.3-1, channel bandwidths and sub-carrier spacings for the NR cell are specified in TS 38.521-1 [8] clause 5.3 and channel bandwidth for the E-UTRA cell are specified in TS 36.521-1 [10] clause 5.4.2. All of these configurations shall be tested with applicable test parameters for each EN-DC configuration specified in Table 5.3B.1.3-1, and are shown in table 6.2B.1.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 36.521-1 [10] Annexe A, clause A.2.3 for E-UTRA RMC for TDD, TS 36.521-1 [10] Annex A, clause A.2.2 for E-UTRA RMC for FDD, and TS 38.521-1 [8] Annex A, clause A.2 for NR RMC Configurations of PDSCH and PDCCH before measurement are specified in TS 36.521-1 [10] Annex C, clause C.2 and in TS 38.521-1 [8] Annex C, clause C.2 for E-UTRA CG and NR CG respectively.
Table 6.2B.1.2.4.1-1: Test configuration table for intra-band non-contiguous EN-DC
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	NR Test Frequencies as specified in TS 38.508-1 [5] clause 4.3.1
E-UTRA Test Frequencies as specified in TS 36.508-1 [11] clause 4.3.1
	Minimum Wgap, Maximum Wgap

	Test EN-DC bandwidth combination as specified in TS 38.508-1 [5] clause 4.3.1
	Highest NRB_agg

	NR Test SCS as specified in Table 5.3.5-1 in TS 38.521-1 [8]
	Highest supported SCS

	NR/E-UTRA Test Parameters

	Test ID
	Downlink Configuration
	EN-DC Uplink Configuration

	
	
	E-UTRA Cell
	NR Cell

	
	
	Modulation
	RB allocation
(NOTE 2)
	Modulation
	RB allocation (NOTE 1)

	1
	N/A
	QPSK
	Partial_Allocation
	N/A
	N/A

	2
	N/A
	QPSK
	1RB_Left
	N/A
	N/A

	3
	N/A
	N/A
	N/A
	DFT-s-OFDM QPSK
	Inner Full

	4
	N/A
	N/A
	N/A
	DFT-s-OFDM QPSK
	Inner_1RB_LEFT

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 in TS 38.521-1 [8].
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1 in current specification.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [6] A.3.1.1 for SS diagram and A.3.2.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [6] clause 4.4.3.
<< Unchanged sections omitted >>
[bookmark: _Toc27475662][bookmark: _Toc29495224][bookmark: _Toc36116268][bookmark: _Toc36118317][bookmark: _Toc36560430][bookmark: _Toc43976928][bookmark: _Toc52213500][bookmark: _Toc60742956][bookmark: _Toc68206139]6.2B.4.1.1	Configured Output Power Level for Intra-Band Contiguous EN-DC
6.2B.4.1.1.1	Test purpose
To verify the UE does not exceed the power bounds defined by PCMAX_L and PCMAX_H
6.2B.4.1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting intra-band contiguous EN-DC.
6.2B.4.1.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.2B.4.1.0.1.1.
Exception requirements for both NR and E-UTRA are defined for this test and therefore LTE anchor agnostic approach is not applied. E-UTRA test point analysis is included and E-UTRA measurements are performed.
6.2B.4.1.1.4	Test description
6.2B.4.1.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies and channel bandwidths based on EN-DC operating bands specified in clause 5.3B.1.2, channel bandwidths and sub-carrier spacings for the NR cell specified in TS 38.521-1 [8] clause 5.3 and channel bandwidth for the E-UTRA cell are specified in TS 36.521-1 [10] clause 5.4.2. All of these configurations shall be tested with applicable test parameters for each EN-DC configuration specified in clause 5.3B.1.2 and are shown in table 6.2B.4.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 36.521-1 [10] Annex C.2 and in TS 38.521-1 [8] Annex C.2 for E-UTRA CG and NR CG respectively.
Table 6.2B.4.1.1.4.1-1: Test configurations table for intra-band contiguous EN-DC
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	NR and E-UTRA Test Frequencies as specified in TS 38.508-1 [5] clause 4.3.1
	Mid range

	Test EN-DC bandwidth combination as specified in TS 38.508-1 [5] clause 4.3.1
	Lowest NRB_agg, Highest NRB_agg

	NR Test SCS as specified in Table 5.3.5-1 in TS 38.521-1 [8]
	Highest supported SCS

	NR/E-UTRA Test Parameters for UE supporting DPS

	Test ID
(NOTE 3)
	Downlink Configuration
	EN-DC Uplink Configuration

	
	
	E-UTRA Cell
	NR Cell

	
	
	Modulation
	RB allocation
(NOTE 2)
	PLTE
	Modulation
	RB allocation (NOTE 1)
	PNR

	1a-1f
	N/A
	QPSK
	Full_Allocation
	{-13, 7, 12, 15, 19, 23} for PC3 UE
{-13, 7, 12, 15, 21, 26} for PC2 UE
	CP-OFDM QPSK
	Outer_Full
	{-13, 7, 12, 15, 18, 23} for PC3 UE
{-13, 7, 12, 15, 21, 26} for PC2 UE

	2a-2c
	
	QPSK
	Partial_Allocation
	{-10, 10, 15}
	N/A
	N/A
	{-10, 10, 15}

	3a-3c
	
	N/A
	N/A
	{-10, 10, 15}
	DFT-s-OFDM QPSK
	Inner Full
	{-10, 10, 15}

	NR/E-UTRA Test Parameters for UE not supporting DPS

	Test ID
(NOTE 3)
	Downlink Configuration
	EN-DC Uplink Configuration

	
	
	E-UTRA Cell
	NR Cell

	
	
	Modulation
	RB allocation
(NOTE 2)
	PLTE
	Modulation
	RB allocation (NOTE 1)
	PNR

	1a-1d
	N/A
	QPSK
	Full_Allocation
	{-10, 10, 15, 23} for PC3 UE
{-10, 10, 15, 26} for PC2 UE
	CP-OFDM QPSK
	Outer_Full
	{-10, 10, 15, 23} for PC3 UE
{-10, 10, 15, 26} for PC2 UE

	2a-2c
	
	QPSK
	Partial_Allocation
	{-10, 10, 15}
	N/A
	N/A
	{-10, 10, 15}

	3a-3c
	
	N/A
	N/A
	{-10, 10, 15}
	DFT-s-OFDM QPSK
	Inner Full
	{-10, 10, 15}

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 in TS 38.521-1 [8].
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1 in current specification.
NOTE 3:	The suffix in Test ID identifies the configured power level being tested from the PLTE and PNR lists



Table 6.2B.4.1.1.4.1-2: Void

1.	Connect the SS to the UE antenna connectors as shown in [6] TS 38.508-1 A.3.1.2.1 for SS diagram and A.3.2.1 for UE diagram.
2.	The parameter settings for the E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3, and the parameter settings for the NR cell are set up according to TS 38.508-1 [6] clause 4.4.3.
<< Unchanged sections omitted >>
[bookmark: _Toc36560431][bookmark: _Toc43976929][bookmark: _Toc52213501][bookmark: _Toc60742957][bookmark: _Toc68206140]6.2B.4.1.2	Configured Output Power for Intra-Band Non-Contiguous EN-DC
6.2B.4.1.2.1	Test purpose
To verify the UE does not exceed the power bounds defined by PCMAX_L and PCMAX_H.
6.2B.4.1.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting intra-band non-contiguous EN-DC.
6.2B.4.1.2.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.2B.4.1.0.1.2.
Exception requirements for both NR and E-UTRA are defined for this test and therefore LTE anchor agnostic approach is not applied. E-UTRA test point analysis is included and E-UTRA measurements are performed.
6.2B.4.1.2.4	Test description
6.2B.4.1.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies and channel bandwidths based on EN-DC operating bands specified in clause 5.3B.1.2, channel bandwidths and sub-carrier spacings for the NR cell specified in TS 38.521-1 [8] clause 5.3 and channel bandwidth for the E-UTRA cell are specified in TS 36.521-1 [10] clause 5.4.2. All of these configurations shall be tested with applicable test parameters for each EN-DC configuration specified in clause 5.3B.1.2 and are shown in table 6.2B.4.1.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 36.521-1 [10] Annex C.2 and in TS 38.521-1 [8] Annex C.2 for E-UTRA CG and NR CG respectively.
Table 6.2B.4.1.2.4.1-1: Test configurations table for intra-band non-contiguous EN-DC
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	NR and E-UTRA Test Frequencies as specified in TS 38.508-1 [5] clause 4.3.1
	Maximum Wgap

	Test EN-DC bandwidth combination as specified in TS 38.508-1 [5] clause 4.3.1
	Lowest NRB_agg, Highest NRB_agg

	NR Test SCS as specified in Table 5.3.5-1 in TS 38.521-1 [8]
	Highest supported SCS

	NR/E-UTRA Test Parameters for UE supporting DPS

	Test ID
(NOTE 3)
	Downlink Configuration
	EN-DC Uplink Configuration

	
	
	E-UTRA Cell
	NR Cell

	
	
	Modulation
	RB allocation
(NOTE 2)
	PLTE
	Modulation
	RB allocation (NOTE 1)
	PNR

	1a-1d
	N/A
	QPSK
	Full_Allocation
	{-13, 7, 10, 23} for PC3 UE
{-13, 7, 12, 26} for PC2 UE
	CP-OFDM QPSK
	Outer_Full
	{-13, 7, 10, 23} for PC3 UE
{-13, 7, 13, 26} for PC2 UE

	2a-2c
	
	QPSK
	Partial_Allocation
	{-10, 10, 15}
	N/A
	N/A
	{-10, 10, 15}

	3a-3c
	
	N/A
	N/A
	{-10, 10, 15}
	DFT-s-OFDM QPSK
	Inner Full
	{-10, 10, 15}

	NR/E-UTRA Test Parameters for UE not supporting DPS

	Test ID
(NOTE 3)
	Downlink Configuration
	EN-DC Uplink Configuration

	
	
	E-UTRA Cell
	NR Cell

	
	
	Modulation
	RB allocation
(NOTE 2)
	PLTE
	Modulation
	RB allocation (NOTE 1)
	PNR

	1a-1b
	N/A
	QPSK
	Full_Allocation
	{-10, 23} for PC3 UE
{-10, 26} for PC2 UE
	CP-OFDM QPSK
	Outer_Full
	{-10, 23} for PC3 UE
{-10, 26} for PC2 UE

	2a-2c
	
	QPSK
	Partial_Allocation
	{-10, 10, 15}
	N/A
	N/A
	{-10, 10, 15}

	3a-3c
	
	N/A
	N/A
	{-10, 10, 15}
	DFT-s-OFDM QPSK
	Inner Full
	{-10, 10, 15}

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 in TS 38.521-1 [8].
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1 in current specification.
NOTE 3:	The suffix in Test ID identifies the configured power level being tested from the PLTE and PNR lists



Table 6.2B.4.1.2.4.1-2: Void

1.	Connect the SS to the UE antenna connectors as shown in [6] TS 38.508-1 A.3.1.2.1 for SS diagram and A.3.2.1 for UE diagram.
2.	The parameter settings for the E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3, and the parameter settings for the NR cell are set up according to TS 38.508-1 [6] clause 4.4.3.
<< Unchanged sections omitted >>
[bookmark: _Toc36560432][bookmark: _Toc43976930][bookmark: _Toc52213502][bookmark: _Toc60742958][bookmark: _Toc68206141]6.2B.4.1.3	Configured Output Power for Inter-Band EN-DC within FR1
6.2B.4.1.3.1	Test purpose
To verify the UE does not exceed the power bounds defined by PCMAX and PCMAX_H.
6.2B.4.1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1.
6.2B.4.1.3.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.2B.4.1.0.1.3.
Exception requirements for both NR and E-UTRA are defined for this test and therefore LTE anchor agnostic approach is not applied. E-UTRA test point analysis is included and E-UTRA measurements are performed.
6.2B.4.1.3.4	Test description
6.2B.4.1.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies and channel bandwidths based on EN-DC operating bands specified in clause 5.3B.1.2, channel bandwidths and sub-carrier spacings for the NR cell specified in TS 38.521-1 [8] clause 5.3 and channel bandwidth for the E-UTRA cell are specified in TS 36.521-1 [10] clause 5.4.2. All of these configurations shall be tested with applicable test parameters for each EN-DC configuration specified in clause 5.3B.1.2 and are shown in table 6.2B.4.1.3.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 36.521-1 [10] Annex C.2 and in TS 38.521-1 [8] Annex C.2 for E-UTRA CG and NR CG respectively.
Table 6.2B.4.1.3.4.1-1: Test configurations table for inter-band contiguous EN-DC
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	NR Test Frequencies as specified in TS 38.508-1 [5] clause 4.3.1
E-UTRA Test Frequencies as specified in TS 36.508-1 [11] clause 4.3.1
	Mid range

	Test EN-DC bandwidth combination as specified in TS 38.508-1 [5] clause 4.3.1
	5MHz for E-UTRA CC1 and Lowest for NR CC1,
Highest for E-UTRA CC1 and Highest for NR CC1

	NR Test SCS as specified in Table 5.3.5-1 in TS 38.521-1 [8]
	Highest supported SCS

	NR/E-UTRA Test Parameters for UE supporting DPS

	Test ID
(NOTE 3)
	Downlink Configuration
	EN-DC Uplink Configuration

	
	
	E-UTRA Cell
	NR Cell

	
	
	Modulation
	RB allocation
(NOTE 2)
	PLTE
	Modulation
	RB allocation (NOTE 1)
	PNR

	1a-1h
	N/A
	QPSK
	Partial_Allocation
	{-13, 12, 14, 17, 18, 19, 20, 23} for PC3 UE
{-13, 12, 14, 17, 18, 19, 23, 26} for PC2 UE
	DFT-s-OFDM QPSK
	Inner Full
	{-13, 12, 14, 17, 18, 19, 23, 23} for PC3 UE
{-13, 12, 14, 17, 18, 19, 26, 26} for PC2 UE

	2a-2c
	
	QPSK
	Partial_Allocation
	{-10, 10, 15}
	N/A
	N/A
	{-10, 10, 15}

	3a-3c
	
	N/A
	N/A
	{-10, 10, 15}
	DFT-s-OFDM QPSK
	Inner Full
	{-10, 10, 15}

	NR/E-UTRA Test Parameters for UE not supporting DPS

	Test ID
(NOTE 3)
	Downlink Configuration
	EN-DC Uplink Configuration

	
	
	E-UTRA Cell
	NR Cell

	
	
	Modulation
	RB allocation
(NOTE 2)
	PLTE
	Modulation
	RB allocation (NOTE 1)
	PNR

	1-1d
	N/A
	QPSK
	Full_Allocation
	{-10, 10, 15, 23} for PC3 UE
{-10, 10, 15, 26} for PC2 UE
	CP-OFDM QPSK
	Outer_Full
	{-10, 10, 15, 23} for PC3 UE
{-10, 10, 15, 26} for PC2 UE

	2a-2c
	
	QPSK
	Partial_Allocation
	{-10, 10, 15}
	N/A
	N/A
	{-10, 10, 15}

	3a-3c
	
	N/A
	N/A
	{-10, 10, 15}
	DFT-s-OFDM QPSK
	Inner Full
	{-10, 10, 15}

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 in TS 38.521-1 [8].
NOTE 2:	The specific configuration of each RB allocation is defined in Table 6.1-1 in current specification.
NOTE 3:	The suffix in Test ID identifies the configured power level being tested from the PLTE and PNR lists



Table 6.2B.4.1.3.4.1-2: Void

1.	Connect the SS to the UE antenna connectors as shown in [6] TS 38.508-1 A.3.1.2.1 for SS diagram and A.3.2.1 for UE diagram.
2.	The parameter settings for the E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3, and the parameter settings for the NR cell are set up according to TS 38.508-1 [6] clause 4.4.3.
<< Unchanged sections omitted >>
[bookmark: _Toc27475879][bookmark: _Toc29495387][bookmark: _Toc36116431][bookmark: _Toc36118480][bookmark: _Toc36560595][bookmark: _Toc43977112][bookmark: _Toc52213689][bookmark: _Toc60743154][bookmark: _Toc68206339]7.3B.2.1	Reference sensitivity for Intra-band Contiguous EN-DC (2 CCs)
Editor's note:	MSD test point selection is based on core spec requirement and shall be added to TP analysis to TS 38.905 [7].
[bookmark: _Toc27475880][bookmark: _Hlk29492311]7.3B.2.1.1	Test purpose
To verify the ability of UE that support intra-band contiguous EN-DC configurations to receive data with a given average throughput for a specified reference measurement channel, under conditions of low signal level, ideal propagation and no added noise. A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area.
[bookmark: _Toc27475881]7.3B.2.1.2	Test applicability
This test applies to all types of NR UE release 15 and forward supporting intra-band EN-DC. 
[bookmark: _Toc27475882]7.3B.2.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.3B.2.0.
Exception requirements for both NR and E-UTRA are defined for this test and therefore LTE anchor agnostic approach is not applied. E-UTRA test point analysis is included and E-UTRA measurements are performed.
[bookmark: _Toc27475883]7.3B.2.1.4	Test description
7.3B.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies and channel bandwidths based on EN-DC operating bands specified in clause 5.2B, and the channel bandwidth combination for E-UTRA and NR component carriers shall follow the value specified in Table 5.3B.1.2-1. All of these configurations shall be tested with applicable test parameters for each EN-DC configuration are shown in Table 7.3B.2.1.4.1-1 for DC_(n)71AA and Table 7.3B.2.1.4.1-2 for intra-band contiguous EN-DC other than DC_(n)71AA.
The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annex A.2 and A.3 for E-UTRA RMC respectively. The details of the uplink and downlink reference measurement channels (RMCs) are specified in TS 38.521-1 [8] Annex A.2 and A.3 for NR RMC respectively. The details of the OCNG patterns used are specified in TS 36.521-1 [10] Annex A.5 and in TS 38.521-1 [8] Annex A.5 for E-UTRA CG and NR CG respectively. Configurations of PDSCH and PDCCH before measurement are specified in TS 36.521-1 [10] Annex C.2 and in TS 38.521-1 [8] Annex C.2 for E-UTRA CG and NR CG respectively.
[bookmark: _Hlk525055899]Table 7.3B.2.1.4.1-1: Test configurations table for EN-DC configurations affected by Reference sensitivity exceptions
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	NR Test Frequencies as specified in TS 38.508-1 [5] clause 4.3.1
E-UTRA Test Frequencies as specified in TS 36.508-1 [11] clause 4.3.1
	Low, mid and high range


	E-UTRA Test Channel Bandwidths as specified in TS 36.508 [11] clause 4.3.1
	Specified below

	NR Test Channel Bandwidths as specified in TS 38.508-1 [5] clause 4.3.1
	Specified below

	NR Test SCS as specified in Table 5.3.5-1 in TS 38.521-1 [8]
	Lowest supported SCS

	NR/E-UTRA Test Parameters

	Downlink Configuration
	Uplink Configuration

	NR Modulation
	NR RB allocation
	E-UTRA Modulation
	E-UTRA
RB allocation
	NR Modulation
	NR RB allocation
	E-UTRA
 Modulation
	E-UTRA
RB allocation

	CP-OFDM QPSK
	Full RB (NOTE 1)
	QPSK
	Full RB
	DFT-s-OFDM QPSK
	
	QPSK
	

	Test Point configurations

	Test Settings for DC_(n)71AA for dual UL UE

	Test ID
	E-UTRA/NR band
	FC (UL) (MHz)
NUL
	UL Channel BW
(MHz)
	UL
allocation (LCRB)
	FC (DL) (MHz)
NDL
	Duplex mode

	1
	71
	665.5MHz, 
EUL= 133147
	5
	5@19
	619.5 MHz 
EDL = 68611
	FDD

	
	n71
	675.5 
NUL= 135100
	15
	15@0
	629.5
NDL = 125900
	

	2
	71
	670.5
EUL= 133197
	15
	15@59
	624.5
EDL = 68661
	

	
	n71
	680.5
NUL= 136100
	5
	5@0
	634.5
NDL = 126900
	

	3
	71
	668
EUL= 133172
	10
	10@39
	622
EDL = 68636
	

	
	n71
	678
NUL= 135600
	10
	10@0
	632
NDL = 126400
	

	4
	71
	668
EUL= 133172
	10
	10@0
	622
EDL = 68636
	

	
	n71
	678
NUL= 135600
	10
	10@41
	632
NDL = 126400
	

	5
	71
	665.5
EUL= 133147
	5
	5@19
	619.5
EDL = 68611
	FDD

	
	n71
	675.5
NUL= 135100
	153
	15@0
	6323
NUL= 126400
	

	6
	71
	670.5
EUL= 133197
	15
	15@59
	624.5
EDL = 68661
	

	
	n71
	680.5
NUL= 136100
	53
	5@0
	6373
NUL= 127400
	

	7
	71
	668
EUL= 133172
	10
	10@39
	622
EDL = 68636
	

	
	n71
	678
NUL= 135600
	103
	10@0
	634.53
NUL= 126900
	

	8
	71
	668
EUL= 133172
	10
	10@0
	622
EDL = 68636
	

	
	n71
	678
NUL= 135600
	103
	10@41
	634.53
NUL= 126900
	

	Test Settings for DC_(n)71AA for single UL UE

	1
	71
	default
	Highest
	0
	default
	FDD

	
	n71
	default
	Highest
	REFSENS_NR
	default
	

	NOTE 1:	 Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2 of TS 38.521-1 [8].
NOTE 2:	Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in Table 5.3B.1.2-1.
NOTE 3:	In accordance to BCS1, the NR uplink bandwidth is specified as in this table, but the corresponding NR downlink bandwidth is 5 MHz larger.
NOTE 4:	In an E-UTRA band or FR1 band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected.
NOTE 5:	REFSENS_NR refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3 of TS 38.521-1 [8].



Table 7.3B.2.1.4.1-2: Test configurations table for EN-DC configurations not affected by Reference sensitivity exceptions, EN-DC configuration other than DC_(n)71AA
	Initial Conditions

	
	Test Environment as specified in TS 38.508-1 [6] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	
	NR Test Frequencies as specified in TS 38.508-1 [6] clause4.3.1,
E-UTRA Test Frequencies as specified in TS 36.508 [11] clause 4.3.1
	Low range, High range

	
	Test DC Combination setting (NRB_agg) as specified in clause [TBD] for the DC Configuration across bandwidth combination sets supported by the UE.
	Refer to "NR NRB"and "E-UTRA NRB " columns

	
	Network signalling value
	NS_01 by default, exceptions listed in Table 7.3.3-3, dependent on PCC Band

	Test Parameters for DC Configurations

	ID
	PCC – E-UTRA
	SCG -NR

	
	Band
	Range
	NRB
	Band
	Range
	NRB

	
	UL MOD
	DL MOD
	CH BW
	DLalloc / UL alloc
	UL MOD
	DL MOD
	UL/DL Ch BW 
	DLalloc / UL alloc

	Test Settings for a DC_(n)XAA Configuration (Intra-band contiguous EN-DC) – Note 2

	1
(Note 4)
	X
	default
	
	
	nX
	default
	
	

	
	QPSK
	QPSK
	Highest NRB
	All RBs / REFSENS_LTE
	DFT-s-OFDM QPSK
	CP-OFDM QPSK
	Highest NRB
	All RBs / REFSENS_NR

	2
(Note 5)
	X
	default
	
	
	nX
	default
	
	

	
	N/A
	QPSK
	Highest NRB
	All RBs / 0
	[bookmark: OLE_LINK21]DFT-s-OFDM QPSK
	CP-OFDM QPSK
	Highest NRB
	All RBs / REFSENS_NR

	Note 1:	REFSENS_NR refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3 of TS 38.521-1 [8].
Note 2:	Not LTE anchor agnostic configuration due to exception requirement for intra-band contiguous CA in clause 7.4B, 7.5B, 7.6B.2, 7.6B.3, 7.6B.4, 7.7B, 7.8B, 7.9B test cases 
Note 3:	In a FR1 band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected.
[bookmark: OLE_LINK36]Note 4:	Test point for UE supporting dual UL.
Note 5:	Test point for UE supporting single UL.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.1 for TE diagram and clause A.3.2.1 for UE diagram.
2.	The parameter settings for NR cell are set up according to TS 38.508-1 [5] clause 4.4.3.
<< Unchanged sections omitted >>
[bookmark: _Toc27475885][bookmark: _Toc29495388][bookmark: _Toc36116432][bookmark: _Toc36118481][bookmark: _Toc36560596][bookmark: _Toc43977113][bookmark: _Toc52213690][bookmark: _Toc60743155][bookmark: _Toc68206340]7.3B.2.2	Reference sensitivity for Intra-band non-contiguous EN-DC (2 CCs)
[bookmark: _Toc27475886]7.3B.2.2.1	Test purpose
Same as in clause 7.3B.2.1.1.
[bookmark: _Toc27475887]7.3B.2.2.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting intra-band non-contiguous EN-DC.
[bookmark: _Toc27475888]7.3B.2.2.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.3B.2.0.
For DC_3A_n3A in Rel-16, exception requirements for both NR and E-UTRA are defined for this test and therefore LTE anchor agnostic approach is not applied. E-UTRA test point analysis is included and E-UTRA measurements are performed.
For DC_3A_n3A in Rel-15 and EN-DC configurations other than DC_3A_n3A, no exception requirements for NR or E-UTRA are defined. LTE anchor agnostic approach is applied.
[bookmark: _Toc27475889]7.3B.2.2.4	Test Description
7.3B.2.2.4.1	Initial Condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations for E-UTRA consist of the test frequency based on E-UTRA operating band and test channel bandwidth as specified in Table 4.6-1, with the exception that the E-UTRA channel bandwidth is the lowest supported value in Table 5.3B.1.3-1 for the EN-DC non-contiguous configuration under test.
[bookmark: _Hlk967879]The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in clause 5.2B. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing are shown in Table 7.3B.2.2.4.1-2 for NR band. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [8] Annex C2.
Table 7.3B.2.2.4.1-1: Test Configuration Table for EN-DC configurations affected by Reference sensitivity exceptions
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	NR Test Frequencies as specified in TS 38.508-1 [5] clause 4.3.1
E-UTRA Test Frequencies as specified in TS 36.508-1 [11] clause 4.3.1
	Low, mid and high range

	E-UTRA Test Channel Bandwidths as specified in TS 36.508 [11] clause 4.3.1
	Specified below

	NR Test Channel Bandwidths as specified in TS 38.508-1 [5] clause 4.3.1
	Specified below

	NR Test SCS as specified in Table 5.3.5-1 in TS 38.521-1 [8]
	Lowest supported SCS

	NR/E-UTRA Test Parameters

	Downlink Configuration
	Uplink Configuration

	NR Modulation
	NR RB allocation
	E-UTRA Modulation
	E-UTRA
RB allocation
	NR Modulation
	NR RB allocation
	E-UTRA
 Modulation
	E-UTRA
RB allocation

	CP-OFDM QPSK
	Full RB (NOTE 1)
	QPSK
	Full RB
	DFT-s-OFDM QPSK
	
	QPSK
	

	Test Point configurations

	Test Settings for DC_3A_n3A dual UL UE

	Test ID
	E-UTRA/NR band
	FC (UL) (MHz)
NUL
	UL Channel BW
(MHz)
	UL
allocation (LCRB)
	FC (DL) (MHz)
NDL
	Duplex mode

	1
	3
	1782.5, 
NUL= TBD
	5
	12@0
	1877.5
NDL = TBD
	FDD

	
	n3
	1772.5 
NUL= TBD
	5
	12@13
	1867.5
NDL = TBD
	

	2
	3
	1782.5, 
NUL= TBD
	5
	12@9
	1877.5
NDL = TBD
	

	
	n3
	1752.5
NUL= TBD
	5
	12@0
	1847.5
NDL = TBD
	

	3
	3
	1782.5
NUL= TBD
	5
	12@12
	1877.5
NDL = TBD
	

	
	n3
	1737.5
NUL= TBD
	5
	12@0
	1832.5
NDL = TBD
	

	4
	3
	1737.5
NUL= TBD
	5
	12@0
	1832.5
NDL = TBD
	

	
	n3
	1782.5
NUL= TBD
	5
	12@12
	1877.5
NDL = TBD
	

	Test Settings for DC_3A_n3A for single UL UE

	1
	3
	default
	Highest
	0
	default
	FDD

	
	n3
	default
	Highest
	REFSENS_NR
	default
	

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2 of TS 38.521-1 [8].
NOTE 2:	In an E-UTRA band or FR1 band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected.



Table 7.3B.2.2.4.1-2: Test configurations table for EN-DC configurations not affected by Reference sensitivity exceptions, EN-DC configuration other than DC_3A_n3A
	Initial Conditions

	
	Test Environment as specified in TS 38.508-1 [6] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	
	NR Test Frequencies as specified in TS 38.508-1 [6] clause4.3.1, 
E-UTRA Test Frequencies as specified in TS 36.508 [11] clause 4.3.1
	TBD

	
	Test DC Combination setting (NRB_agg) as specified in clause [TBD] for the DC Configuration across bandwidth combination sets supported by the UE.
	Refer to "NR NRB"and "E-UTRA NRB " columns

	
	Network signalling value
	NS_01 by default, exceptions listed in Table 7.3.3-3, dependent on PCC Band

	Test Parameters for DC Configurations

	ID
	PCC – E-UTRA
	SCG -NR

	
	Band
	Range
	NRB
	Band
	Range
	NRB

	
	UL MOD
	DL MOD
	CH BW
	DLalloc / UL alloc
	UL MOD
	DL MOD
	UL/DL Ch BW 
	DLalloc / UL alloc

	Test Settings for a DC_XA_nXA Configuration (Intra-band non-contiguous EN-DC) – Note 2

	1
	X
	default
	
	
	nX
	default
	
	

	
	N/A
	N/A
	NOTE 4
	N/A
	DFT-s-OFDM QPSK
	CP-OFDM QPSK
	Highest NRB
	All RBs / REFSENS_NR

	Note 1:	REFSENS_NR refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3 of TS 38.521-1 [8].
Note 2:	LTE anchor agnostic configuration
Note 3:	In a FR1 band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected.
[bookmark: OLE_LINK23][bookmark: OLE_LINK24]Note 4:	The E-UTRA channel bandwidth is the lowest supported value in Table 5.3B.1.3-1 for the EN-DC non-contiguous configuration.
Note 5:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2 of TS 38.521-1 [8].



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.1 for TE diagram and clause A.3.2 for UE diagram. 
2.	The parameter settings for NR cell are set up according to TS 38.508-1 [6] clause 4.4.3. 
<< Unchanged sections omitted >>
[bookmark: _Toc27475891][bookmark: _Toc29495389][bookmark: _Toc36116433][bookmark: _Toc36118482][bookmark: _Toc36560597][bookmark: _Toc43977114][bookmark: _Toc52213691][bookmark: _Toc60743156][bookmark: _Toc68206341]7.3B.2.3	Reference sensitivity for Inter-band EN-DC within FR1 (2 CCs)
[bookmark: _Toc27475892][bookmark: _Toc36116434][bookmark: _Toc36118483][bookmark: _Toc36560598][bookmark: _Toc43977115][bookmark: _Toc52213692][bookmark: _Toc60743157][bookmark: _Toc68206342]7.3B.2.3.1	Test purpose
Same as in clause 7.3B.2.1.1.
[bookmark: _Toc27475893][bookmark: _Toc36116435][bookmark: _Toc36118484][bookmark: _Toc36560599][bookmark: _Toc43977116][bookmark: _Toc52213693][bookmark: _Toc60743158][bookmark: _Toc68206343]7.3B.2.3.2	Test applicability
This test applies to all types of NR UE release 15 and forward supporting inter-band EN-DC.
[bookmark: _Toc27475894][bookmark: _Toc36116436][bookmark: _Toc36118485][bookmark: _Toc36560600][bookmark: _Toc43977117][bookmark: _Toc52213694][bookmark: _Toc60743159][bookmark: _Toc68206344]7.3B.2.3.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.3B.2.0.
LTE anchor agnostic approach is not applied.
[bookmark: _Toc27475895][bookmark: _Toc36116437][bookmark: _Toc36118486][bookmark: _Toc36560601][bookmark: _Toc43977118][bookmark: _Toc52213695][bookmark: _Toc60743160][bookmark: _Toc68206345]7.3B.2.3.4	Test description
[bookmark: _Toc43977119][bookmark: _Toc52213696][bookmark: _Toc60743161]7.3B.2.3.4.1	Void
[bookmark: _Toc43977120][bookmark: _Toc52213697][bookmark: _Toc60743162]7.3B.2.3.4.2	Test description
7.3B.2.3.4.2.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths based on EN-DC operating bands specified in clause 5.2B, channel bandwidths and sub-carrier spacings for the NR cell specified in TS 38.521-1 [8] clause 5.3 and channel bandwidth for the E-UTRA cell are specified in TS 36.521-1 [10] clause 5.4.2. All of these configurations shall be tested with applicable test parameters for each EN-DC configuration are shown in Table 7.3B.2.3.4.2.1-0 to Table 7.3B.2.3.4.2.1-6.
The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annex A.2 and A.3 for E-UTRA RMC respectively. The details of the uplink and downlink reference measurement channels (RMCs) are specified in TS 38.521-1 [8] Annex A.2 and A.3 for NR RMC respectively. The details of the OCNG patterns used are specified in TS 36.521-1 [10] Annex A.5 and in TS 38.521-1 [8] Annex A.5 for E-UTRA CG and NR CG respectively. Configurations of PDSCH and PDCCH before measurement are specified in TS 36.521-1 [10] Annex C.2 and in TS 38.521-1 [8] Annex C.2 for E-UTRA CG and NR CG respectively.
For configurations without any reference sensitivity exception, in a FR1 band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected. For configurations with reference sensitivity exception, in an E-UTRA band or FR1 band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected.
Table 7.3B.2.3.4.2.1-0: Test configurations table for EN-DC configuration without any reference sensitivity exception
	Initial Conditions

	
	Test Environment as specified in TS 38.508-1 [6] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	
	NR Test Frequencies as specified in TS 38.508-1 [6] clause4.3.1, 
E-UTRA Test Frequencies as specified in TS 36.508 [11] clause 4.3.1
	Mid range


	
	Test DC Combination setting (NRB_agg) as specified in clause [TBD] for the DC Configuration across bandwidth combination sets supported by the UE.
	Refer to "NR NRB"and "E-UTRA NRB " columns

	
	Network signalling value
	NS_01 by default 
Unless given by Table 7.3.3-3 in TS 36.521-1 [10] for the E-UTRA band and Table 7.3.2.3-4 in TS 38.521-1 [8] for the NR band.

	Test Parameters for DC Configurations

	ID
	PCC – E-UTRA
	SCG -NR

	
	Band
	Range
	NRB
	Band
	Range
	NRB

	
	UL MOD
	DL MOD
	CH BW
	DLalloc / UL alloc
	UL MOD
	DL MOD
	UL/DL Ch BW 
	DLalloc / UL alloc

	Test Settings for a DC_XA_nYA Configuration (Inter-band EN-DC) – Note 2

	1
	X
	default
	
	
	nY
	default
	
	

	
	N/A
	N/A
	5 MHz
	N/A
	DFT-s-OFDM QPSK
	CP-OFDM QPSK
	Highest NRB
	All RBs / REFSENS_NR

	NOTE 1:	REFSENS_NR refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3 of TS 38.521-1 [8].
NOTE 2:	LTE anchor agnostic configuration
NOTE 3:	In a FR1 band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected.



Table 7.3B.2.3.4.2.1-1: Initial test conditions for reference sensitivity exceptions due to UL harmonic interference for EN-DC in NR FR1
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [6] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	NR Test Frequencies as specified in TS 38.508-1 [6] clause4.3.1
E-UTRA Test Frequencies as specified in TS 38.508-1 [11] clause4.3.1
	Mid range for E-UTRA and NR, unless otherwise specified in Table 7.3B.2.3.4.2.1-2_1 to Table 7.3B.2.3.4.2.1-2_28

	NR Test Channel Bandwidths as specified in TS 38.508-1 [6] clause 4.3.1
E-UTRA Test Channel Bandwidths as specified in TS 36.508 [11] clause 4.3.1
	Highest NRB_agg, unless otherwise specified in Table 7.3B.2.3.4.2.1-2_1 to Table 7.3B.2.3.4.2.1-2_28

	NR Test SCS as specified in Table 5.3.5-1
	Lowest supported SCS otherwise specified

	Test Parameters

	Downlink Configuration
	Uplink Configuration

	E-UTRA Cell
	NR Cell
	E-UTRA Cell
	NR Cell

	Modulation
	RB allocation
	Modulation
	RB allocation
	Modulation
	RB allocation
	Modulation
	RB allocation

	QPSK
	Full RB
	CP-OFDM QPSK
	Full RB (NOTE 1)
	QPSK
	Full RB 
	DFT-s-OFDM QPSK
	Full RB (NOTE 1)

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2 of TS 38.521-1 [8].



<< Unchanged Tables omitted >>
Table 7.3B.2.3.4.2.1-3: Default test conditions for reference sensitivity exceptions due to receiver harmonic mixing for EN-DC in NR FR1
	Default Conditions

	Test Environment as specified in TS 38.508-1 [6] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	NR Test Frequencies as specified in TS 38.508-1 [6] clause4.3.1
E-UTRA Test Frequencies as specified in TS 38.508-1 [11] clause4.3.1
	Mid range for E-UTRA and NR, unless otherwise specified in Table 7.3B.2.3.4.2.1-3a to Table 7.3B.2.3.4.2.1-3k

	NR Test Channel Bandwidths as specified in TS 38.508-1 [6] clause 4.3.1
E-UTRA Test Channel Bandwidths as specified in TS 36.508 [11] clause 4.3.1
	Highest NRB_agg, unless otherwise specified in Table 7.3B.2.3.4.2.1-3a to Table 7.3B.2.3.4.2.1-3k

	NR Test SCS as specified in Table 5.3.5-1
	Lowest supported SCS

	Test Parameters

	Downlink Configuration
	Uplink Configuration

	Higher Frequency Band
	Lower Frequency Band
	Higher Frequency Band
	Lower Frequency Band

	Modulation
	RB allocation
	Modulation
	RB allocation
	Modulation
	RB allocation
	Modulation
	RB allocation

	(NOTE 1)
	Full RB
	(NOTE 1)
	Full RB
	(NOTE 2)
	(NOTE 3) 
	(NOTE 2)
	REFSENS (NOTE 4)

	NOTE 1:	QPSK for E-UTRA band or CP-OFDM QPSK for NR band.
NOTE 2:	QPSK for E-UTRA band or DFT-s-OFDM QPSK for NR band.
NOTE 3:	Uplink RB configuration as defined in Table 7.3B.2.0.3.2-1, unless otherwise specified in Table 7.3B.2.3.4.2.1-3a to Table 7.3B.2.3.4.2.1-3k.
NOTE 4:	REFSENS refers to Table 7.3.2.4.1-3 in TS 38.521-1 [8] if higher frequency band is NR band, which defines uplink RB configuration and start RB location for each SCS, channel BW and NR band; REFSENS refers to Table 7.3.4.1-1 in TS 36.521-1 [10] if higher frequency band is E-UTRA band, which defines uplink RB configuration and start RB location for each channel BW, unless otherwise specified in Table 7.3B.2.3.4.2.1-3a to Table 7.3B.2.3.4.2.1-3k.



<< End of changes >>
