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[Start of modification]
6.1.1.2.3	Test description
6.1.1.2.3.1	Pre-test conditions
System Simulator:
-	Four inter-frequency multi-PLMN cells as specified in TS 38.508-1 [4] clause 4.4.1.1.3 are configured broadcasting default PLMNs as indicated in TS 38.508-1 [4] Table 4.4.2-3. 
-	The PLMNs are identified in the test by the identifiers in Table 6.1.1.2.3.1-1.
Table 6.1.1.2.3.1-1: PLMN identifiers
	NR Cell
	PLMN name

	1
	PLMN1

	12
	PLMN2

	13
	PLMN3

	11
	PLMN4



UE:
-	The UE is in Automatic PLMN selection mode.
-	The UE is equipped with a USIM configuration as defined in TS 38.508-1 [4] Table 6.4.1-4.
Preamble:
-	Ensure that the UE has cleared the RPLMN. And tThe UE is in state Switched OFF (state 0-A).
[Skip unchanged text]
6.2.1.1.3	Test description
6.2.1.1.3.1	Pre-test conditions
System Simulator
-	3 NR cells as specified in TS 38.508-1 [4] table 4.4.2-3. System information combination NR-1 as defined in Ts 38.508-1 [4] sub-clause 4.4.3.1.2 is applied to all the NR cells.
-	1 cell belongs to E-UTRA. System information combination 1 as defined in TS 36.508 [7] clause 4.4.3.1 is used.
-	PLMN settings are defined in TS 36.523-1 [13] table 6.0.1-1.
Table 6.2.1.1.3.1-1: Cell PLMN identities
	Cell
	PLMN name

	NR Cell 1
	PLMN2

	NR Cell 12
	PLMN13

	NR Cell 13
	PLMN14

	E-UTRA Cell 1
	PLMN13



UE
-	The UE is in Automatic PLMN selection mode.
-	The HPLMN is PLMN1.
-	USIM configuration 12 as specified in tables 6.4.1-12 in TS 38.508-1 [4] will be used.
Preamble
-	Ensure that the UE has cleared the RPLMN. And tThe UE is in state Switched OFF (state 0-A) according to TS 38.508-1 [4].
[Skip unchanged text]
6.2.1.2.3	Test description
6.2.1.2.3.1	Pre-test conditions
System Simulator
-	NR Cell 1 and NR Cell 12 as specified in TS 38.508-1 [4] table 4.4.2-3 are configured as shown in Table 6.2.1.2.3.2-1. System information combination NR-1 as defined in Ts 38.508-1 [4] sub-clause 4.4.3.1.2 is applied to all the NR cells.
-	E-UTRA Cell 1 belongs to E-UTRA (defined in TS 36.508 [7]). System information combination 1 as defined in TS 36.508 [7] clause 4.4.3.1 is used.
-	PLMN settings are defined in TS 36.523-1 [13] table 6.0.1-1.
Table 6.2.1.2.3.1-1: Cell PLMN identities
	Cell
	PLMN name

	NR Cell 1
	PLMN2

	NR Cell 12
	PLMN13

	E-UTRA Cell 1
	PLMN13



UE
-	The UE is in Automatic PLMN selection mode.
-	The HPLMN is PLMN1.
-	USIM configuration 7 as specified in tables 6.4.1-7 in TS 38.508-1 [4] will be used.
Preamble
-	Ensure that the UE has cleared the RPLMN. And tThe UE is in state Switched OFF (state 0N-B) according to TS 38.508-1 [4].
[Skip unchanged text]
6.2.1.3.3	Test description
6.2.1.3.3.1	Pre-test conditions
System Simulator
-	2 NR cells as specified in TS 38.508-1 [4] table 4.4.2-3 are configured as shown in Table 6.2.1.3.3.2-1. System information combination NR-1 as defined in Ts 38.508-1 [4] sub-clause 4.4.3.1.2 is applied to all the NR cells.
-	1 cell belongs to E-UTRA. System information combination 1 as defined in TS 36.508 [7] clause 4.4.3.1 is used.
-	PLMN settings are defined in TS 36.523-1 [13] table 6.0.1-1.
Table 6.2.1.3.3.1-1: Cell PLMN identities
	Cell
	PLMN name

	NR Cell 1
	PLMN16

	
	PLMN15

	NR Cell 12
	PLMN16

	
	PLMN17

	E-UTRA Cell 1
	PLMN17

	
	PLMN16


UE
-	The UE is in Automatic PLMN selection mode.
-	The HPLMN is PLMN1.
-	USIM configuration 8 as specified in tables 6.4.1-8 in TS 38.508-1 [4] will be used.
Preamble
-	Ensure that the UE has cleared the RPLMN. And tThe UE is in state Switched OFF (state 0N-B) according to TS 38.508-1 [4].
[Skip unchanged text]
6.3.1.1.3	Test Description
6.3.1.1.3.1	Pre-test conditions
System Simulator:
	Three inter-frequency multi-PLMN NR Cells as specified in TS 38.508-1 [4] Table 4.4.2-1 are configured broadcasting PLMNs as indicated in Table 6.3.1.1.3.1-1. 
	The PLMNs are identified in the test by the identifiers in Table 6.3.1.1.3.1-1. The MCC and MNC values corresponding to the PLMN identifier shall understood as those specified in TS 36.523-1 [42], Table 6.0.1-1.
Table 6.3.1.1.3.1–1: PLMN identifiers
	NR Cell
	PLMN names

	
	

	NR Cell 11
	PLMN2

	NR Cell 12
	PLMN13

	NR Cell 13
	PLMN14



	NR Cell 11 is set to ''Serving Cell”;
	NR Cell 12 is set to ''Serving Cell'';
	NR Cell 13 is set to “Serving Cell'';
	-System Information Combination NR-4 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used in NR cells.
UE:
-	The UE is in Automatic PLMN selection mode.
-	USIM configuration as defined in Table 6.4.1-10 in TS 38.508-1 [4] will be used.
Preamble:
-	Ensure that the UE has cleared the RPLMN. And tThe UE is in Switched OFF (State 0-A) as defined in TS 38.508-1 [4] Table 4.4A.2-0.
[Skip unchanged text]
6.3.1.2.3	Test Description
6.3.1.2.3.1	Pre-test conditions
System Simulator:
-	Three inter-frequency multi-PLMN NR Cells as specified in TS 38.508-1 [4] Table 4.4.2-1 are configured broadcasting PLMNs as indicated in Table 6.3.1.2.3.1-1. 
-	The PLMNs are identified in the test by the identifiers in Table 6.3.1.2.3.1-1. The MCC and MNC values corresponding to the PLMN identifier shall understood as those specified in TS 36.523-1 [42], Table 6.0.1-1.
Table 6.3.1.2.3.1–1: PLMN identifiers
	NR Cell
	PLMN names

	NR Cell 11
	PLMN2

	NR Cell 12
	PLMN13

	NR Cell 13
	PLMN14



	NR Cell 11 is set to ''Serving Cell”;
	NR Cell 12 is set to ''Serving Cell'';
	NR Cell 13 is set to “Serving Cell'';
	System Information Combination NR-4 as defined in TS38.508-1 [4] clause 4.4.3.1.3 is used in NR cells.
UE:
-	The UE is in Automatic PLMN selection mode.
-	USIM configuration as defined in Table 6.4.1-10 in TS 38.508-1 [4] will be used.
Preamble:
-	Ensure that the UE has cleared the RPLMN. And tThe UE is in Switched OFF (State 0-A) as defined in TS 38.508-1 [4] Table 4.4A.2-0.
[Skip unchanged text]
6.3.1.3.3	Test Description
6.3.1.3.3.1	Pre-test conditions
System Simulator:
-	Three inter-frequency multi-PLMN NR Cells as specified in TS 38.508-1 [4] Table 4.4.2-1 are configured broadcasting PLMNs as indicated in Table 6.3.1.3.3.1-1. 
-	The PLMNs are identified in the test by the identifiers in Table 6.3.1.3.3.1-1. The MCC and MNC values corresponding to the PLMN identifier shall understood as those specified in TS 36.523-1 [42], Table 6.0.1-1.
Table 6.3.1.3.3.1-1: PLMN identifiers
	NR Cell
	PLMN names

	NR Cell 11
	PLMN2

	NR Cell 12
	PLMN13

	NR Cell 13
	PLMN14



	NR Cell 11 is set to ''Serving Cell'';
	NR Cell 12 is set to ''Serving Cell'';
	NR Cell 13 is set to “Serving Cell'';
	System Information Combination NR-4 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used in NR cells.
UE:
-	The UE is in Automatic PLMN selection mode.
-	USIM configuration as defined in Table 6.4.1-10 of TS 38.508-1 [4] will be used.
Preamble:
-	Ensure that the UE has cleared the RPLMN. And tThe UE is in Switched OFF (State 0-A) as defined in TS 38.508-1 [4] Table 4.4A.2-0.
[Skip unchanged text]
6.3.1.4.3	Test Description
6.3.1.4.3.1	Pre-test conditions
System Simulator:
-	Two inter-frequency multi-PLMN NR Cells as specified in TS 38.508-1 [4] Table 4.4.2-1 are configured broadcasting PLMNs as indicated in Table 6.3.1.4.3.1-1. 
-	The PLMNs are identified in the test by the identifiers in Table 6.3.1.4.3.1-1. The MCC and MNC values corresponding to the PLMN identifier shall understood as those specified in TS 36.523-1 [42], Table 6.0.1-1.
Table 6.3.1.4.3.1-1: PLMN identifiers
	NR Cell
	PLMN names

	
	

	NR Cell 11
	PLMN2

	NR Cell 12
	PLMN13



	NR Cell 11 is set to "Serving Cell";
	NR Cell 12 is set to "Serving Cell";
	-	System Information Combination NR-4 as defined in TS 38.508 [4] clause 4.4.3.1.3 is used in NR cells.
UE:
-	The UE is in Manual PLMN selection mode.
-	USIM configuration as defined in Table 6.4.1-10 in TS 38.508-1 [4] will be used.
Preamble:
-	Ensure that the UE has cleared the RPLMN. And tThe UE is in Switched OFF (State 0-A) as defined in TS 38.508-1 [4] Table 4.4A.2-0.
[Skip unchanged text]
6.3.1.5.3	Test Description
6.3.1.5.3.1	Pre-test conditions
System Simulator:
-	Three inter-frequency multi-PLMN NR Cells as specified in TS 38.508-1 [4] Table 4.4.2-1 are configured broadcasting PLMNs as indicated in Table 6.3.1.5.3.1-1. 
-	The PLMNs are identified in the test by the identifiers in Table 6.3.1.5.3.1-1. The MCC and MNC values corresponding to the PLMN identifier shall understood as those specified in TS 36.523-1 [42], Table 6.0.1-1.
Table 6.3.1.5.3.1-1: PLMN identifiers
	NR Cell
	PLMN names

	NR Cell 11
	PLMN2

	NR Cell 12
	PLMN13

	NR Cell 13
	PLMN14



	NR Cell 11 is set to ''Serving Cell'';
	NR Cell 12 is set to ''Serving Cell'';
	NR Cell 13 is set to ''Serving Cell'';
	System Information Combination NR-4 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used in NR cells.
UE:
-	The UE is in Automatic PLMN selection mode.
-	USIM configuration as defined in Table 6.4.1-10 of TS 38.508-1 [4] will be used.
Preamble:
-	Ensure that the UE has cleared the RPLMN. And tThe UE is in Switched OFF (State 0-A) as defined in TS 38.508-1 [4] Table 4.4A.2-0.
[Skip unchanged text]
6.3.1.8.3	Test Description
6.3.1.8.3.1	Pre-test conditions
System Simulator:
-	Three inter-frequency multi-PLMN NR Cells as specified in TS 38.508-1 [4] Table 4.4.2-1 are configured broadcasting PLMNs as indicated in Table 6.3.1.8.3.1-1. 
-	The PLMNs are identified in the test by the identifiers in Table 6.3.1.8.3.1-1. The MCC and MNC values of PLMN identifiers are specified in TS 36.523-1 [13], Table 6.0.1-1.
Table 6.3.1.8.3.1-1: PLMN identifiers
	NR Cell
	PLMN names

	
	

	NR Cell 11
	PLMN2

	NR Cell 12
	PLMN13

	NR Cell 13
	PLMN14


	NR Cell 11 is set to "Serving Cell";
	NR Cell 12 is set to "Serving Cell";
	NR Cell 13 is set to "Serving Cell";
	System Information Combination NR-4 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used in NR cells.
UE:
-	The UE is in Automatic PLMN selection mode.
-	USIM configuration as defined in Table 6.4.1-21 of TS 38.508-1 [4] will be used.
Preamble:
-	Ensure that the UE has cleared the RPLMN. And tThe UE is in Switched OFF (State 0-A) as defined in TS 38.508-1 [4] Table 4.4A.2-0.
[Skip unchanged text]
6.3.1.9.3	Test Description
6.3.1.9.3.1	Pre-test conditions
System Simulator:
-	Two inter-frequency multi-PLMN NR Cells as specified in TS 38.508-1 [4] Table 4.4.2-1 are configured broadcasting PLMNs as indicated in Table 6.3.1.9.3.1-1. 
-	The PLMNs are identified in the test by the identifiers in Table 6.3.1.9.3.1-1. The MCC and MNC values of PLMN identifiers are specified in TS 36.523-1 [13], Table 6.0.1-1.
Table 6.3.1.9.3.1-1: PLMN identifiers
	NR Cell
	PLMN names

	
	

	NR Cell 11
	PLMN2

	NR Cell 12
	PLMN13



	NR Cell 11 is set to ''Serving Cell'';
	NR Cell 12 is set to ''Serving Cell'';
	-System Information Combination NR-4 as defined in TS38.508 clause 4.4.3.1.3 is used in NR cells.
UE:
-	The UE is in Manual PLMN selection mode.
-	USIM configuration as defined in Table 6.4.1-21 of TS 38.508-1 [4] will be used.
Preamble:
-	Ensure that the UE has cleared the RPLMN. And tThe UE is in Switched OFF (State 0-A) as defined in TS 38.508-1 [4] Table 4.4A.2-0.
[End of modification]
