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<Start of Change1>
[bookmark: _Toc21007369][bookmark: _Toc29487522][bookmark: _Toc51919439]4	Recommended Test Case Applicability
The applicability of each individual test is identified in Table 4-1. This is just a recommendation based on the purpose for which the test case was written.
<Unchanged Part Skipped>
Table 4-1: Applicability of tests and additional information for testing
	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	…
	
	
	
	
	
	
	
	

	7
	LAYER 2
	
	
	
	
	
	
	

	…
	
	
	
	
	
	
	
	

	8
	RADIO RESOURCE CONTROL
	
	
	
	
	
	
	

	…
	
	
	
	
	
	
	
	

	8.2.4.25.4
	RRC connection reconfiguration / Handover with SCG release / MCG/SCG DRBs to MCG DRB
	Rel-12
	C245
	UEs supporting E-UTRA and DC SCG DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.25.5
	RRC connection reconfiguration / Handover with SCG release / Split DRB to MCG DRB
	Rel-12
	C244
	UEs supporting E-UTRA and DC Split DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.25.6
	RRC connection reconfiguration / Handover with SCG reconfiguration / SCG DRB to SCG DRB
	Rel-12
	C245
	UEs supporting E-UTRA and DC SCG DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.25.7
	RRC connection reconfiguration / Handover with SCG reconfiguration / Split DRB to Split DRB
	Rel-12
	C244
	UEs supporting E-UTRA and DC Split DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.26
	eIMTA / RRC connection reconfiguration / Handover / Success
	Rel-12
	C256
	UEs supporting E-UTRA and eIMTA and NOT Category M1
	pc_eTDD
	
	
	

	8.2.4.27
	RRC connection reconfiguration / Handover / Success / Intra-frequency in Enhanced Coverage
	Rel-13
	C254c
	UEs supporting E-UTRA and CE mode A and eventA3 for intra-frequency neighbouring cells in normal coverage and intra-frequency handover to target cell in normal coverage 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.28
	eCall Only mode / RRC connection reconfiguration / Inter-frequency Handover / Success
	Rel-14
	C314a
	UEs supporting E-UTRA and IMS eCall and eCall only and Automatic type of eCall initiation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.29
	UDC/ RRC connection reconfiguration / Handover / Success
	Rel-15
	C352
	UEs supporting the uplink data compression operation
	
	
	
	

	8.2.4.30.1
	RRC connection reconfiguration / Handover / DAPS Handover / Success
	Rel-16
	C398
	UEs supporting E-UTRA and intra-frequency DAPS handover
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.31.1
	RRC connection reconfiguration / Handover / Conditional Handover/ Success / A3 / A5 / A3+A5
	Rel-16
	Chh01
	UEs supporting E-UTRA conditional handover
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.31.2
	Conditional handover / modify conditional handover configuration
	Rel-16
	Chh01
	UEs supporting E-UTRA conditional handover
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.5.1
	LWA / WLAN Release / WLAN Association / EUTRA RRC_Connected to WLAN (Event W2)
	Rel-13
	C267
	UEs supporting E-UTRA and LWA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.5.2
	LWA / WLAN Release Success / EUTRA RRC_Connected from WLAN (Event W3)
	Rel-13
	C267
	UEs supporting E-UTRA and LWA
	pc_eFDD
	
	
	



Table 4-1a: Applicability of tests Conditions
	C01	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	…

	C394	IF A.4.1-1/2 AND A.4.4-1/51 AND A.4.5-1b/7 AND (A.4.4-1/122 OR A.4.4-1/123) THEN R ELSE N/A

	C395	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.5-1a/7 AND A.4.4-1/213 THEN R ELSE N/A

	C396	IF A.4.1-1/8 AND A.4.4-1/199 AND (A.4.4-1/41 OR A.4.4-1/42 OR A.4.4-1/43 OR A.4.4-1/44 OR A.4.4-1/46 OR A.4.4-1/47 OR A.4.4-1/48) THEN R ELSE N/A

	C397	IF (A.4.1-1/1 OR A.4.1-1/2) AND [56] A.4.1-1/1 THEN R ELSE N/A

	C398	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/214 THEN R ELSE N/A

	Chh01	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/mm01 THEN R  N/A



<End of Change1>

<Start of Change2>
[bookmark: _Toc21007395][bookmark: _Toc29487548][bookmark: _Toc51919465]A.4.4	Additional information
[bookmark: OLE_LINK7][bookmark: OLE_LINK8]Table A.4.4-1: Additional information
	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	…
	…
	…
	…
	…
	…

	211
	Support of physical layer SR with HARQ ACK
	36.306
4.3.4.117
	Rel-15
	pc_SR_WithHARQ_ACK
	

	212
	Support of physical layer SR without HARQ ACK
	36.306
4.3.4.118
	Rel-15
	pc_SR_WithoutHARQ_ACK
	

	213
	UE supports Ethernet header compression and decompression using EHC protocol
	36.306, 4.3.1.12
	Rel-16
	pc_EUTRAN_EHC
	

	214
	UE supports DAPS handover in source PCell and intra-frequency target PCell
	36.306, 4.3.5.40
	Rel-16
	pc_EUTRA_intraFreqDAPS
	

	mm01
	UE supports conditional handover including execution condition, candidate cell configuration and maximum 8 candidate cells.
	36.306, 4.3.30.3
	Rel-16
	pc_EUTRA_cho_r16
	



<End of Change2>
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