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<Unchanged Text Skipped>

[bookmark: _Toc27479578][bookmark: _Toc36058770][bookmark: _Toc44067693][bookmark: _Toc52716620][bookmark: _Toc58239272]8.2.2.2.2	CQI reporting under fading conditions
[bookmark: _Toc27479579][bookmark: _Toc36058771][bookmark: _Toc44067694][bookmark: _Toc52716621][bookmark: _Toc58239273]8.2.2.2.2.1	2Rx TDD FR2 aperiodic CQI reporting under fading performance for both SA and NSA
Editor's Note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	Annex for measurement uncertainty and test tolerance is TBD
-	The maximum testable SNRBB for IFF based Test System for n259 is TBD
-	Testability of Tests is TBD due to unknown TT
-	Minimum requirements for 256QAM in RAN4 are still in brackets
-	How to split R15 and R16 requirements is FFS
Current assumption of maximum testable SNRBB for IFF based Test System for FR2a: [19.2] dB, FR2b: [7.3 dB], FR2c: TBD.
8.2.2.2.2.1.1	Test Purpose
To verify the variance of the wideband CQI reports is within the limits defined, that the ratio of the throughput is within the limits defined and that the average PDSCH BLER is greater than or equal to 1% for the indicated transport format.
8.2.2.2.2.1.2	Test Applicability
This test applies to all types of NR UE release 15 and forward.
This test also applies to all types of EUTRA UE release 15 and forward supporting EN-DC.
This test also applies to all types of EUTRA UE release 16 and forward supporting DL 256QAM.
8.2.2.2.2.1.3	Minimum requirement for periodic CQI reporting
The reporting accuracy of CQI under frequency non-selective fading conditions is determined by the reporting variance, the relative increase of the throughput obtained when the transport format is indicated by the reported CQI compared to the throughput obtained when a fixed transport format is configured according to the reported median CQI, and a minimum BLER using the transport formats indicated by the reported CQI. To account for sensitivity of the input SNR the CQI reporting under frequency non-selective fading conditions is considered to be verified if the reporting accuracy is met for at least one of two SNR levels separated by an offset of 1 dB.
For the parameters specified in Table 8.2.2.2.2.1.3-1 and using the downlink physical channels specified in Annex C.5.1, the minimum requirements are specified by the following:
a)	a CQI index not in the set {median CQI -1, median CQI, median CQI +1} shall be reported at least α % of the time, where α% is specified in Table 8.2.2.2.2.1.3-2;
b)	the ratio of the throughput obtained when transmitting the transport format indicated by each reported wideband CQI index and that obtained when transmitting a fixed transport format configured according to the wideband CQI median shall be ≥ γ, where γ is specified in Table 8.2.2.2.2.1.3-2;
c)	when transmitting the transport format indicated by each reported wideband CQI index, the average BLER for the indicated transport formats shall be greater or equal to 0.01.

Table 8.2.2.2.2.1.3-1: Test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Bandwidth
	MHz
	100
	50

	Subcarrier spacing
	kHz
	120

	Duplex Mode
	
	TDD

	TDD Slot Configuration 
	
	FR2.120-2 Annex A.1.3

	 SNRBB
	 dB
	6
	7
	12
	13
	[7]
	[8]
	[20]
	[21]

	Propagation channel
	
	TDLA30-35

	Antenna configuration
	
	2×2
ULA High

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	8

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	CSI-RS
interval and offset
	slot
	8/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	fd-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	6

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	NZP CSI-RS-timeConfig
interval and offset
	slot
	Not configured

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern
	
	1

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(8, 13)

	
	CSI-IM timeConfig
interval and offset
	slot
	Not configured

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator
	
	Wideband

	Sub-band Size
	RB
	8

	csi-ReportingBand
	
	111111111

	CSI-Report periodicity and offset
	slot
	Not configured 

	Aperiodic Report Slot Offset
	
	6

	CSI request
	
	1 in slots i, where mod(i, 8) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	1.375

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-1, TBS.1-1
	As specified in Table A.4-2, TBS.2-7



	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	100

	Subcarrier spacing
	kHz
	120

	Duplex Mode
	
	TDD

	TDD Slot Configuration 
	
	FR2.120-2 Annex A.1.3

	 SNRBB
	 dB
	6
	7
	12
	13

	Propagation channel
	
	TDLA30-35

	Antenna configuration
	
	2×2
ULA High

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	8

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	CSI-RS
interval and offset
	slot
	8/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	fd-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	6

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	NZP CSI-RS-timeConfig
interval and offset
	slot
	Not configured

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern
	
	1

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(8, 13)

	
	CSI-IM timeConfig
interval and offset
	slot
	Not configured

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator
	
	Wideband

	Sub-band Size
	RB
	8

	csi-ReportingBand
	
	111111111

	CSI-Report periodicity and offset
	slot
	Not configured 

	Aperiodic Report Slot Offset
	
	6

	CSI request
	
	1 in slots i, where mod(i, 8) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	1.375

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-1, TBS.1-1



Table 8.2.2.2.2.1.3-2 Minimum requirements
	
	Test 1
	Test 2
	Test 3
	Test 4

	 [%]
	2
	2
	[2]
	[2]

	 
	1.05
	1.05
	[1.05]
	[1.05]



	
	Test 1
	Test 2

	 [%]
	2
	2

	 
	1.05
	1.05



The normative reference for this requirement is TS 38.101-4 [5] clause 8.2.2.2.2.1.
8.2.2.2.2.1.4	Test Description
8.2.2.2.2.1.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1 of 38.521-1. 
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.
Test Environment: Normal, as defined in TS 38.508-1 [6] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 38.508-1 [6] clause 4.3.1.1.
For EN-DC within FR2 operation, setup the LTE radiated link according to Annex D:
1.	Connection between SS, the faders, AWGN noise source and the UE antenna is shown in TS 38.508-1 [6] Annex A, Figure A.3.3.2 for TE diagram and Figure A.3.4.2 for UE diagram.
2.	The parameter settings for the NR cell are set up according to Table 8.1.2-1 and Table 8.2.2.2.2.1.3-1 and as appropriate.
3.	Downlink signals for NR cell are initially set up according to Annexes C.0, C.1, C.2, C.3.1, and uplink signals according to Annexes G.0, G.1, G.2, G.3.1 of TS 38.521-2 [8].
4.	Propagation conditions for NR cell are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR for SA with Connected without release On, Test Mode On or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode On for NSA according to TS 38.508-1 [6] clause 4.5. Message content are defined in clause 8.2.2.2.2.1.4.3.
8.2.2.2.2.1.4.2	Test Procedure
1.	Set the UE in a direction that satisfies the 3 normative criteria specified in Annex H.0. If no direction found mark the test as inconclusive.
2.	Set the parameters of bandwidth, reference Channel, the propagation condition, antenna configuration and the SNR according to Table 86.2.2.21.2.1.5-1.
3.	The SS shall transmit PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to CQI value 2 and keep it regardless of the wideband CQI value sent by the UE. The SS sends downlink MAC padding bits on the DL RMC. Continue transmission of the PDSCH until 6000 wideband CQI reports have been gathered. In this process the SS collects wideband CQI reports every 1 ms and also cases where UE transmits nothing in its CQI timing are also counted as wideband CQI reports.
4.	Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the wideband CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as Median CQI value.
5.	If Median CQI value is not equal to 1 or 15 and 12040 (%) or more of the wideband CQI values are outside the range (Median CQI - 1) ≤ Median CQI ≤ (Median CQI + 1) then continue with step 6, otherwise go to step 8.

6.  The SS shall transmit PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to the Median CQI value from step 4 and shall not react to the UE’s wideband CQI reports. The SS sends downlink MAC padding bits on the DL RMC. Measure the average throughput according to Annex G.3.3 and G.3.4. Declare the throughput as .
7.	The SS shall transmit PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to the UE’s reported wideband CQI value. The SS sends downlink MAC padding bits on the DL RMC. For any PDSCH transmitted by the SS, record the associated ACK, NACK and statDTX responses. The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. Continue to gather data until the number of filtered ACK+NACK responses reaches 1000. Record the BLER (NACK / ACK + NACK) and measure the average throughput according to Annex G.3.3 and G.3.4. Declare the throughput as t.

If the recorded BLER ≥ 0.01 and t /  ≥ then pass the UE for this test and go to step 9. 
8.	If both SNR points of the test have not been tested, then repeat the same procedure (steps 2 to 7) for the other SNR point as appropriate. Otherwise fail the UE.
9.	Repeat step 2 to 8, with test conditions according to the table 86.2.2.21.2.1.5 -1, for Test2 as appropriate. If UE supports pdsch-256QAM-FR2, repeat step 2 to 8 with test conditions according to the table 8.2.2.2.2.1.5 -1, for Test 3 and Test 4 as appropriate.
8.2.2.2.2.1.4.3	Message Contents
Message contents are according to TS 38.508-1 [6] subclause 4.6.1 with the following exceptions:
8.2.2.2.2.1.4.3_1	Message exceptions for SA
 Message contents are according to TS 38.508-1 [6] subclause 4.6.1 with the following exceptions:
[bookmark: _Hlk38976849]8.2.2.2.2.1.4.3_1	Message exceptions for SA
Table 8.2.2.2.2.1.4.3_1-1: CSI-ReportConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-39

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  reportConfigType CHOICE {
	
	Aperiodic
	

	    aperiodic SEQUENCE {
	
	
	

	      reportSlotOffsetList              
	6
	
	

	    }
	
	
	

	  }
	
	
	

	  reportFreqConfiguration  SEQUENCE {
	
	
	

	    csi-ReportingBand CHOICE{
	
	
	

	       Subbands9
	111111111
	
	

	    }
	
	
	

	  }
	
	
	

	  cqi-Table
	table1
	
	Test 1 and 2

	
	table2
	
	Test 3 and 4

	}
	
	
	



Table 8.2.2.2.2.1.4.3_1-2: CodebookConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-25

	Information Element
	Value/remark
	Comment
	Condition

	CodebookConfig ::= SEQUENCE {
	
	
	

	  codebookType  CHOICE {
	
	
	

	    type1  SEQUENCE {
	
	
	

	      subType CHOICE {
	
	
	

	        typeI-SinglePanel SEQUENCE {
	
	
	

	          nrOfAntennaPorts CHOICE {
	
	
	

	              Two SEQUENCE {
	
	
	

	                 twoTX-codebookSubsetRestriction
	000001
	
	

	              }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.2.2.1.4.3_1-3: SchedulingRequestResourceConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-157

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequestResourceConfig ::= SEQUENCE {
	
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    Sl80
	7
	
	

	  }
	
	
	

	}
	
	
	



8.2.2.2.2.1.4.3_2	Message exceptions for NSA
 Same as in 8.2.2.2.2.1.4.3_1.
8.2.2.2.2.1.54	Test Requirements

Table 8.2.2.2.2.1.53-1 Test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 1
	Test 2

	Bandwidth
	MHz
	100
	50

	Subcarrier spacing
	kHz
	120

	Duplex Mode
	
	TDD

	TDD Slot Configuration
	
	FR2.120-2 Annex A.1.3

	SNRBB
	 dB
	6+TT
	7+TT
	12+TT
	13+TT
	[7]+TT
	[8]+TT
	[20]+TT
	[21]+TT

	Propagation channel
	
	TDLA30-35

	Antenna configuration
	
	2×2
ULA High

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	8

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	CSI-RS
interval and offset
	slot
	8/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	fd-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	6

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	NZP CSI-RS-timeConfig
interval and offset
	slot
	Not configured

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern
	
	1

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(8, 13)

	
	CSI-IM timeConfig
interval and offset
	slot
	Not configured

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator
	
	Wideband

	Sub-band Size
	RB
	8

	csi-ReportingBand
	
	111111111

	CSI-Report periodicity and offset
	slot
	Not configured

	Aperiodic Report Slot Offset
	
	6

	CSI request
	
	1 in slots i, where mod(i, 8) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	1.375

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-1, TBS.1-1
	As specified in Table A.4-2, TBS.2-7

	Note 1:	TT = TBD



	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	100

	Subcarrier spacing
	kHz
	120

	Duplex Mode
	
	TDD

	TDD Slot Configuration
	
	FR2.120-2 Annex A.1.3

	SNRBB
	 dB
	6+TT
	7+TT
	12+TT
	13+TT

	Propagation channel
	
	TDLA30-35

	Antenna configuration
	
	2×2
ULA High

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	8

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	CSI-RS
interval and offset
	slot
	8/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	fd-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	6

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	NZP CSI-RS-timeConfig
interval and offset
	slot
	Not configured

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern
	
	1

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(8, 13)

	
	CSI-IM timeConfig
interval and offset
	slot
	Not configured

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator
	
	Wideband

	Sub-band Size
	RB
	8

	csi-ReportingBand
	
	111111111

	CSI-Report periodicity and offset
	slot
	Not configured

	Aperiodic Report Slot Offset
	
	6

	CSI request
	
	1 in slots i, where mod(i, 8) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	1.375

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-1, TBS.1-1

	Note 1:	TT = TBD



Table 8.2.2.2.2.1.5-2 Test requirements
	
	Test 1
	Test 2
	Test 3
	Test 4

	 [%]
	2
	2
	[2]
	[2]

	 
	1.05 - TT
	1.05 - TT
	[1.05] - TT
	[1.05] - TT

	Note 1:	TT = 0.01



	
	Test 1
	Test 2

	 [%]
	2
	2

	 
	1.05 - TT
	1.05 - TT

	Note 1:	TT = 0.01




<End of Changes >
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