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{Start of changes}
[bookmark: _Toc27475630][bookmark: _Toc29495212][bookmark: _Toc36116256][bookmark: _Toc36118305][bookmark: _Toc36560418][bookmark: _Toc43976916][bookmark: _Toc52213488][bookmark: _Toc60742944][bookmark: _Toc68206127]6.2B.2.3	UE Maximum Output Power reduction for Inter-Band EN-DC within FR1 (1 NR CC)
6.2B.2.3.1	Test purpose
Same test purpose as in clause 6.2.2.1 in TS 38.521-1 [8] for the NR carrier.
6.2B.2.3.2	Test applicability
The requirements of this test apply to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.2B.2.3.3	Minimum conformance requirements
UE maximum output power requirement for E-UTRA single carrier and CA operation specified in subclauses 6.2.2 and 6.2.2A of TS 36.101 [10] and for NR single carrier and CA operation specified in subclause 6.2.1, 6.2A.1, and 6.2D.1 of TS 38.101-2 [9] apply.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.1.4.
<Unchanged Sections Skipped>
[bookmark: _Toc27475652][bookmark: _Toc29495218][bookmark: _Toc36116262][bookmark: _Toc36118311][bookmark: _Toc36560424][bookmark: _Toc43976922][bookmark: _Toc52213494][bookmark: _Toc60742950][bookmark: _Toc68206133]6.2B.3.3	UE Additional Maximum Output Power reduction for Inter-Band EN-DC within FR1 (1 NR CC)
[bookmark: _Toc27475653]6.2B.3.3.1	Test purpose
Same test purpose as in clause 6.2.3.1 in TS 38.521-1 [8] for the NR carrier.
[bookmark: _Toc27475654]6.2B.3.3.2	Test applicability
The requirements of this test apply to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
[bookmark: _Toc27475655]6.2B.3.3.3	Minimum conformance requirements
For inter-band EN-DC between E-UTRA and FR1 NR, UE additional maximum output power reduction specified in TS 36.101 [5] and TS 38.101-1 [2] apply for E-UTRA and NR respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.3.3. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied 
<Unchanged Sections Skipped>
[bookmark: _Toc27475679][bookmark: _Toc29495241][bookmark: _Toc36116285][bookmark: _Toc36118334][bookmark: _Toc36560449][bookmark: _Toc43976950][bookmark: _Toc52213522][bookmark: _Toc60742981][bookmark: _Toc68206161]6.3B.1.3	Minimum output power for inter-band EN-DC within FR1 (1 NR CC)
6.3B.1.3.1	Test purpose
Same test purpose as in clause 6.3.1.1 in TS 38.521-1 [8] for the NR carrier.
6.3B.1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.3B.1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.1.3 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
<Unchanged Sections Skipped>
[bookmark: _Toc27475708][bookmark: _Toc29495251][bookmark: _Toc36116296][bookmark: _Toc36118345][bookmark: _Toc36560460][bookmark: _Toc43976961][bookmark: _Toc52213533][bookmark: _Toc60742994][bookmark: _Toc68206177]6.3B.3.3	Tx ON/OFF time mask for inter-band EN-DC within FR1 (1 NR CC)
[bookmark: _Toc27475709]6.3B.3.3.1	Test purpose
Same test purpose as in clause 6.3.3.2.1 in TS 38.521-1 [8] for the NR carrier.
[bookmark: _Toc27475710]6.3B.3.3.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
[bookmark: _Toc27475711]6.3B.3.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.3.2.3 in TS 38.521-1 [8] for the NR carrier. 
No exception requirements applicable to NR or LTE.LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
<Unchanged Sections Skipped>
[bookmark: _Toc27475717][bookmark: _Toc29495255][bookmark: _Toc36116300][bookmark: _Toc36118349][bookmark: _Toc36560464][bookmark: _Toc43976965][bookmark: _Toc52213537][bookmark: _Toc60742999][bookmark: _Toc68206182]6.3B.4.3	PRACH Time Mask for inter-band EN-DC within FR1 (1 NR CC)6.3B.4.3.1	Test purpose
6.3B.4.3.1	Test purpose
Same test purpose as in clause 6.3.3.4.1 in TS 38.521-1 [8] for the NR carrier.
6.3B.4.3.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.3B.4.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.3.4.3 in TS 38.521-1 [8] for the NR carrier. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc43976974][bookmark: _Toc52213546][bookmark: _Toc60743008][bookmark: _Toc68206191]6.3B.8.1.3	Absolute power tolerance for inter-band EN-DC within FR1 (1 NR CC)
6.3B.8.1.3.1	Test purpose
Same test purpose as in clause 6.3.4 in TS 38.521-1 [8] for the NR FR1 carrier(s).
6.3B.8.1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.3B.8.1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc43976979][bookmark: _Toc52213551][bookmark: _Toc60743013][bookmark: _Toc68206196]6.3B.8.2.3	Relative power tolerance for inter-band EN-DC within FR1 (1 NR CC)
6.3B.8.2.3.1	Test purpose
Same test purpose as in clause 6.3.4 in TS 38.521-1 [8] for the NR FR1 carrier(s).
6.3B.8.2.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.3B.8.2.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc43976984][bookmark: _Toc52213556][bookmark: _Toc60743018][bookmark: _Toc68206201]6.3B.8.3.3	Aggregate power tolerance for inter-band EN-DC within FR1 (1 NR CC)
6.3B.8.3.3.1	Test purpose
Same test purpose as in clause 6.3.4 in TS 38.521-1 [8] for the NR FR1 carrier(s).
6.3B.8.3.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.3B.8.3.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc27475734][bookmark: _Toc29495272][bookmark: _Toc36116317][bookmark: _Toc36118366][bookmark: _Toc36560481][bookmark: _Toc43976998][bookmark: _Toc52213570][bookmark: _Toc60743032][bookmark: _Toc68206215]6.4B.1.3	Frequency error for Inter-band EN-DC within FR1 (1 NR CC)
6.4B.1.3.1	Test purpose
Same test purpose as in clause 6.4.1 in TS 38.521-1 [8] for the NR carrier.
6.4B.1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL.
6.4B.1.3.3	Minimum conformance requirements
For inter-band EN-DC with uplink assigned to one E-UTRA band and one NR band, the requirements shall apply on each component carrier as defined in clause 6.5.1 in TS 36.101 [5] and in clause 6.4.1 in TS 38.101-1 [2], respectively, with all component carriers active. If multiple component carriers are assigned to one E-UTRA band, the requirements in clauses 6.5.1A in TS 36.101 [5] apply for those component carriers, and if multiple component carriers are assigned to one NR band, the requirements in clauses 6.4A.1 in TS 38.101-1 [2] apply for those component carriers.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.4B.1.3.
<Unchanged Sections Skipped>
[bookmark: _Toc27475750][bookmark: _Toc29495288][bookmark: _Toc36116333][bookmark: _Toc36118382][bookmark: _Toc36560497][bookmark: _Toc43977014][bookmark: _Toc52213586][bookmark: _Toc60743048][bookmark: _Toc68206233]6.4B.2.3.1	Error Vector Magnitude for inter-band EN-DC within FR1 (1 NR CC)
6.4B.2.3.1.1	Test purpose
Same test purpose as in clause 6.4.2.1.1 in TS 38.521-1 [8] for the NR carrier.
6.4B.2.3.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.4B.2.3.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.1.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc27475751][bookmark: _Toc29495289][bookmark: _Toc36116334][bookmark: _Toc36118383][bookmark: _Toc36560498][bookmark: _Toc43977015][bookmark: _Toc52213587][bookmark: _Toc60743049][bookmark: _Toc68206234]6.4B.2.3.2	Carrier Leakage for inter-band EN-DC within FR1 (1 NR CC)
6.4B.2.3.2.1	Test purpose
Same test purpose as in clause 6.4.2.2.1 in TS 38.521-1 [8] for the NR carrier.
6.4B.2.3.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.4B.2.3.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.2.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc27475752][bookmark: _Toc29495290][bookmark: _Toc36116335][bookmark: _Toc36118384][bookmark: _Toc36560499][bookmark: _Toc43977016][bookmark: _Toc52213588][bookmark: _Toc60743050][bookmark: _Toc68206235]6.4B.2.3.3	In-band Emissions for inter-band EN-DC within FR1 (1 NR CC)
6.4B.2.3.3.1	Test purpose
Same test purpose as in clause 6.4.2.3.1 in TS 38.521-1 [8] for the NR carrier.
6.4B.2.3.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.4B.2.3.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.3.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc27475753][bookmark: _Toc29495291][bookmark: _Toc36116336][bookmark: _Toc36118385][bookmark: _Toc36560500][bookmark: _Toc43977017][bookmark: _Toc52213589][bookmark: _Toc60743051][bookmark: _Toc68206236]6.4B.2.3.4	EVM Equalizer Flatness for inter-band EN-DC within FR1 (1 NR CC)
6.4B.2.3.4.1	Test purpose
Same test purpose as in clause 6.4.2.4 in TS 38.521-1 [8] for the NR carrier.
6.4B.2.3.4.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.4B.2.3.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.4.3 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc27475770][bookmark: _Toc29495309][bookmark: _Toc36116354][bookmark: _Toc36118403][bookmark: _Toc36560518][bookmark: _Toc43977035][bookmark: _Toc52213610][bookmark: _Toc60743074][bookmark: _Toc68206261]6.5B.1.3	Occupied bandwidth for Inter-Band EN-DC within FR1 (1 NR CC)
6.5B.1.3.1	Test purpose
Same test purpose as in clause 6.5.1.1 in TS 38.521-1 [8] for the NR carrier.
6.5B.1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.5B.1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.1. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc27475784][bookmark: _Toc29495323][bookmark: _Toc36116368][bookmark: _Toc36118417][bookmark: _Toc36560532][bookmark: _Toc43977049][bookmark: _Toc52213624][bookmark: _Toc60743088][bookmark: _Toc68206278]6.5B.2.3.1	Spectrum emissions mask for Inter-band EN-DC within FR1 (1 NR CC)
6.5B.2.3.1.1	Test purpose
Same test purpose as in clause 6.5.2.2 in TS 38.521-1 [8] for the NR carrier.
6.5B.2.3.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.5B.2.3.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.2.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.2.3.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc27475785][bookmark: _Toc29495324][bookmark: _Toc36116369][bookmark: _Toc36118418][bookmark: _Toc36560533][bookmark: _Toc43977050][bookmark: _Toc52213625][bookmark: _Toc60743089][bookmark: _Toc68206279]6.5B.2.3.2	Additional Spectrum emissions mask for Inter-band EN-DC within FR1 (1 NR CC)
6.5B.2.3.2.1	Test purpose
Same test purpose as in clause 6.5.2.3.1 in TS 38.521-1 [8] for the NR carrier.
6.5B.2.3.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.5B.2.3.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.3.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.2.3.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc27475786][bookmark: _Toc29495325][bookmark: _Toc36116370][bookmark: _Toc36118419][bookmark: _Toc36560534][bookmark: _Toc43977051][bookmark: _Toc52213626][bookmark: _Toc60743090][bookmark: _Toc68206280]6.5B.2.3.3	Adjacent channel leakage ratio for inter-band EN-DC within FR1 (1 NR CC)
6.5B.2.3.3.1	Test purpose
Same test purpose as in clause 6.5.2.4.1.1 in TS 38.521-1 [8].
6.5B.2.3.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.5B.2.3.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.4.1.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.2.3. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied
<Unchanged Sections Skipped>
[bookmark: _Toc27475843][bookmark: _Toc29495356][bookmark: _Toc36116401][bookmark: _Toc36118450][bookmark: _Toc36560565][bookmark: _Toc43977082][bookmark: _Toc52213659][bookmark: _Toc60743124][bookmark: _Toc68206312]6.5B.4.3	Additional Spurious Emissions for Inter-band EN-DC within FR1 (1 NR CC)
6.5B.4.3.1	Test purpose
Same test purpose as in clause 6.5.3.3.1 in TS 38.521-1 [8] for the NR carrier.
[bookmark: _Hlk29491980]6.5B.4.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward supporting inter-band EN-DC within FR1 with 1 NR UL CC.
6.5B.4.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.3.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.4.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc27475847][bookmark: _Toc29495360][bookmark: _Toc36116405][bookmark: _Toc36118454][bookmark: _Toc36560569][bookmark: _Toc43977086][bookmark: _Toc52213663][bookmark: _Toc60743128][bookmark: _Toc68206316]6.5B.5.3	Inter-band EN-DC within FR1 (1 NR CC)
[bookmark: _GoBack]6.5B.5.3.1	Test purpose
Same test purpose as in clause 6.5.4 in TS 38.521-1 [8] for the NR carrier.
6.5B.5.3.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
[bookmark: _Toc27475848]6.5B.5.3.3	Minimum conformance requirements
The transmit intermodulation requirement specified in clauses 6.7.1 and 6.7.1A of TS 36.101 [5] and clauses 6.5.4 and 6.5A.4 of TS 38.101-1 [2] apply for each component carrier in E-UTRA bands and NR bands, respectively.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.5B.5.3.
{End of changes}
