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<< Unchanged sections omitted >>
[bookmark: _Toc27478201][bookmark: _Toc36226916][bookmark: _Toc44324201][bookmark: _Toc52990395][bookmark: _Toc60823594][bookmark: _Toc60825516]6.5A.1	Occupied bandwidth for CA
[bookmark: _Toc27478202][bookmark: _Toc36226917][bookmark: _Toc44324202][bookmark: _Toc52990396][bookmark: _Toc60823595][bookmark: _Toc60825517]6.5A.1.0	Minimum conformance requirements
[bookmark: _Toc27478203][bookmark: _Toc36226918][bookmark: _Toc44324203][bookmark: _Toc52990397][bookmark: _Toc60823596][bookmark: _Toc60825518]6.5A.1.0.1	Void
[bookmark: _Toc60823597][bookmark: _Toc60825519]6.5A.1.0.1a	Occupied bandwidth for Intra-band contiguous CA
[bookmark: _Toc60823598]For intra-band contiguous carrier aggregation the occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power of the transmitted spectrum. The OBW shall be less than the aggregated channel bandwidth defined in subclause 5.3A.3. 
[bookmark: _Toc27478204][bookmark: _Toc36226919][bookmark: _Toc44324204][bookmark: _Toc52990398][bookmark: _Toc60823599][bookmark: _Toc60825520]6.5A.1.0.2	VoidOccupied bandwidth for Intra-band non-contiguous CA
[bookmark: _Toc27478205][bookmark: _Toc36226920][bookmark: _Toc44324205][bookmark: _Toc52990399]For intra-band non-contiguous carrier aggregation, the OBW requirement is met when the ratio of the transmitted power in all sub-blocks of the uplink CA configuration to the total integrated power of the transmitted spectrum is greater than 99%.
6.5A.1.0.3	Occupied bandwidth for Inter-band CA
6.5A.1.0.3	Occupied bandwidth for Inter-band CA 
For inter-band carrier aggregation with uplink assigned to two NR bands, the occupied bandwidth is defined per component carrier. Occupied bandwidth is the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on assigned channel bandwidth on the component carrier. The occupied bandwidth shall be less than the channel bandwidth specified in Table 6.5.1.3-1.
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