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<<< START OF CHANGES >>>
[bookmark: _Toc21026825][bookmark: _Toc27744123][bookmark: _Toc36197294][bookmark: _Toc36197986]Annex F (normative):
Measurement uncertainties and Test Tolerances
[bookmark: _Toc21026826][bookmark: _Toc27744124][bookmark: _Toc36197295][bookmark: _Toc36197987]F.1	Acceptable uncertainty of Test System (normative)
The maximum acceptable uncertainty of the Test System is specified below for each test, where appropriate. The Test System shall enable the stimulus signals in the test case to be adjusted to within the specified range, and the equipment under test to be measured with an uncertainty not exceeding the specified values. Care should be taken to ensure that each conformance test implementation including the OTA chamber aspects meets the specified measurement uncertainty for each test case by requiring the test laboratory to maintain a detailed measurement uncertainty test report showing compliance to all the measurement uncertainty requirements. The detailed measurement uncertainty report would contain the justification for each measurement uncertainty component and its value and distribution. The derivation of these values is based on the minimum conformance requirements plus relaxation, i.e., test tolerance is not to be considered. All ranges and uncertainties are absolute values, and are valid for a confidence level of 95 %, unless otherwise stated. 
A confidence level of 95 % is the measurement uncertainty tolerance interval for a specific measurement that contains 95 % of the performance of a population of test equipment.
The downlink signal uncertainties apply at the defined quiet zone with the UE properly positioned in the quiet zone. The uplink signal uncertainties apply at the measurement equipment with the UE positioned properly in the quiet zone.
[bookmark: _Toc21026827][bookmark: _Toc27744125][bookmark: _Toc36197296][bookmark: _Toc36197988]<<< START OF CHANGE >>>
F.1.1	Measurement of test environments
Editor’s note: Various measurement accuracies for UE test environments, e.g., pressure, relative humidity, DC&AC voltage, vibration, and vibration frequency, are FFS:
The measurement accuracy of the UE test environments defined in TS 38.508-1 [5] subclause 4.1, Test environments shall be
-	Temperature			±4 degrees.
The above values shall apply unless the test environment is otherwise controlled and the specification for the control of the test environment specifies the uncertainty for the parameter.TBD
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