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*** 1st Change ***
[bookmark: _Toc51774542][bookmark: _Toc68191986][bookmark: _Toc75424693]4.2	Applicabilities for test cases specified in TS 34.229-5
Table 4.2: Applicability of TS 34.229-5 tests
	Clause
	Title
	Release
	Applicability
	Comments

	Registration

	6.1
	Initial Registration / 5GS
	Rel-15
	C01
	UE supports IMS security and NR (see Note 1 below)

	6.2
	Initial Registration Failures / 5GS
	Rel-15
	C01
	UE supports IMS security and NR

	6.3
	Re-Registration Scenarios / 5GS
	Rel-15
	C01
	UE supports IMS security and NR

	6.4
	De-Registration Scenarios / 5GS
	Rel-15
	C13
	UE supports IMS security and NR and IMS de-registration

	6.5
	Refresh for ISIM parameters / 5GS
	Rel-15
	C01
	UE supports IMS security and NR

	6.6
	Re-Registration after capability update / 5GS
	Rel-15
	C15
	UE supports IMS security and NR and Enabling/Disabling SMS over IMS

	6.7
	Authentication / MAC Parameter Invalid / Only two consecutive challenges / 5GS
	Rel-15
	C01
	UE supports IMS security and NR

	6.8
	Authentication / Security Server missing / SQN out of range / 5GS
	Rel-15
	C01
	UE supports IMS security and NR

	6.9
	Subscription / 503 Service Unavailable / 5GS
	Rel-15
	C01
	UE supports IMS security and NR

	Call Control

	7.1
	MTSI MO Voice Call / 503 Service Unavailable / 5GS
	Rel-15
	C02
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions

	7.2
	MTSI MO Voice Call / 504 Server Time-out / 5GS
	Rel-15
	C03
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session

	7.3
	Void
	
	
	

	7.4
	MTSI MO Voice call with preconditions at both originating UE and terminating UE / 5GS
	Rel-15
	C14
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions and NG114 v1.0 and NG114 v1.0 mmtel ICSI value and NG114 v1.0 audio feature tag and NG114 v1.0 video feature tag and  NG114 v1.0 initial SDP offer and NG114 v1.0 final SDP offer

	7.5
	MTSI MO Voice call without preconditions at both originating UE and terminating UE / 5GS
	Rel-15
	C027
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions and disabling preconditions

	7.6
	MTSI MT Voice Call with preconditions at both originating UE and terminating UE / 5GS
	Rel-15
	C04
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions 

	7.7
	MTSI MT Voice Call without preconditions at both originating UE and terminating UE / 5GS
	Rel-15
	C28
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions and disabling preconditions

	7.8
	MTSI MT Voice Call without preconditions at originating UE and with preconditions at terminating UE / 5GS
	Rel-15
	C02
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions 

	7.9
	MTSI MT Voice Call with preconditions at originating UE and without preconditions at terminating UE / 5GS
	Rel-15
	C28
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions and disabling preconditions

	7.10
	MTSI MT Voice call without preconditions and without SDP offer in MT INVITE / 5GS
	Rel-15
	C28
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions and disabling preconditions

	7.11
	MTSI MT Voice call without preconditions at terminating UE and originating UE requiring them / 5GS
	Rel-15
	C05
	UE supports IMS security and NR and MTSI and MTSI speech and (not preconditions or (preconditions and disabling preconditions))

	7.12
	MTSI MO Voice Call with preconditions at originating UE and without preconditions at terminating UE / 5GS
	Rel-15
	C02
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions 

	7.13
	MTSI MT Voice Call with RTCP disabled / 5GS
	Rel-15
	C04
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions

	7.14
	MTSI MO Video Call with preconditions at both originating and terminating UE / 5GS
	Rel-15
	C16
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and MTSI video and MTSI video H.264 CBP Level 1.2MTSI video H.265 MP MT Level 3.1 and MTSI video H.264 CHP Level 3.1 and H.264 CBP Level 3.1 and initiating a session and preconditions

	7.15
	MTSI MO Video call without preconditions at both originating UE and terminating UE / 5GS
	Rel-15
	C31
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and MTSI video and MTSI video H.265 MP MT Level 3.1 and MTSI video H.264 CHP Level 3.1 and H.264 CBP Level 3.1MTSI video H.265 Level 3.1 and initiating a session and preconditions and disabling preconditions

	7.16
	MTSI MT Video call with preconditions at both originating UE and terminating UE / 5GS
	Rel-15
	C32
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and MTSI video and MTSI video H.265 MP MT Level 3.1 and MTSI video H.264 CHP Level 3.1 and H.264 CBP Level 3.1MTSI video H.265 Level 3.1 and preconditions

	7.17
	MTSI MT Video call without preconditions at both originating UE and terminating UE / 5GS
	Rel-15
	C33
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and MTSI video and MTSI video H.265 MP MT Level 3.1 and MTSI video H.264 CHP Level 3.1 and H.264 CBP Level 3.1MTSI video H.265 Level 3.1 and preconditions and disabling preconditions

	7.18
	MTSI MO Voice Call / EVS / AMR-WB / 5GS
	Rel-15
	C14
	UE supports IMS security and NR and MTSI and MTSI speech and initiating a session and preconditions and NG114 v1.0 and NG114 v1.0 mmtel ICSI value and NG114 v1.0 audio feature tag and NG114 v1.0 video feature tag and NG114 v1.0 initial SDP offer and NG114 v1.0 final SDP offer

	7.19
	MTSI MT Voice Call / EVS / AMR-WB IO mode / 5GS
	Rel-15
	C04
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions

	7.20
	MTSI MO Voice Call / add video and remove video / with preconditions at both originating UE and terminating UE / 5GS
	Rel-15
	C16
	UE supports IMS security and NR and MTSI and MTSI speech and MTSI video and MTSI video H.265 MP MT Level 3.1 and MTSI video H.264 CHP Level 3.1 and H.264 CBP Level 3.1MTSI video H.265 Level 3.1 and initiating a session and preconditions

	7.21
	MTSI MO Voice Call / add video and remove video / without preconditions at both originating UE and terminating UE / 5GS
	Rel-15
	C31
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and MTSI video and MTSI video H.265 MP MT Level 3.1 and MTSI video H.264 CHP Level 3.1 and H.264 CBP Level 3.1MTSI video H.265 Level 3.1 and initiating a session and preconditions and disabling preconditions

	7.22
	MTSI MT Voice Call / add video and remove video / with preconditions at both originating UE and terminating UE / 5GS
	Rel-15
	C32
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and MTSI video and MTSI video H.265 MP MT Level 3.1 and MTSI video H.264 CHP Level 3.1 and H.264 CBP Level 3.1MTSI video H.265 Level 3.1 and preconditions and disabling preconditions

	7.23
	MTSI MT Voice Call / add video and remove video / without preconditions at both originating UE and terminating UE / 5GS
	Rel-15
	C33
	UE supports IMS security and NR and MTSI and MTSI speech and MTSI video and MTSI video H.265 MP MT Level 3.1 and MTSI video H.264 CHP Level 3.1 and H.264 CBP Level 3.1MTSI video H.265 Level 3.1 and preconditions and disabling preconditions

	7.24
	Forking / UE receives two responses and one CANCEL request / 5GS
	Rel-15
	C14
	UE supports IMS security and NR and MTSI and MTSI speech and initiating a session and preconditions and NG114 v1.0 and NG114 v1.0 mmtel ICSI value and NG114 v1.0 audio feature tag and NG114 v1.0 video feature tag and NG114 v1.0 initial SDP offer and NG114 v1.0 final SDP offer

	7.25
	MTSI MT Voice call without SDP offer in INVITE / 5GS
	Rel-15
	C04
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions 

	7.26
	Mobile Originating CAT / Forking Model / 5GS
	Rel-15
	C17
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and early media and preconditions

	7.27
	Session Timer / MO Call / UE is able to refresh the session / 5GS
	Rel-15
	C18
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions and Session Timer

	7.28
	Session Timer / MO Call / Remote end is refresher / 5GS
	Rel-15
	C18
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions and Session Timer

	7.29
	Session Timer / MO Call / Remote end does not support Session Timer / 5GS
	Rel-15
	C29
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions and Session Timer and Session Timer for own benefit

	7.30
	Session Timer / MO Call / Remote end supports but does not use Session Timer / 5GS
	Rel-15
	C18
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions and Session Timer

	7.31
	Session Timer / MT Call / Remote end supports but does not send Session-Expires / 5GS
	Rel-15
	C19
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions and Session Timer

	7.32
	Session Timer / MT Call / Remote end sends Session-Expires but does not choose refresher / 5GS
	Rel-15
	C19
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions and Session Timer

	7.33
	Session Timer / MT Call / Remote end chooses UE as refresher / 5GS
	Rel-15
	C30
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions and Session Timer and re-INVITE for session refresh

	7.34
	Session Timer / MT Call / Remote end does not support Session Timer / 5GS
	Rel-15
	C19
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions and Session Timer

	Supplementary Services

	8.1
	Originating Identification Presentation / Configuration / 5GS
	Rel-15
	C06
	UE supports IMS security and NR and MTSI and MTSI Originating Identification Presentation and GBA for XCAP authentication 

	8.18
	Barring of All Incoming Calls / except for a specific user / 5GS
	Rel-15
	C07
	UE supports IMS security and NR and MTSI and MTSI Communication Barring and GBA for XCAP authentication 

	8.26
	MO Call Hold without announcement / 5GS
	Rel-15
	C20
	UE supports IMS security and NR and MTSI and MTSI speech and MTSI Communication Hold and initiating a session and preconditions 

	8.28
	MT Call Hold without announcement / 5GS
	Rel-15
	C21
	UE supports IMS security and NR and MTSI and MTSI speech and MTSI Communication Hold and preconditions

	8.30
	Subscription to the MWI event package / 5GS
	Rel-15
	C22
	UE supports IMS security and NR and MTSI Message Waiting Indication

	8.31
	Creating and leaving a conference / 5GS
	Rel-15
	C23
	UE supports IMS security and NR and MTSI and MTSI speech and MTSI Conference and preconditions

	8.32
	Inviting user to conference by sending a REFER request to the conference focus / 5GS
	Rel-15
	C23
	UE supports IMS security and NR and MTSI and MTSI speech and MTSI Conference and preconditions 

	8.34
	Three way session creation / 5GS
	Rel-15
	C24
	UE supports IMS security and NR and MTSI and MTSI Conference and MTSI three way session and preconditions

	8.36
	MO Explicit Communication Transfer / Consultative Call Transfer / 5GS
	Rel-15
	C25
	UE supports IMS security and NR and MTSI and MTSI speech and MTSI Explicit Communication Transfer - consultative transfer and preconditions

	8.38
	Communication Waiting and cancelling the call / 5GS
	Rel-15
	C26
	UE supports IMS security and NR and MTSI and MTSI speech and MTSI Communication Waiting and preconditions

	SMS

	9.1
	Mobile Originating SMS / 5GS
	Rel-15
	C08
	UE supports IMS security and NR and SM-over-IP sender and UE configured to use SMS over IP

	9.2
	Mobile Terminating SMS / 5GS
	Rel-15
	C09
	UE supports IMS security and NR and SM-over-IP receiver and UE configured to use SMS over IP

	9.3
	Mobile Originating Concatenated SMS / 5GS
	Rel-15
	C10
	UE supports IMS security and NR and concatenated SM-over-IP sender and UE configured to use SMS over IP

	9.4
	Mobile Terminating Concatenated SMS / 5GS
	Rel-15
	C11
	UE supports IMS security and NR and concatenated SM-over-IP receiver and UE configured to use SMS over IP

	9.5
	Mobile Originating SMS / RP-ERROR / 5GS
	Rel-15
	C08
	UE supports IMS security and NR and SM-over-IP sender and UE configured to use SMS over IP

	Emergency Calls

	10.1
	Emergency Call with emergency registration / Success / Location information available / 5GS
	Rel-15
	C12
	UE supports IMS security and NR and IMS emergency services and is capable of obtaining location information



NOTE 1:	If any one of the other Registration test cases 6.2 until 6.9 is executed, this test case is optional.
	Conditions/Options

	C01
	IF A.6a/2 AND A.18/5 THEN R ELSE N/A
	IMS security and NR

	C02
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.4/2B AND A.4/16 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions

	C03
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.4/2B THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session 

	C04
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.4/16 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions

	C05
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND ( NOT A.4/16 OR (A.4/16 AND A.12/59)) THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and (not preconditions or (preconditions and disabling preconditions))

	C06
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.16/1 AND A.6a/3 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI Originating Identification Presentation and GBA for XCAP authentication 

	C07
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.16/7 AND A.6a/3 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI Communication Barring and GBA for XCAP authentication 

	C08
	IF A.6a/2 AND A.18/5 AND A.3A/61 AND [73] A.4.4-2/32 THEN R ELSE N/A
	IMS security and NR and SM-over-IP sender and UE configured to use SMS over IP

	C09
	IF A.6a/2 AND A.18/5 AND A.3A/62 AND [73] A.4.4-2/32 THEN R ELSE N/A
	IMS security and NR and SM-over-IP receiver and UE configured to use SMS over IP

	C10
	IF A.6a/2 AND A.18/5 AND A.3A/64 AND [73] A.4.4-2/32 THEN R ELSE N/A
	IMS security and NR and concatenated SM-over-IP sender and UE configured to use SMS over IP

	C11
	IF A.6a/2 AND A.18/5 AND A.3A/65 AND [73] A.4.4-2/32 THEN R ELSE N/A
	IMS security and NR and concatenated SM-over-IP receiver and UE configured to use SMS over IP

	C12
	IF A.6a/2 AND A.18/5 AND A.12/26 AND A.12/27 THEN R ELSE N/A
	IMS security and NR and IMS emergency services and is capable of obtaining location information

	C13
	IF A.6a/2 AND A.18/5 AND A.12/39 THEN R ELSE N/A
	IMS security and NR and IMS de-registration

	C14
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.4/2B AND A.4/16 AND A.21/1 AND A.22/1 AND A.22/2 AND A.22/3 AND A.22/4 AND A.22/5 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions and NG114 v1.0 and NG114 v1.0 mmtel ICSI value and NG114 v1.0 audio feature tag and NG.114 v1.0 video feature tag and NG114 v1.0 initial SDP offer and NG114 v1.0 final SDP offer

	C15
	IF A.6a/2 AND A.18/5 AND A.12/58 THEN R ELSE N/A
	IMS security and NR and Enabling/Disabling SMS over IMS

	C16
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.15/3 AND A.15/9 AND A.4/2B AND A.4/16 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and MTSI video and MTSI video H.265 MP MT Level 3.1 and MTSI video H.264 CHP Level 3.1 and H.264 CBP Level 3.1MTSI video H.264 CBP Level 1.2 and initiating a session and preconditions

	C17
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.12/45 AND A.4/16 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and early media and preconditions

	C18
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.4/2B AND A.4/16 AND A.12/57 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions and Session Timer

	C19
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.4/16 AND A.12/57 THEN R ELSE N/A
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions and Session Timer

	C20
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.16/6 AND A.4/2B AND A.4/16 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and MTSI Communication Hold and initiating a session and preconditions

	C21
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.16/6 AND A.4/16 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and MTSI Communication Hold and preconditions

	C22
	IF A.6a/2 AND A.18/5 AND A.16/8 THEN R ELSE N/A
	IMS security and NR and MTSI Message Waiting Indication

	C23
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.16/9 AND A.4/16 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and MTSI Conference and preconditions

	C24
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.16/9 AND A.16/14 AND A.4/16 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI Conference and MTSI three way session and preconditions

	C25
	IF A.6a/2 AND A.18/5 A.3A/50 AND A.15/1 AND A.16/11 AND A.4/16 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and MTSI Explicit Communication Transfer - consultative transfer and preconditions

	C26
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.16/13 AND A.4/16 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and MTSI Communication Waiting and preconditions

	C27
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.4/2B AND A.4/16 AND A.12/59 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions and disabling preconditions

	C28
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.4/16 AND A.12/59 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions and disabling preconditions

	C29
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.4/2B AND A.4/16 AND A.12/57 AND A.12/60 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and initiating a session and preconditions and Session Timer and Session Timer for own benefit

	C30
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.4/16 AND A.12/57 AND A.12/61 THEN R ELSE N/A
	UE supports IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions and Session Timer and re-INVITE for session refresh

	C31
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.15/3 AND A.15/11 AND A.15/12 AND A.15/13 AND A.4/2B AND A.4/16 AND A.12/61 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and MTSI video and MTSI video H.265 MP MT Level 3.1 and MTSI video H.264 CHP Level 3.1 and H.264 CBP Level 3.1MTSI video H.265 Level 3.1 and initiating a session and preconditions and disabling preconditions

	C32
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.15/3 AND A.15/11 AND A.15/12 AND A.15/13 AND A.4/16 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and MTSI video and MTSI video H.265 MP MT Level 3.1 and MTSI video H.264 CHP Level 3.1 and H.264 CBP Level 3.1MTSI video H.265 Level 3.1 and preconditions

	C33
	IF A.6a/2 AND A.18/5 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.15/3 AND A.15/11 AND A.15/12 AND A.15/13 AND A.4/16 AND A.12/61 THEN R ELSE N/A
	IMS security and NR and MTSI and MTSI speech and AMR-WB and EVS and MTSI video and MTSI video H.265 MP MT Level 3.1 and MTSI video H.264 CHP Level 3.1 and H.264 CBP Level 3.1MTSI video H.265 Level 3.1 and preconditions and disabling preconditions



*** Next Change ***

[bookmark: _Toc500932338][bookmark: _Toc51774567][bookmark: _Toc68192011][bookmark: _Toc75424718]A.4.7	MTSI media
Table A.15: MTSI media
	Item
	Media
	Reference
	Status
	Release
	Mnemonic
	Support

	1
	Speech
	26.114 [56], 5.2.1
	o
	Rel-7
	pc_MTSI_Speech
	

	
	a) 
	IR.92 [83], 3.2
	m
	
	a) 
	a) 

	
	b) 
	IR 51 [84], 3
	m
	
	b) 
	b) 

	
	c) 
	NG.108 [87]
	m
	
	c) 
	c) 

	
	d) 
	NG.114 [96]
	m
	Rel-15
	d) 
	d) 

	2
	Speech, AMR wideband
	26.114 [56], 5.2.1
	o
	Rel-7
	pc_MTSI_Speech_AMRWB
	

	
	
	IR.51 [84], 3
	m
	
	
	

	
	
	IR.92 [83], 3.2
	m
	
	
	

	
	
	NG.114 [96]
	m
	Rel-15
	
	

	3
	Video
	26.114 [56], 5.2.2
	o
	Rel-7
	pc_MTSI_Video
	

	
	
	IR.94 [75], 3.3
	m
	
	
	

	
	
	IR.51 [84], 3
	m
	
	
	

	
	
	NG.114 [96]
	m
	Rel-15
	
	

	4
	Video, H.263 Profile 3
	26.114 [56], 5.2.2
	o
	Rel-7
	
	

	5
	Video, MPEG-4
	26.114 [56], 5.2.2
	o
	Rel-7
	
	

	6
	Video, H.264
	26.114 [56], 5.2.2
	o
	Rel-7
	
	

	7
	Void
	
	
	
	
	

	8
	Void
	
	
	
	
	

	9
	Video codec H.264 CBP Level 1.2
	26.114 [56], 5.2.2
	o
	Rel-8
	pc_VideoCodecH264CBP
	

	
	
	IR.94 [75], 3.3
	m
	
	
	

	
	
	IR.51 [84], 3
	m
	
	
	

	
	
	NG.114 [96]
	m
	Rel-15
	
	

	10
	Speech, EVS
	26.114 [56]
	o
	Rel-12
	pc_MTSI_Speech_EVS
	

	
	
	NG.114 [96]
	m
	Rel-15
	
	

	11
	Video codec H.265 (HEVC), Main Profile, Main Tier, Level 3.1
	26.114 [56], 5.2.2
	mo
	Rel-15
	pc_VideoCodecH265Lv31
	

	
	
	NG.114 [96]
	m
	Rel-15
	
	

	12
	Video codec H.264 (AVC) CHP Level 3.1
	26.114 [56], 5.2.2
	o
	Rel-15
	pc_VideoCodecH264CHPLv31
	

	
	
	NG.114 [96]
	m
	Rel-15
	
	

	13
	Video codec H.264 (AVC) CBP Level 3.1
	26.114 [56], 5.2.2
	m
	Rel-15
	pc_VideoCodecH264CBPLv31
	

	
	
	NG.114 [96]
	m
	Rel-15
	
	



