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[bookmark: _Toc524968908][bookmark: _Toc524968914]<<< START OF CHANGES >>>
[bookmark: _Toc27477885][bookmark: _Toc60823214][bookmark: _Toc60825136][bookmark: _Toc69306033][bookmark: _Toc52990018][bookmark: _Toc36226578][bookmark: _Toc44323835]6.2D.1.3	Minimum conformance requirements
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the maximum output power for any transmission bandwidth within the channel bandwidth is specified in Table 6.2D.1.3-1. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.3-2. For UE supporting UL MIMO, the maximum output power is defined as the sum of the maximum output power from both UE antenna connectors. The period of measurement shall be at least one sub frame (1ms).
The requirements shall be met with the UL MIMO configurations of using 2-layer UL MIMO transmission with codebook of[image: ]. DCI Format for UE configured in PUSCH transmission mode for uplink single-user MIMO shall be used.
Table 6.2D.1.3-1: UE Power Class for UL MIMO in closed loop spatial multiplexing scheme
	NR band
	Class 1 (dBm)
	Tolerance (dB)
	Class 1.5
(dBm)
	Tolerance
(dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	[bookmark: _Hlk53757231]n1
	
	
	
	
	
	
	23
	+2/-3
	
	

	n2
	
	
	
	
	
	
	23
	+2/-31
	
	

	n3
	
	
	
	
	
	
	23
	+2/-31
	
	

	n7
	
	
	
	
	
	
	23
	+2/-31
	
	

	n25
	
	
	
	
	
	
	23
	+2/-31
	
	

	n30
	
	
	
	
	
	
	23
	+2/-3
	
	

	n34
	
	
	
	
	
	
	23
	+2/-3
	
	

	[bookmark: OLE_LINK202][bookmark: OLE_LINK201]n38
	
	
	
	
	
	
	23
	+2/-3
	
	

	n39
	
	
	
	
	
	
	23
	+2/-3
	
	

	n40
	
	
	
	
	
	
	23
	+2/-3
	
	

	n41
	
	
	29
	+2/-31
	26
	+2/-31
	23
	+2/-31
	
	

	[bookmark: _Hlk53758184]n48
	
	
	
	
	
	
	23
	+2/-3
	
	

	n66
	
	
	
	
	
	
	23
	+2/-3
	
	

	n70
	
	
	
	
	
	
	23
	+2/-3
	
	

	n71
	
	
	
	
	
	
	23
	+2/-3
	
	

	n77
	
	
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n78
	
	
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n79
	
	
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	NOTE 1:	1 refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
NoteNOTE 2:	Power class 3 is the default power class unless otherwise stated.

	
	



Table 6.2D.1.3-2: UL MIMO configuration in closed-loop spatial multiplexing scheme
	Transmission scheme
	DCI format 
	Number of layers
	TPMI index

	Codebook based uplink
	DCI format 0_1
	2
	0

	NOTE 1:	The UE is configured with one SRS resource with the parameter nrofSRS-Ports set to 2.



For UEs supporting uplink full power transmission (ULFPTx) for UL MIMO, the maximum output power requirements specified in Table 6.2D.1.3-1 shall be met with the PUSCH configurations specified in Table 6.2D.1.3-3, based upon UE’s support of uplink full power transmission mode.
Table 6.2D.1.3-3: PUSCH Configuration for uplink full power transmission (ULFPTx)
	ULFPTx Mode
	Transmission scheme
	DCI format 
	Modulation
	Number of layers
	Number of Tx Port
	TPMI index

	Mode-1
	Codebook based uplink
	DCI format 0_1
	DFT-s-OFDM, CP-OFDM NOTE3
	1
	2
	2

	Mode-2
	Codebook based uplink
	DCI format 0_1
	DFT-s-OFDM, CP-OFDM
	1
	2
	0 or 1NOTE2

	Mode-full power
	Codebook based uplink
	DCI format 0_1
	DFT-s-OFDM, CP-OFDM
	1
	2
	0,1

	NOTE 1:	The UE is configured with one SRS resource with the parameter nrofSRS-Ports set to 2.
NOTE 2:	TPMI index selected shall be based upon the full power TPMI reported by the UE [9].
NOTE 3:	For PUSCH configured with ULFPTx Mode set to Mode-1, all the transmitter requirement for CP-OFDM based modulation is not needed to be verified if the requirement for UL MIMO has been validated.



If UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.2.1 apply for the power class as indicated by the ue-PowerClass field in capability signaling.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.2D.1.
<< END OF CHANGES >>
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