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<< Unchanged sections omitted >>
[bookmark: _Toc27478224][bookmark: _Toc36226939][bookmark: _Toc44324224][bookmark: _Toc52990418][bookmark: _Toc60823621][bookmark: _Toc60825542][bookmark: _Toc69306307][bookmark: _Toc69309972][bookmark: _Toc76020297]6.5A.3.2.1	Spurious emissions for UE co-existence for CA (2UL CA)
6.5A.3.2.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to co-existing systems for the specified bands which has specific requirements in terms of transmitter spurious emissions for 2UL CA.
6.5A.3.2.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that support 2DL and 2UL CA.
6.5A.3.2.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in subclause 6.5A.3.2.0.
6.5A.3.2.1.4	Test description
6.5A.3.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, are shown in Table 6.5A.3.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.3.2.1.4.1-1: Inter band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	NormalNC

	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1.1.3 for inter band CA in FR1
	For test frequencies refer to “Range” columns.

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Refer to “PCC NRB@SCS”and “SCC NRB@SCS ” columns

	Test SCS as specified in Table 5.5A.3-1
	Lowest SCS for default test points.
CA configuration specific test points: Refer to “PCC NRB@SCS”and “SCC NRB@SCS ” columns

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg (Note 4)
	DL Allocation
	UL Allocation (Note 2,3)

	
	CA Configuration
	PCC NRB @SCS
	SCC NRB@SCS
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	PCC
	SCC
	
	
	
	PCC
	SCC
	
	

	
	Band 
	Range
	Band 
	Range
	
	
	
	
	
	
	

	Default Test Settings for a CA_XA-YA Configuration

	1
	X
	Low
	Y
	Low
	Highest NRB@SCS
	Highest NRB@SCS
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	2
	X
	High
	Y
	High
	Highest NRB@SCS
	Highest NRB@SCS
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@RBmax
	1@RBmax

	Test Settings for CA_n1A-n78A Configuration

	1
	n1
	High
	n78
	High
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@105
	1@272

	2
	n1
	Low
	n78
	3455MHz
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	3
	n1
	Low
	n78
	3475MHz
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	4
	n1
	High
	n78
	High
	106@15kHz
	106@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@105
	106@0

	5
	n1
	Low
	n78
	High
	106@15kHz
	106@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	106@0

	Test Settings for CA_n3A-n78A Configuration

	1
	n3
	Mid
	n78
	Mid
	160@15kHz
	270@15kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@160
	1@270

	2
	n3
	Mid
	n78
	Mid
	78@30KHz
	273@30KHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@78
	1@273

	3
	n3
	Mid
	n78
	Mid
	38@60KHz
	135@60KHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@38
	1@135

	Test Settings for CA_n8A-n78A Configuration

	1
	n8
	Mid
	n78
	Mid
	106@15kHz
	270@15kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	2
	n8
	Mid
	n78
	Mid
	106@15kHz
	270@15kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@106
	1@270

	3
	n8
	Low
	n78
	Low
	51@30KHz
	273@30KHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@51
	1@273

	4
	n8
	Mid
	n78
	Mid
	51@30KHz
	273@30KHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@51
	1@273

	Test Settings for CA_n28A-n41A Configuration

	1
	n28
	High
	n41
	High
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@105
	1@272

	2
	n28
	Low
	n41
	Mid
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	3
	n28
	Low
	n41
	High
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@272

	4
	n28
	Low
	n41
	High
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	Test Settings for CA_n41A-n79A Configuration

	1
	n41
	High
	n79
	4870MHz
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@272
	1@0

	2
	n41
	Mid
	n79
	Low
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@136
	1@136

	3
	n41
	High
	n79
	Low
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@272
	1@272

	4
	n41
	High
	n79
	4450MHz
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@272
	1@136

	5
	n41
	High
	n79
	4500MHz
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@272
	1@136

	6
	n41
	Mid
	n79
	Low
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@136
	1@0

	7
	n41
	High
	n79
	Mid
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@272
	1@136



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, in Figure A.3.1.1.3 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [6] subclause4.4.3.
3.	Downlink signals for PCC are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement channels are set according to Table 6.5A.3.2.1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5.  Message contents are defined in clause 6.5A.3.2.1.4.3.
<< Unchanged sections omitted >>
[bookmark: _Toc27478308][bookmark: _Toc36227022][bookmark: _Toc44324307][bookmark: _Toc52990501][bookmark: _Toc60823713][bookmark: _Toc60825634][bookmark: _Toc69306334][bookmark: _Toc69309999][bookmark: _Toc76020324]6.5D.2.4.1	NR ACLR for UL MIMO
6.5D.2.4.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.5D.2.4.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports UL MIMO.
6.5D.2.4.1.3	Minimum conformance requirements
The minimum conformance requirements specified in Clause 6.5.2.4.1.3 applies to each antenna connector of the UE.
The normative reference for this requirement is TS 38.101-] clauses and 6.5D.2 and 6.5.2.4.1.
6.5D.2.4.1.4	Test description
6.5D.2.4.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.5D.2.4.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2
Table 6.5D.2.4.1.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	NormalNC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1 
	Lowest and Highest

	Test Parameters for Channel Bandwidths

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	N/A for Adjacent Channel Leakage Ratio test case
	Modulation (NOTE 2)
	RB allocation (NOTE 1)

	1
	Default
	
	
	
	CP-OFDM QPSK
	Inner_Full

	2
	Low
	
	
	
	CP-OFDM QPSK
	Edge_1RB_Left

	3
	High
	
	
	
	CP-OFDM QPSK
	Edge_1RB_Right

	4
	Default
	
	
	
	CP-OFDM QPSK
	Outer_Full

	5
	Default
	
	
	
	CP-OFDM 16 QAM
	Inner_Full

	6
	Low
	
	
	
	CP-OFDM 16 QAM
	Edge_1RB_Left

	7
	High
	
	
	
	CP-OFDM 16 QAM
	Edge_1RB_Right

	8
	Default
	
	
	
	CP-OFDM 16 QAM
	Outer_Full

	9
	Low
	
	
	
	CP-OFDM 64 QAM
	Edge_1RB_Left

	10
	High
	
	
	
	CP-OFDM 64 QAM
	Edge_1RB_Right

	11
	Default
	
	
	
	CP-OFDM 64 QAM
	Outer_Full

	12
	Low
	
	
	
	CP-OFDM 256 QAM
	Edge_1RB_Left

	13
	High
	
	
	
	CP-OFDM 256 QAM
	Edge_1RB_Right

	14
	Default
	
	
	
	CP-OFDM 256 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.2 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement channels are set according to Table 6.5D.2.4.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.5D.2.4.1.4.3
<< Unchanged sections omitted >>
[bookmark: _Toc27478366][bookmark: _Toc36227080]7.3A.1	Reference sensitivity power level for 2DL CA without exception
[bookmark: _Toc27478367][bookmark: _Toc36227081]7.3A.1.1	Test purpose
To verify the ability of UE that support CA to receive data with a given average throughput for a specified reference measurement channel, under conditions of low signal level, ideal propagation and no added noise when no CA exceptions are allowed and single carrier requirements apply.
A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area.
[bookmark: _Toc27478368][bookmark: _Toc36227082]7.3A.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that support NR 2DL CA.
[bookmark: _Toc27478369][bookmark: _Toc36227083]7.3A.1.3	Minimum requirements
The minimum conformance requirements are defined in clause 7.3A.0.
[bookmark: _Toc27478370][bookmark: _Toc36227084]7.3A.1.4	Test description
7.3A.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.2-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 7.3A.1.4.1-1, 7.3A.1.4.1-2 and 7.3A.1.4.1-3. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A2.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.3A.1.4.1-1: Test Configuration Table for intra-band contiguous 2DL CA without exception
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, High range 

	Test CC Combination setting (NRB_agg) as specified in subclause Table 5.5A.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg, Highest NRB_agg
(NOTE 3)

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Test Parameters CA Configurations

	CA Configuration /NRB
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	PCC & SCC RB allocations
(LCRB @ RBstart)

	Lowest NRB_agg
(NOTE 4)
	Lowest NRB_agg
(NOTE 4)
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Highest NRB_agg
(NOTE 4)
	Highest NRB_agg
(NOTE 4)
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Note 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
Note 2:	REFSENS refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3.
Note 3:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested
Note 4:	In CA_n66B configuration with the same NRB_agg CC combination, PCC shall be selected as  the lower CH BW
Note 5:	In a band where UE supports 4Rx, the test needs to be performed only with 4Rx antennas connected.



Table 7.3A.1.4.1-2: Test Configuration Table for inter-band 2DL CA without exception
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	NormalNC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for PCC and SCC with exceptions for CA configurations containing the following band combinations (Note 8):

CA_n1-n77: Mid in band n1 and Low in band n77
CA_n3-n77: TBD in band 3 and TBD in band 77.
CA_n8-nX: Low range for PCC in Band 8
CA_n70-n71: High range for PCC in band 71.
CA_n3-n78: Mid in band 3 and High in band 78.

	Test CC Combination setting (CBW) as specified in subclause Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCC NRB ” columns

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Network signalling value
	NS_01
Unless given by Table 7.3.2.3-4 for the band with active uplink carrier

	Test Parameters for CA Configurations

	ID
	CA Configuration / CBW
	DL Allocation
	UL Allocation (Note 2,3)

	
	CA Configuration
	PCC NRB 
	SCC NRB 
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	PCC
	SCC
	
	
	
	PCC
	SCC
	
	

	
	Band
	Range
	Band
	Range
	
	
	
	
	
	
	

	Default Test Settings for a CA_nXA-nYA Configuration

	1
	nX
	default
	nY
	default
	Highest (Note 6)
	Highest 
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	2
	nY
	default
	nX
	default
	Highest (Note 6) 
	Highest 
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Note 1:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
Note 2:	Use CA Configuration – specific test points if present in the table, otherwise use test points from matching Group Test Settings, if present in the table. Otherwise use the Default Test Settings test points.
Note 3:	X,Y correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n3A, X=1, Y=3.
Note 4:	REFSENS refers to the PCC bands and PCC NRB 's single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3.
Note 5:	For band combinations including operating band without uplink band (as noted in Table 5.2-1), only the CA configuration where PCC band has uplink band shall be tested.
Note 6:	For high range in band n66, DL 40 MHz / UL 20 MHz shall be configured (as specified in clause 5.3.6)
For high range in band n70, DL 25 MHz / UL 15 MHz shall be configured (as specified in clause 5.3.6).
Note 7:	In a band where UE supports 4Rx, the test needs to be performed only with 4Rx antennas connected.
Note 8:	For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.



Table 7.3A.1.4.1-3: Test Configuration Table for intra-band non-contiguous 2DL CA without exception
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	NormalNC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	For test frequencies refer to “Range” columns.

	Test CC Combination setting (CBW) as specified in subclause Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCC NRB ” columns

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Network signalling value
	NS_01
Unless given by Table 7.3.2.3-4 for the band with active uplink carrier

	Test Parameters for CA Configurations

	ID
	
	CA Configuration / CBW
	DL Allocation
	UL Allocation (Note 2,3)

	
	CA Configuration
	PCC 
	Wgap / [MHz]
	SCC 
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	PCC
	SCC
	
	
	
	
	PCC
	SCC
	
	

	
	Band 
	Range
	Band 
	Range
	
	
	
	
	
	
	
	

	Default Test Settings for a CA_nX(2A) Configuration

	1
	nX
	CC1
	nX
	CC2
	Highest 
	Max (NOTE 4)
	Lowest 
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	2
	nX
	CC1
	nX
	CC2
	Highest NRB_agg (NOTE 5) 
	Max (NOTE 4)
	Highest NRB_agg (NOTE 5)
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Note 1:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
Note 2:	Use CA Configuration – specific test points if present in the table, otherwise use test points from matching Group Test Settings, if present in the table. Otherwise use the Default Test Settings test points.
Note 3:	REFSENS refers to the PCC bands and PCC NRB ‘s single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3.
Note 4:	The Wgap is defined to be widest possible on band based on the PCC and SCC configuration
Note 5:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested
Note 6:	In a band where UE supports 4Rx, the test needs to be performed only with 4Rx antennas connected.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.3 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals for PCC are initially set up according to Annex C.0, C.1, C.2, and C.3.1, and uplink signals according to Annex G.0, G.1, G.2, and G.3.1.
4.	The UL and Reference Measurement Channel is set according to Tables 7.3A.1.4.1-1, 7.3A.1.4.1-2 and 7.3A.1.4.1-3.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 7.3A.1.4.3.
<< Unchanged sections omitted >>
7.3A.1_1	Reference sensitivity power level for 2DL CA exceptions
7.3A.1_1.1	Test purpose
To verify the ability of UE that support CA to receive data with a given average throughput for a specified reference measurement channel, under conditions of low signal level, ideal propagation and no added noise when CA exceptions are allowed.
A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area.
7.3A.1_1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that support NR 2DL CA
7.3A.1_1.3	Minimum requirements
The minimum conformance requirements are defined in clause 7.3A.0.
7.3A.1_1.4	Test description
7.3A.1_1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.2-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 7.3A.1_1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A2.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.3A.1_1.4.1-1: Test Configuration Table for inter-band 2DL CA exceptions
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	NormalNC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	For test frequencies refer to “Range” columns.

	Test CC Combination setting (CBW) as specified in subclause Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCC NRB ” columns

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Network signalling value
	NS_01
Unless given by Table 7.3.2.3-4 for the band with active uplink carrier

	Test Parameters for CA Configurations

	ID
	CA Configuration / CBW
	DL Allocation
	UL Allocation (Note 2)

	
	CA Configuration
	PCC 
	SCC 
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	PCC
	SCC
	
	
	
	PCC
	SCC
	
	

	
	Band 
	Range
	Band 
	Range
	
	
	
	
	
	
	

	Test Settings for CA_n1A-n77A Configuration

	1
	n1
	Mid
	n77
	3900 MHz
	20 MHz
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	2
	n1
	Mid
	n77
	3870 MHz
	20 MHz
	20 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	Test Settings for CA_n1A-n78A Configuration

	1
	n1
	1950 MHz
(UL)
	n78
	3710 MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n3A-n77A Configuration

	1
	n3
	TBD
	n77
	TBD
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	2
	n3
	TBD
	n77
	TBD
	Highest
	20 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	Test Settings for CA_n70A-n71A Configuration

	1
	n71
	Low
	n70
	Low
	10 MHz
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1 with RB start 10
	-

	2
	n71
	Low
	n70
	Low
	5 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1 with RB start 10
	-

	3
	n70
	1697.5 MHz (UL)
	n71
	695.5 MHz (UL)
	5 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n3A-n78A Configuration

	1
	n3
	Mid
	n78
	3495 MHz
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	2
	n3
	Mid
	n78
	3465 MHz
	20 MHz
	20 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	3
	n3
	1740 MHz (UL)
	n78
	3575 ;MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	4
	n3
	1765 MHz (UL)
	n78
	3435 MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n8A-n78A Configuration

	1
	n8
	Mid
	n78
	3590 MHz
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	2
	n8
	897.5 MHz (UL)
	n78
	3635 MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n66A-n71A Configuration

	2
	n66
	1750 MHz (UL)
	n71
	675 MHz (UL)
	5 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Note 1:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
Note 2:	REFSENS refers to the PCC bands and PCC NRB ‘s single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3.
REFSENS_CA_1 refers to the Uplink RB allocation for reference sensitivity exceptions due to UL harmonic interference according to table 7.3A.0.4-2.
REFSENS_CA_2 refers to the Uplink RB allocation for reference sensitivity exceptions due to receiver harmonic mixing according to table 7.3A.0.4-4a.
REFSENS_CA_3 refers to the Uplink RB allocation for reference sensitivity exceptions due to intermodulation interference due to 2UL CA according to table 7.3A.0.5-1. 
Note 3:	In a band where UE supports 4Rx, the test needs to be performed only with 4Rx antennas connected.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.3 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals for PCC are initially set up according to Annex C.0, C.1, C.2, and C.3.1, and uplink signals according to Annex G.0, G.1, G.2, and G.3.1.
4.	The UL and Reference Measurement Channel is set according to Tables 7.3A.1_1.4.1-1, 7.3A.1_1.4.1-2 and 7.3A.1_1.4.1-3.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 7.3A.1_1.4.3.
<< Unchanged sections omitted >>
7.3A.2	Reference sensitivity power level for 3DL CA
[bookmark: _Toc27478374][bookmark: _Toc36227088]7.3A.2.1	Test purpose
To verify the ability of UE that support CA to receive data with a given average throughput for a specified reference measurement channel, under conditions of low signal level, ideal propagation and no added noise.
A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area.
[bookmark: _Toc27478375][bookmark: _Toc36227089]7.3A.2.2	Test applicability
This test case applies to all types of NR UE release 16 and forward that support NR 3DL CA.
[bookmark: _Toc27478376][bookmark: _Toc36227090]7.3A.2.3	Minimum requirements
The minimum conformance requirements are defined in clause 7.3A.0.
[bookmark: _Toc27478377][bookmark: _Toc36227091]7.3A.2.4	Test description
7.3A.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.2-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 7.2A.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A2.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.3A.2.4.1-1: Test Configuration Table for 3DL CA
	Initial conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	NormalNC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	For test frequencies refer to “Range” columns.

For Inter-band CA:
CA_nXA-nYA-nZA: Mid range for PCC and SCC with exceptions (Note 11):
[bookmark: OLE_LINK35][bookmark: OLE_LINK36]CA_nXC-nYA and CA_nXB-nYA :Low range, High Range for nXC and nXB, mid range for nYA for PCC and SCC with exceptions :
CA configurations containing the following band combinations:
CA_n1-n77: Mid in band n1 and Low in band n77
[bookmark: OLE_LINK37]CA_n3-n77: TBD in band 3 and TBD in band 77. 
CA_n3-n78: Mid in band 3 and High in band 78.
CA_n8-nX: Low range for PCC in Band 8
CA_n70-n71: High range for PCC in band 71

	Test CC Combination setting (CBW) as specified in subclause Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCC NRB ” columns

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Network signalling value
	NS_01
Unless given by Table 7.3.2.3-4 for the band with active uplink carrier

	Test Parameters for CA Configurations

	ID
	CA Configuration / channel BW
	DL Allocation
	UL allocation (NOTE2 to NOTE 5)

	
	CA configuration
	PCC
	SCC1
	SCC2
	CC Mod
	PCC & SCC RB allocation
	CC Mod
	PCC & SCC RB allocation

	
	PCC
	Wgap1
	SCC1
	Wgap2
	SCC2
	
	
	
	
	PCC
	SCC
	
	

	
	Band
	Range
	
	Band
	Range
	
	Band
	Range
	
	
	
	
	
	
	
	

	Default Test Settings for a CA_nXD Configuration (Intra-band contiguous)

	1
	nX
	Low CC1
	N/A
	nX
	Low CC2
	N/A
	nX
	Low CC3
	Highest NRB_agg 
	Highest NRB_agg 
	Highest NRB_agg 
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	2
	nX
	High CC1
	N/A
	nX
	High CC2
	N/A
	nX
	High CC3
	Highest NRB_agg 
	Highest NRB_agg 
	Highest NRB_agg 
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Default Test Settings for a CA_nXA-nYA-nZA Configuration (Inter-band)

	1
	nX
	default
	N/A
	nY
	default
	NA
	nZ
	default
	Highest
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	2
	nY
	default
	N/A
	nZ
	default
	NA
	nX
	default
	Highest
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	3
	nZ
	default
	N/A
	nY
	default
	NA
	nX
	default
	Highest
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Default Test Settings for a CA_nXC-nYA, CA_nYA-nXC, CA_nYA-nXB and CA_nXB-nYA Configurations (Intra-band contiguous + Inter-band)

	1
	nX
	default
	N/A
	nX
	default
	NA
	nY
	default
	Highest NRB_agg
	Highest NRB_agg
	Highest 
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	2
	nY
	default
	N/A
	nX
	default
	NA
	nX
	default
	Highest
	Highest NRB_agg
	Highest NRB_agg
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Default Test Settings for a CA_nX(2A)-nYA Configuration (Intra-band non-contiguous + Inter-band)

	1
	nX
	CC1
	Max (NOTE 7)
	nX
	CC2
	N/A
	nY
	Mid
	Highest NRB_agg (NOTE 6)
	Highest NRB_agg (NOTE 6)
	Highest 
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	2
	nY
	Mid
	NA
	nX
	CC1
	Max (NOTE 7)
	nX
	CC2
	Highest
	Highest NRB_agg
	Highest NRB_agg
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Note 1:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
Note 2.0:	REFSENS refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3.
Note 2:	Use CA Configuration – specific test points if present in the table, otherwise use test points from matching Group Test Settings, if present in the table. Otherwise use the Default Test Settings test points.
Note 3:	Inter-band: X,Y,Z correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n3A-n8A, X=1, Y=3, Z=8.
Note 4:	Intra-band contiguous + Inter-band: X,Y correspond to the different bands in the CA Configuration, e.g. for CA_1C-3A, X=1,Y=3 
Note 5:	Intra-band non-contiguous + Inter-band: X and Y correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n1A-n8A, X=1, Y =8.
Note 6:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested
Note 7:	The Wgap is defined to be widest possible on band based on the PCC and SCC configuration for Intra-band non-contiguous
Note 8:	For band combinations including operating bands without uplink band (as noted in Table 5.2-1), only the CA configurations where PCC band has uplink band shall be tested
Note 9: 	The fallback configuration CA_XA-YA for 3CA configurations XC-YA and XB-YA does not need to be tested even if the test frequency differs
Note 10:	In a band where UE supports 4Rx, the test needs to be performed only with 4Rx antennas connected.
Note 11:	For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.



Table 7.3A.2.4.1-2: Void
Table 7.3A.2.4.1-3: Void
1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.3 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals for PCC are initially set up according to Annex C.0, C.1, C.2, and C.3.1, and uplink signals according to Annex G.0, G.1, G.2, and G.3.1.
4.	The UL and Reference Measurement Channel is set according to Tables 7.3A.2.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 7.3A.2.1.4.3.
<< Unchanged sections omitted >>
7.3A.3	Reference sensitivity power level for 4DL CA
NOTE: Intraband contiguous and 4 band inter-band 4DL CA are FFS
7.3A.3.1	Test purpose
To verify the ability of UE that support CA to receive data with a given average throughput for a specified reference measurement channel, under conditions of low signal level, ideal propagation and no added noise.
A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area.
7.3A.3.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that support NR 4DL CA.
7.3A.3.3	Minimum requirements
The minimum conformance requirements are defined in clause 7.3A.0.
7.3A.3.4	Test description
7.3A.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.2-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 7.3A.3.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A2.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.3A.3.4.1-1: Test Configuration Table for 4DL CA
	Initial conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	NormalNC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	For test frequencies refer to “Range” columns.

For Inter-band CA:
CA_nX(2A)-nYA-nZA: Mid range for PCC and SCC with exceptions.
CA_nXC-nYA-nZA and CA_nXB-nYA-nZA : Low range, High Range for nXC and nXB, mid range for nYA for PCC and SCC with exceptions.

Exceptions for CA configurations containing the following band combinations:
CA_n1-n77: Mid in band n1 and Low in band n77
CA_n3-n77: TBD in band 3 and TBD in band 77. 
CA_n3-n78: Mid in band 3 and High in band 78.
CA_n8-nX: Low range for PCC in Band 8
CA_n70-n71: High range for PCC in band 71

	Test CC Combination setting (CBW) as specified in subclause Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCC NRB ” columns

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Network signalling value
	NS_01
Unless given by Table 7.3.2.3-4 for the band with active uplink carrier

	Test Parameters for CA Configurations

	ID
	CA Configuration / channel BW
	
	DL Allocation
	UL allocation (NOTE2.0)

	
	CA configuration
	PCC
	SCC1
	SCC2
	SCC3
	CC Mod
	PCC & SCC RB allocation
	CC Mod
	PCC & SCC RB allocation

	
	PCC
	Wgap1
	SCC1
	Wgap2
	SCC2
	Wgap3
	SCC3
	
	
	
	
	
	PCC
	SCC
	
	

	
	Band
	Range
	
	Band
	Range
	
	Band
	Range
	
	Band
	Range
	
	
	
	
	
	
	
	
	

	Default Test Settings for a CA_nXC-nYA-nZA and CA_nXB-nYA-nZA Configurations (Intra-band contiguous + Inter-band)

	1
	nX
	default
	N/A
	nX
	default
	N/A
	nY
	N/A
	nZ
	nZ
	default
	Highest NRB_agg
	Highest NRB_agg
	Highest 
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	2
	nY
	default
	N/A
	nX
	default
	N/A
	nX
	N/A
	nZ
	nZ
	default
	Highest
	Highest NRB_agg
	Highest NRB_agg
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	3
	nZ
	default
	N/A
	nX
	default
	N/A
	nX
	N/A
	nY
	nY
	default
	Highest
	Highest NRB_agg
	Highest NRB_agg
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Default Test Settings for a CA_nX(2A)-nYA-nZA Configuration (Intra-band non-contiguous + Inter-band)

	1
	nX
	CC1
	Max (NOTE 7)
	nX
	CC2
	N/A
	nY
	N/A
	nZ
	nZ
	default
	Highest NRB_agg (NOTE 6)
	Highest NRB_agg (NOTE 6)
	Highest 
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	2
	nY
	default
	N/A
	nX
	CC1
	Max (NOTE 7)
	nX
	N/A
	nZ
	nZ
	default
	Highest
	Highest NRB_agg
	Highest NRB_agg
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	3
	nZ
	default
	N/A
	nX
	default
	Max (NOTE 7)
	nX
	N/A
	nY
	Ny
	default
	Highest
	Highest NRB_agg
	Highest NRB_agg
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Note 1:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
Note 2.0:	REFSENS refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3.
Note 2:	Use CA Configuration – specific test points if present in the table, otherwise use test points from matching Group Test Settings, if present in the table. Otherwise use the Default Test Settings test points.
Note 3:	Inter-band: X,Y,Z correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n3A-n8A, X=1, Y=3, Z=8.
Note 4:	Intra-band contiguous + Inter-band: X,Y,Z correspond to the different bands in the CA Configuration, e.g. for CA_n1C-n3A-n8A, X=1,Y=3, Z = 8 
Note 5:	Intra-band non-contiguous + Inter-band: X, Y and Z correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n1A-n8A-n28A, X=1, Y =8, Z = 28.
Note 6:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested
Note 7:	The Wgap is defined to be widest possible on band based on the PCC and SCC configuration for Intra-band non-contiguous
Note 8:	For band combinations including operating bands without uplink band (as noted in Table 5.2-1), only the CA configurations where PCC band has uplink band shall be tested
Note 9: 	The fallback configurations including CA_XA-YA for 4CA configurations XC-YA-ZA and XB-YA-ZA do not need to be tested even if the test frequency differs. 7.3A.1_1 shall be tested for all XA-YA combinations including exceptions.
Note 10:	In a band where UE supports 4Rx, the test needs to be performed only with 4Rx antennas connected.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.3 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals for PCC are initially set up according to Annex C.0, C.1, C.2, and C.3.1, and uplink signals according to Annex G.0, G.1, G.2, and G.3.1.
4.	The UL and Reference Measurement Channel is set according to Table 7.3A.3.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 7.3A.2.1.4.3.
<< End of changes >>
