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<<Unchaged sections skipped>>
[bookmark: _Toc75989902][bookmark: _Toc75993008][bookmark: _Toc76018785]5.6.3	L1-RSRP measurement for beam reporting
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The UE shall be capable of performing L1-RSRP measurements based on the configured SSB resource for L1-RSRP computation, and the UE physical layer shall be capable of reporting L1-RSRP measured over the measurement period of TL1-RSRP_Measurement_Period_SSB.
The value of TL1-RSRP_Measurement_Period_SSB is defined in Table 9.5.4.1-2 for FR2, where 
-	M=1 if higher layer parameter timeRestrictionForChannelMeasurement is configured, and M=3 otherwise 
-	N= 8.
For FR2,
-	P=, when SSB is not overlapped with measurement gap and SSB is partially overlapped with SMTC occasion (TSSB < TSMTCperiod).
-	P is Psharing factor, when SSB is not overlapped with measurement gap and SSB is fully overlapped with SMTC period (TSSB = TSMTCperiod).
-	P=, when SSB is partially overlapped with measurement gap and SSB is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TSSB < 0.5*TSMTCperiod
-	P is , when SSB is partially overlapped with measurement gap and SSB is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP and TSSB = 0.5*TSMTCperiod
-	P=, when SSB is partially overlapped with measurement gap (TSSB <MGRP) and SSB is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap.
-	P is , when SSB is partially overlapped with measurement gap and SSB is fully overlapped with SMTC occasion (TSSB = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)
-	Psharing factor = 1, if the SSB configured for L1-RSRP measurement outside measurement gap is
-	not overlapped with the SSB symbols indicated by SSB-ToMeasure and 1 data symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 data symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured, and,
-	not overlapped with the RSSI symbols indicated by ss-RSSI-Measurement and 1data symbol before each RSSI symbol indicated by ss-RSSI-Measurement and 1 data symbol after each RSSI symbol indicated by ss-RSSI-Measurement, given that ss-RSSI-Measurement is configured,
-	Psharing factor = 3, otherwise.
Where:
-	TSSB = ssb-periodicityServingCell
-	TSMTCperiod = the configured SMTC period
If the high layer in TS 38.331 [2] signalling of smtc2 is configured, TSMTCperiod corresponds to the value of higher layer parameter smtc2; Otherwise TSMTCperiod corresponds to the value of higher layer parameter smtc1. TSMTCperiod is the shortest SMTC period among all CCs in the same FR2 band, provided the SMTC offset of all CCs in FR2 have the same offset.
Longer evaluation period would be expected if the combination of SSB, SMTC occasion and measurement gap configurations does not meet pervious conditions.
Table 9.5.4.1-1: Measurement period TL1-RSRP_Measurement_Period_SSB for FR1
	Configuration
	TL1-RSRP_Measurement_Period_SSB (ms) 

	non-DRX
	max(TReport, ceil(M*P)*TSSB)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5 K *M*P)*max(TDRX,TSSB))

	DRX cycle > 320ms
	ceil(M*P)*TDRX

	Note 1:	TSSB = ssb-periodicityServingCell is the periodicity of the SSB-Index configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	K = 1 when TSSB ≤ 40 ms and RRM enhancements for high speed are configured; otherwise K = 1.5.



Table 9.5.4.1-2: Measurement period TL1-RSRP_Measurement_Period_SSB for FR2
	Configuration
	TL1-RSRP_Measurement_Period_SSB (ms) 

	non-DRX
	max(TReport, ceil(M*P*N)*TSSB)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P*N)*max(TDRX,TSSB))

	DRX cycle > 320ms
	ceil(1.5*M*P*N)*TDRX

	Note:	TSSB = ssb-periodicityServingCell is the periodicity of the SSB-Index configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.


The normative reference for this requirement is TS 38.133 [6] clause 9.5.3.1, 9.5.4.1 and 9.5.5.1.
[bookmark: _Toc21621588][bookmark: _Toc29297203][bookmark: _Toc36149404][bookmark: _Toc44092992][bookmark: _Toc44093541][bookmark: _Toc44094364][bookmark: _Toc44094643][bookmark: _Toc52296059][bookmark: _Toc59027771][bookmark: _Toc69328265][bookmark: _Toc75989905][bookmark: _Toc75993011][bookmark: _Toc76018788]5.6.3.0.2	Minimum conformance requirements for CSI-RS-based L1-RSRP measurement for beam reporting
The UE shall be capable of performing L1-RSRP measurements based on the configured CSI-RS resource for L1-RSRP computation, and the UE physical layer shall be capable of reporting L1-RSRP measured over the measurement period of TL1-RSRP_Measurement_Period_CSI-RS.
The value of TL1-RSRP_Measurement_Period_CSI-RS is defined in Table 9.5.4.2-2 for FR2, where
-	For periodic and semi-persistent CSI-RS resources, M=1 if higher layer parameter timeRestrictionForChannelMeasurement is configured, and M=3 otherwise
-	For aperiodic CSI-RS resources M=1 
-	For periodic CSI-RS resources in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply if qcl-InfoPeriodicCSI-RS is configured for all the resources in the resource set and for each resource one  RS has QCL-TypeD with 
-	SSB for L1-RSRP measurement, or 
-	another CSI-RS in resource set configured with repetition ON.
-	For periodic CSI-RS resources in a resource set configured with higher layer parameter repetition set to ON, N=ceil(maxNumberRxBeam / Nres_per_set), where Nres_per_set is number of resources in the resource set. The requirements apply provided qcl-InfoPeriodicCSI-RS is configured with QCL-TypeD for all resources in the resource set.
-	For semi-persistent CSI-RS resources in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply provided TCI state is provided for all resources in the resource set in the MAC CE activating the resource set and for each resource one  RS has QCL-TypeD with
-	SSB for L1-RSRP measurement, or 
-	another CSI-RS in resource set configured with repetition ON.
-	For semi-persistent CSI-RS resources in a resource set configured with higher layer parameter repetition set to ON, N=ceil(maxNumberRxBeam / Nres_per_set), where Nres_per_set is number of resources in the resource set. The requirements apply provided TCI state is provided with QCL-TypeD for all resources in the resource set in the MAC CE activating the resource set.
-	For aperiodic CSI-RS resources in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply provided qcl-info is configured for all resources in the resource set and for each resource one  RS has QCL-TypeD with
-	SSB for L1-RSRP measurement, or 
-	another CSI-RS in resource set configured with repetition ON.
-	For aperiodic CSI-RS resources in a resource set configured with higher layer parameter repetition set to ON, N=1. UE is not required to meet the accuracy requirements in clause 10.1.19.2 and 10.1.20.2 if number of resources in the resource set is smaller than maxNumberRxBeam. The requirements apply provided qcl-info is configured with QCL-TypeD for all resources in the resource set.
For FR2,
-	P=1, when CSI-RS is not overlapped with measurement gap and also not overlapped with SMTC occasion.
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is not overlapped with SMTC occasion (TCSI-RS < MGRP)
-	P=, when CSI-RS is not overlapped with measurement gap and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P=Psharing factor, when CSI-RS is not overlapped with measurement gap and CSI-RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TCSI-RS < 0.5*TSMTCperiod
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP and TCSI-RS = 0.5*TSMTCperiod
-	P=, when CSI-RS is partially overlapped with measurement gap (TCSI-RS < MGRP) and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap.
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)
-	Psharing factor = 1, if the CSI-RS configured for L1-RSRP measurement outside measurement gap is
-	not overlapped with the SSB symbols indicated by SSB-ToMeasure and 1 data symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 data symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured, and,
-	not overlapped with the RSSI symbols indicated by ss-RSSI-Measurement and 1data symbol before each RSSI symbol indicated by ss-RSSI-Measurement and 1 data symbol after each RSSI symbol indicated by ss-RSSI-Measurement, given that ss-RSSI-Measurement is configured
-	Psharing factor = 3, otherwise.
Where:
	TSMTCperiod = the configured SMTC period.
	TCSI-RS = the periodicity of CSI-RS configured for L1-RSRP measurement
If the high layer in TS 38.331 [2] signaling of smtc2 is configured, TSMTCperiod corresponds to the value of higher layer parameter smtc2; Otherwise TSMTCperiod corresponds to the value of higher layer parameter smtc1. TSMTCperiod is the shortest SMTC period among all CCs in the same FR2 band, provided the SMTC offset of all CCs in FR2 have the same offset.
Note: 	The overlap between CSI-RS for L1-RSRP measurement and SMTC means that CSI-RS for L1-RSRP measurement is within the SMTC window duration.
Longer evaluation period would be expected if the combination of CSI-RS, SMTC occasion and measurement gap configurations does not meet pervious conditions.

Table 9.5.4.2-2: Measurement period TL1-RSRP_Measurement_Period_CSI-RS for FR2
	Configuration
	TL1-RSRP_Measurement_Period_CSI-RS (ms) 

	non-DRX
	max(TReport, ceil(M*P*N)*TCSI-RS)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P*N)*max(TDRX,TCSI-RS))

	DRX cycle > 320ms
	ceil(M*P*N)*TDRX

	Note 1:	TCSI-RS is the periodicity of CSI-RS configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	the requirements are applicable provided that the CSI-RS resource configured for L1-RSRP measurement is transmitted with Density = 3.



Reported L1-RSRP measurements contained in aperiodic triggered, aperiodic triggered periodic and aperiodic triggered semi-persistent L1-RSRP reports shall meet the requirements in clauses 10.1.19 for FR1 and 10.1.20 for FR2, respectively.
The UE shall only send aperiodic L1-RSRP measurement reports, if a DCI trigger has been received.
After the UE receives CSI request in DCI, the UE shall transmit the aperiodic L1-RSRP reporting on PUSCH over the air interface at the time specified according to clause 6.2.1.2 in TS 38.214 [26].
For both FR1 and FR2, when the CSI-RS for L1-RSRP measurement is in the same OFDM symbol as SSB for RLM/BFD/CBD/L1-RSRP measurement, UE is not required to receive CSI-RS for L1-RSRP measurement in the PRBs that overlap with an SSB.
For FR2, when the CSI-RS for L1-RSRP measurement is in the same OFDM symbol as SSB for RLM/BFD/L1-RSRP measurement, or in the same symbol as SSB for CBD when beam failure is detected, UE is required to measure one of but not both CSI-RS for L1-RSRP measurement and SSB. Longer measurement period for CSI-RS based L1-RSRP measurement is expected, and no requirements are defined.
For FR2, when the CSI-RS for L1-RSRP measurement is in the same OFDM symbol as another CSI-RS for RLM/BFD/CBD/L1-RSRP measurement,
-	In the following cases, UE is required to measure one of but not both CSI-RS for L1-RSRP measurement and the other CSI-RS. Longer measurement period for CSI-RS based L1-RSRP measurement is expected, and no requirements are defined.
-	The CSI-RS for L1-RSRP measurement or the other CSI-RS in a resource set configured with repetition ON, or 
-	The other CSI-RS is configured in q1 and beam failure is detected, or
-	The two CSI-RS-es are not QCL-ed w.r.t. QCL-TypeD, or the QCL information is not known to UE,
-	Otherwise, UE shall be able to measure the CSI-RS for L1-RSRP measurement without any restriction.
The normative reference for this requirement is TS 38.133 [6] clauses 9.5.3.1, 9.5.4.2 and 9.5.5.2.
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Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	The Test tolerances and Test system uncertainties applicable to this test are undefined.
-	Antenna diagram is TBD
-	Message content is TBD
5.6.3.1.1	Test purpose
To verify that the UE makes correct reporting of L1-RSRP measurement in non-DRX within L1-RSRP measurement requirements in TS 38.133 [6] clause 9.5.4.1.
5.6.3.1.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting EN-DC.
5.6.3.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.6.3.0.1.
The normative reference for this requirement is TS 38.133 [6] clause A.5.6.3.1.
5.6.3.1.4	Test description
5.6.3.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 5.6.3.1.4.1-1. Configure the test equipment and the DUT according to the parameters in Table 5.6.3.1.4.1-2. Test environment parameters are given in Table 5.6.3.1.4.1-3.
Table 5.6.3.1.4.1-1: EN-DC SSB based L1-RSRP measurement supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table 5.6.3.1.4.1-2: General test parameters for EN-DC SSB based L1-RSRP measurement
	Parameter
	Config
	Unit
	Value

	SSB GSCN
	1~4
	
	freq1

	Duplex mode
	1~4
	
	TDD

	TDD Configuration
	1~4
	
	TDDConf.3.1

	BWchannel
	1~4
	MHz
	100: NRB,c = 66

	PDSCH Reference measurement channel
	1~4
	
	SR.3.1 TDD

	RMSI CORESET Reference Channel
	1~4
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	1~4
	
	CCR.3.1 TDD

	SSB configuration
	1,2
	
	SSB.1 FR2

	
	3,4
	
	SSB.2 FR2

	OCNG Patterns
	1~4
	
	OP.1

	Initial BWP Configuration
	1~4
	
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~4
	
	DLBWP.1.3
ULBWP.1.3

	SMTC configuration
	1~4
	
	SMTC.1

	TRS Configuration
	1~4
	
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~4
	
	TCI.State.2

	DRX configuration
	1~4
	
	Off

	reportConfigType
	1~4
	
	periodic

	reportQuantity
	1~4
	
	ssb-Index-RSRP

	Number of reported RS
	1~4
	
	2

	L1-RSRP reporting period
	1~4
	slot
	320640

	T1
	1~4
	s
	5

	T2
	1~4
	s
	2

	Propagation condition
	1~4
	
	AWGN

	EPRE ratio of PSS to SSS
	1~4
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	Propagation condition
	1~4
	
	AWGN



Table 5.6.3.1.4.1-3: Test Environment parameters for EN-DC SSB based L1-RSRP measurement
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1 for E-UTRA, 7.2.3 for NR FR2.

	Channel bandwidth
	As specified by the test configuration selected from Table 5.6.3.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1-1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	N/A
	



1. Message contents are defined in clause 5.6.3.1.4.3.
2. The AoA setup for this test is Setup 1 as defined in clause A.9
5.6.3.1.4.2	Test procedure
Prior to the start of the time duration T1, the UE shall be fully synchronized to PSCell. The UE shall be configured for periodic CSI reporting in PUCCH [format 2] with a reporting periodicity as mentioned in the above table 5.6.3.1.4.1-2. Before the test, UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSBs.
1.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On and Test Mode On, according to TS 38.508-1 [14] clause 4.5 and general test parameters set according to Table 5.6.3.1.4.1-2.
2.	Set the parameters according to T1 in Table 5.6.3.1.5-1. T1 starts.
3.	The UE shall be transmitting CSI on PUCCH with a periodicity of 640 slots.
4.	When T1 expires, the SS shall set the parameters according to T2 in 5.6.3.1.5-1. T2 starts.
5.	The UE shall start sending L1-RSRP report including results of both SSB0 and SSB1 every 640 slots, no later than 1680ms for UE supporting power class 1 and 1200 ms for UE supporting power class other than 1, plus 640 slots. If the UE is sending L1-RSRP reports every 320640 slots no later than 1760 ms for UE supporting  power class 1 in configuration 1 and 2, no later than 1720 ms for UE supporting  power class 1 in configuration 3 and 4 , no later than 1280 ms for UE supporting  power class other than 1 in configuration 1 and 2, no later than 1240 ms for UE supporting  power class other than 1 in configuration 3 and 4 from the beginning of time period T2 until the end of time period T2, the number of passed iterations is increased by one, otherwise the number of failed iterations is increased by one.
6.	The SS waits until T2 expires.
7.	The SS shall transmit RRCConnectionReconfiguration message with condition EN-DC_PSCell_Rel according to TS 36.508 [25] Table 4.6.1-8 to release NR cell (PSCell). The UE shall transmit RRCConnectionReconfigurationComplete message.
8.	The SS then shall transmit RRCConnectionReconfiguration message with condition MCG_and_SCG according to TS 36.508 [25] Table 4.6.1-8 to add NR cell (PSCell). The UE shall transmit RRCConnectionReconfigurationComplete message.
9.	If any the reconfiguration fails, switch off and on the UE and ensure the UE is in RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On and Test Mode On according to TS 38.508-1 [14] clause 4.5.
10.	Repeat steps 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
5.6.3.1.4.3	Message contents
TBD
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions: 
Table 5.6.3.1.4.3-1: Common Exception messages EN-DC SSB based L1-RSRP measurement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.6-2 with conditions PERIODIC and SS-RSRP
Table H.3.6-3 with conditions SSB and PERIODIC
Table H.3.4-1



Table 5.6.3.1.4.3-2: RadioLinkMonitoringConfig
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-133

	Information Element
	Value/remark
	Comment
	Condition

	RadioLinkMonitoringConfig ::= SEQUENCE {
	
	
	

	  failureDetectionResourcesToAddModList	SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF SEQUENCE {
	1 entry
	
	

	    Purpose
	Both
	UE is configured to perform RLM and BFD based on the SSBs.
	

	    detectionResource CHOICE {
	
	
	

	      ssb-Index
	0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



5.6.3.1.5	Test requirement
Table 5.6.3.1.5-1 defines the primary level settings including test tolerances for all tests.
Table 5.6.3.1.5-1: SSB specific test parameters for EN-DC SSB based L1-RSRP measurement 
	Parameter
	Config
	Unit
	SSB#0
	SSB#1

	
	
	
	T1
	T2
	T1
	T2

	Angle of arrival configuration
	
	
	Setup 1 according to A.9

	[image: ]Note2
	1~4
	dBm/15kHz
	-105

	[image: ]Note2
	1,2
	dBm/SSB SCS
	-96

	
	3,4
	
	-93

	[image: ]
	1~4
	dB
	0
	0
	-Infinity
	9

	SSB RSRP Note3
	1,2
	dBm/SSB SCS
	-96
	-96
	-Infinity
	-87

	
	3,4
	
	-93
	-93
	-Infinity
	-84

	Io Note3
	1,2
	dBm/95.04MHz
	-67.5
	-67.5
	-71.1
	-60.7

	
	3,4
	
	-67.5
	-67.5
	-71.1
	-60.7

	[image: ]
	1~4
	dB
	0
	0
	-Infinity
	9

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



The UE shall send L1-RSRP report every 320640 slots. No later than X ms plus 320640 slots from the beginning of time period T2, UE shall send L1-RSRP report including the results for both SSB#0 and SSB#1 while meeting the accuracy requirements defined in clause 10.1.20.1, where X is 
-	1680 for UE supporting power class 1 
-	1200 for UE supporting power class 2,3 or 4. 
The reported L1-RSRP value shall include the Rx antenna gain in the range of [-10 ~ +20] dB.
The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
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Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	The Test tolerances and Test system uncertainties applicable to this test are undefined.
-	Antenna diagram is TBD
-	Message content is TBD
5.6.3.2.1	Test purpose
To verify that the UE makes correct reporting of L1-RSRP measurement in DRX within L1-RSRP measurement requirements in TS 38.133 [6] clause 9.5.4.1.
5.6.3.2.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting EN-DC FR2 and long DRX cycle.
5.6.3.2.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.6.3.0.1.
The normative reference for this requirement is TS 38.133 [6] clause A.5.6.3.2.
5.6.3.2.4	Test description
5.6.3.2.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 5.6.3.2.4.1-1. Configure the test equipment and the DUT according to the parameters in Table 5.6.3.2.4.1-2. Test environment parameters are given in Table 5.6.3.1.4.1-3.
Table 5.6.3.2.4.1-1: EN-DC SSB based L1-RSRP measurement in DRX supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table 5.6.3.2.4.1-2: General test parameters for EN-DC SSB based L1-RSRP measurement in DRX
	Parameter
	Config
	Unit
	Value

	SSB GSCN
	1~4
	
	freq1

	Duplex mode
	1~4
	
	TDD

	TDD Configuration
	1~4
	
	TDDConf.3.1

	BWchannel
	1~4
	MHz
	100: NRB,c = 66

	PDSCH Reference measurement channel
	1~4
	
	SR.3.1 TDD

	RMSI CORESET Reference Channel
	1~4
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	1~4
	
	CCR.3.1 TDD

	SSB configuration
	1,2
	
	SSB.1 FR2

	
	3,4
	
	SSB.2 FR2

	OCNG Patterns
	1~4
	
	OP.1

	Initial BWP Configuration
	1~4
	
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~4
	
	DLBWP.1.3
ULBWP.1.3

	SMTC configuration
	1~4
	
	SMTC.1

	TRS Configuration
	1~4
	
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~4
	
	TCI.State.2

	DRX configuration
	1~4
	
	DRX.3

	reportConfigType
	1~4
	
	periodic

	reportQuantity
	1~4
	
	ssb-Index-RSRP

	Number of reported RS
	1~4
	
	2

	L1-RSRP reporting period
	1~4
	slot
	320640

	T1
	1~4
	s
	5

	T2
	1~4
	s
	3

	Propagation condition
	1~4
	
	AWGN

	EPRE ratio of PSS to SSS
	1~4
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	Propagation condition
	1~4
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table 5.6.3.2.4.1-3: Test Environment parameters for EN-DC SSB based L1-RSRP measurement in DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1 for E-UTRA, 7.2.3 for NR FR2.

	Channel bandwidth
	As specified by the test configuration selected from Table 5.6.3.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1-1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	N/A
	



1. Message contents are defined in clause 5.6.3.1.4.3.
2. The AoA setup for this test is Setup 1 as defined in clause A.9
5.6.3.2.4.2	Test procedure
Same as in 5.6.3.1.4.2 with the following exception:
5.	The UE shall start sending L1-RSRP report including results of both SSB0 and SSB1 every 320640 slots, no later than 2880ms for UE supporting power class 1 and 1920ms for UE supporting power class other than 1, plus 320640 slots. If the UE is sending L1-RSRP reports every 320640 slots no later than 2960 ms for UE supporting power class 1 in configuration 1, 2 and no later than 2920 ms for UE supporting  power class 1 in configuration 3, 4 and no later than 2000 ms for UE supporting  power class other than 1 in configuration 1, 2 and no later than 1960 ms for UE supporting  power class other than 1 in configuration 3, 4 from the beginning of time period T2 until the end of time period T2, the number of passed iterations is increased by one, otherwise the number of failed iterations is increased by one.
5.6.3.2.4.3	Message contents
TBD
Same message content as in subclause 5.6.3.1.4.3 with the following exception:
Table 5.6.3.2.4.3-1: Common Exception messages EN-DC SSB based L1-RSRP measurement in DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.7-1 with condition DRX.3




5.6.3.2.5	Test requirement
Table 5.6.3.2.5-1 defines the primary level settings including test tolerances for all tests.
Table 5.6.3.2.5-1: SSB specific test parameters for EN-DC SSB based L1-RSRP measurement in DRX
	Parameter
	Config
	Unit
	SSB#0
	SSB#1

	
	
	
	T1
	T2
	T1
	T2

	Angle of arrival configuration
	
	
	Setup 1 according to A.9

	[image: ]Note2
	1~4
	dBm/15kHz
	-105

	[image: ]Note2
	1,2
	dBm/SSB SCS
	-96

	
	3,4
	
	-93

	[image: ]
	1~4
	dB
	0
	0
	-Infinity
	9

	SSB RSRP Note3
	1,2
	dBm/SSB SCS
	-96
	-96
	-Infinity
	-87

	
	3,4
	
	-93
	-93
	-Infinity
	-84

	Io Note3
	1,2
	dBm/95.04MHz
	-67.5
	-67.5
	-71.1
	-60.7

	
	3,4
	
	-67.5
	-67.5
	-71.1
	-60.7

	[image: ]
	1~4
	dB
	0
	0
	-Infinity
	9

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3: 	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



The UE shall send L1-RSRP report every 320640 slots. No later than X ms plus 320640 slots from the beginning of time period T2, UE shall send L1-RSRP report including the results for both SSB#0 and SSB#1 while meeting the accuracy requirements defined in clause 10.1.20.1, where X is 
-	2880 for UE supporting power class 1 
-	1920 for UE supporting power class 2,3 or 4. 
The reported L1-RSRP value shall include the Rx antenna gain in the range of [-10 ~ +20] dB.
The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
<<Unchaged sections skipped>>
H.3.6	RRC messages and IE content exceptions for L1-RSRP measurement for beam reporting
ServingCellConfig: Default generic configuration for enabling CSI measurements and reporting
Table H.3.6-1: Void

CSI-ReportConfig: Default generic configuration for L1-RSRP measurements
Table H.3.6-2: CSI-ReportConfig
	Derivation Path: TS 38.508-1 [14], Table 7,3,1-12G

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  csi-IM-ResourcesForInterference
	Not present
	
	

	  nzp-CSI-RS-ResourcesForInterference
	Not present
	
	

	  reportConfigType CHOICE {
	
	
	

	    periodic SEQUENCE {
	
	
	PERIODIC 

	      reportSlotConfig CHOICE {
	
	
	

	        slot80
	7
	Periodicity 80 slots and offset 7
	SCS30

	
	2
	Periodicity 80 slots and offset 2
	SCS15

	
	4
	Periodicity 80 slots and offset 4
	FR2

	        Slot320
	4
	Periodicity 320 slots and offset 4
	FR2

	        pucch-CSI-ResourceList SEQUENCE {
	1 entry
	
	

	        (SIZE (1..maxNrofBWPs)) OF SEQUENCE {
	
	
	

	          uplinkBandwidthPartId
	BWP-Id of active BWP
	
	

	          pucch-Resource
	8
	PUCCH-format2 as configured in TS 38.508-1 [14], Table 4.6.3-112
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  reportQuantity CHOICE {
	
	
	

	    ssb-Index-RSRP
	NULL
	
	SS-RSRP

	    cri-RSRP
	NULL
	
	CSI-RSRP

	  }
	
	
	

	  timeRestrictionForChannelMeasurements
	configured
	
	

	  groupBasedBeamReporting CHOICE {
	
	
	

	    disabled  SEQUENCE {
	
	
	

	      nrofReportedRS
	n2
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	PERIODIC
	Configuration for periodic reporting

	SS-RSRP
	L1-RSRP measurement based on SSB

	CSI-RSRP
	L1-RSRP measurement based on CSI-RS



CSI-ResourceConfig: Default generic resource configuration for L1-RSRP measurements
Table H.3.6-3: CSI-ResourceConfig
	Derivation Path: TS 38.508-1 [14], Table 7.3.1-12B

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourceConfig ::= SEQUENCE {
	
	
	

	  csi-RS-ResourceSetList CHOICE {
	
	
	

	    nzp-CSI-RS-SSB  SEQUENCE {
	
	
	

	      nzp-CSI-RS-ResourceSetList SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourceSetsPerConfig)) OF {
	1 entry
	
	CSI-RS

	        NZP-CSI-RS-ResourceSetId[0]
	0
	
	

	      }
	
	
	

	      csi-SSB-ResourceSetList SEQUENCE (SIZE (1..maxNrofCSI-SSB-ResourceSetsPerConfig)) OF {
	1 entry
	
	SSB

	      CSI-SSB-ResourceSetId[0]
	0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	SSB
	Configuration for SSB based CSI

	CSI-RS
	Configuration for CSI-RS based CSI



Table H.3.6-4: Void
Table H.3.6-5: Void

Table H.3.6-6: Void
Table H.3.6-7: Void

Table H.3.6-8: Void
Table H.3.6-9: Void

<<End of change>>
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