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1	Introduction
The network may provision the UE with Network Slice selection policy (NSSP) as part of the URSP rules. 
According TS 23.503 [2], 4.2.2 UE policy control requirements
“The 5GC shall be able to provide policy information from the PCF to the UE. Such UE policy information includes:
…
-	UE Route Selection Policy (URSP): This policy is used by the UE to determine how to route outgoing traffic. Traffic can be routed to an established PDU Session, can be offloaded to non-3GPP access outside a PDU Session, or can trigger the establishment of a new PDU Session.”
2	Discussion
NG.114 main 
The feature is part of NG.114 [1], 4.10 UE Route Selection Policy
“The UE must support UE Route Selection Policy (URSP) rules as specified in section 6.6.2 of 3GPP TS 23.503 [6].”
The method for configuration is described according NG.114 [1], 4.11 UE Configuration Update procedure for transparent UE Policy delivery
“The UE must and the network can, support UE Configuration Update procedure for transparent UE Policy delivery as specified in section 4.2.4.3 of 3GPP TS 23.502 [5] using NAS transport procedure as specified in section 5.4.5 of 3GPP TS 24.501 [7].”
Observation 2-1: 
Support of URSP is mandatory in NG.114 [1].
Proposal 2-1:
Add NG.114 [1] test coverage for URSP. 
3	Proposal
It’s proposed to implement the proposal 2-1.
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