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<Start of modified section 1>
4.7.5.5	V2X information elements of UE policies for V2X communication over PC5
…
–	Not served by E-UTRA and not served by NR
Table 4.7.5.5-6: Not served by E-UTRA and not served by NR
	Derivation Path: TS 24.588 Figure 5.3.1.6

	Information Element
	Value/remark
	Comment
	Condition

	Length of not served by E-UTRA and not served by NR contents
	Set to the actual length of 'not served by E-UTRA and not served by NR contents' in bytes
	
	

	VPNENNI
	'1'B
	UE is authorized to use V2X communication over PC5
	

	Spare
	’00 000’B
	
	

	EPIENNPINENN
	FFS'1'B
	UE is authorized to use V2X communication over NR-PC5 when not served by E-UTRA and not served by NR
	

	NPIENEPINENN
	FFS'1'B
	UE is authorized to use V2X communication over E-UTRA-PC5 when not served by E-UTRA and not served by NR
	

	Spare
	’00 000’B
	
	

	VPNENNI
	FFS
	
	

	E-UTRA radio parameters per geographical area list
	See Table 4.7.5.5-7
	
	

	NR radio parameters per geographical area list
	See Table 4.7.5.5-7
	
	



–	Radio parameters per geographical area list
Table 4.7.5.5-7: Radio parameters per geographical area list
	Derivation Path: TS 24.588 Figure 5.3.1.7

	Information Element
	Value/remark
	Comment
	Condition

	Length of radio parameters per geographical area list contents
	Set to the actual length of 'radio parameters per geographical area list contents' in bytes
	
	

	Radio parameters per geographical area info 1
	See Table 4.7.5.5-8
	
	

	Radio parameters per geographical area info 2
	FFS
	
	



–	Radio parameters per geographical area info
Table 4.7.5.5-8: Radio parameters per geographical area info
	Derivation TS 24.588 Figure 5.3.1.8

	Information Element
	Value/remark
	Comment
	Condition

	Length of radio parameters per geographical area contents
	Set to the actual length of 'radio parameters per geographical area contents' in bytes
	
	

	Geographical area
	See Table 4.7.5.5-9
	
	

	Radio parameters
	See Table 4.7.5.5-11
	
	

	Spare
	‘000 0000’B
	
	

	MI
	FFS'1'B
	Operator managed
	

	Spare
	‘000 0000’B
	
	



–	Geographical area
Table 4.7.5.5-9: Geographical area
	Derivation Path: TS 24.588 Figure 5.3.1.9

	Information Element
	Value/remark
	Comment
	Condition

	Length of geographical area contents
	Set to the actual length of 'geographical area contents' in bytes
	
	

	Coordinate 1
	See Table 4.7.5.5-10
	
	

	Coordinate 2
	FFS
	
	



–	Coordinate area
Table 4.7.5.5-10: Coordinate area
	Derivation Path: TS 24.588 Figure 5.3.1.10

	Information Element
	Value/remark
	Comment
	Condition

	Latitude
	FFS'40 00 00'H
	+45°, see cl 6.1 of TS 23.032
	

	Longitude
	FFS'C0 00 00'H
	-90°, see cl 6.1 of TS 23.032
	



–	Radio parameters
Table 4.7.5.5-11: Radio parameters
	Derivation Path: TS 24.588 Figure 5.3.1.11

	Information Element
	Value/remark
	Comment
	Condition

	Length of radio parameters contents
	Set to the actual length of 'radio parameters contents' in bytes
	
	

	Radio parameters contents
	See Table 4.10.1.1-1: SL-V2X-Preconfiguration in TS 36.508 [2]
	
	E-UTRAN V2X

	
	See Table 4.10.1-1: SL-PreconfigurationNR
	
	NR V2X



<End of modified section 1>

