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<Start of modified section 1>
[bookmark: _Toc21077785][bookmark: _Toc35972347][bookmark: _Toc51774636][bookmark: _Toc51835059][bookmark: _Toc52219912][bookmark: _Toc58359981][bookmark: _Toc68193120][bookmark: _Toc75422095]19.4.2	Emergency call without emergency registration / EPS / UE contains an ISIM or USIM / UE is in state EMM-REGISTERED.LIMITED-SERVICE
…
[bookmark: _Toc21077787][bookmark: _Toc35972349][bookmark: _Toc51774638][bookmark: _Toc51835061][bookmark: _Toc52219914][bookmark: _Toc58359983][bookmark: _Toc68193122][bookmark: _Toc75422097]19.4.2.2	Conformance requirement
[TS 24.229 clause L.2.2.6]:
Emergency bearers are defined for use in emergency calls in EPS and core network support of these bearers is indicated to the UE in NAS signalling. Where the UE recognises that a call request is an emergency call and the core network supports emergency bearers, the UE shall use these EPS bearer contexts for both signalling and media for emergency calls made using the IM CN subsystem.
Some jurisdictions allow emergency calls to be made when the UE does not contain an ISIM or USIM, or where the credentials are not accepted. Additionally where the UE is in state EMM-REGISTERED.LIMITED-SERVICE and EMM-REGISTERED.PLMN-SEARCH, a normal ATTACH has been attempted and it can also be assumed that a registration in the IM CN subsystem will also fail. In such cases, subject to the lower layers indicating that the network does support emergency bearer services in limited service state (see 3GPP TS 36.331 [19F]), the procedures for emergency calls without registration can be appliedapply, as defined in subclause 5.1.6.8.2.
[bookmark: _GoBack]
…
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	User initiates an emergency call 
	

	2-6
	
	Steps defined in annex C.22
	Generic test procedure for setting up emergency speech call. Referred from 36.508 [94] table 4.5A.5.3-1 for a UE with E-UTRA support.

	6A-C
	
	Steps 1-3 of Annex C.32
	The UE releases the emergency call using steps 1-3 of Annex C.32

	7
	
	void
	

	8
	
	void
	

	
	
	EXCEPTION: Either step 9 or steps 10-11 are performed, depending on UE behaviour: if UE detaches, step 9 is performed. Otherwise, steps 10-11 are performed.
	

	9
	
	Detach procedure initiated by the UE
	Generic test procedure for UE initiated detach according to TS 36.508 [94] table 6.4.3.14-1 may happen within 5 seconds.

	10-11
	
	Steps 4-5 of Annex C.32
	If step 9 was not performed steps 4-5 of Annex C.32 are performed



Specific Message Contents
INVITE (step 1 of procedure in annex C.22)
Use the default message “INVITE for MO call setup” in annex A.2.1 with the following conditions:
-	A6 “INVITE for creating an emergency session in case of no registration” or A7 “INVITE for creating an emergency session within an emergency registration using IMS security” shall apply;

<End of modified section 1>
