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-------- Start of changes --------
[bookmark: _Toc52196580][bookmark: _Toc52197560][bookmark: _Toc53173283][bookmark: _Toc53173652][bookmark: _Toc61118920][bookmark: _Toc61119302][bookmark: _Toc61119683][bookmark: _Toc67923874]7.3A.2.0.3	Inter-band CA
The inter-band requirement applies for all active component carriers. The throughput for each component carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes [A.2.3.2] and [A.3.3.2] (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex [A.5.2.1]) with peak reference sensitivity for each carrier specified in section [7.3.2], and relaxation ΔRIB,P,n applied  to peak reference sensitivity requirement. ΔRIB,P,n is specified in Table 7.3A.2.0.3-1. The requirement on each component carrier shall be met when the power in the component carrier in the other band is set to its EIS spherical coverage requirement for inter-band CA specified in sub-clause [7.3A.3.3].
For the combination of intra-band and inter-band carrier aggregation, the intra-band CA relaxation, ΔRIB, is also applied according to the clause [7.3A.2.0.1] and [7.3A.2.0.2].
[bookmark: _Hlk31890999]Table 7.3A.2.0.3-1: ΔRIB reference sensitivity relaxation for inter-band CA for power class 3
	NR CA bands
	NR band
	ΔRIB,P,n (dB)

	CA_n260-n261
	n260
	3.5

	
	n261
	3.5
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