

	
3GPP TSG-RAN5 Meeting #92-e	R5-214915
Electronic meeting, 16th – 27th Aug 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.521-2
	CR
	0587
	rev
	-
	Current version:
	16.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Frequency error for non-contiguous CA

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	R5

	
	

	Work item code:
	NR_RF_FR2_req_enh-UEConTest
	
	Date:
	2021-08-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
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-------- Start of changes --------
[bookmark: _Toc21026577][bookmark: _Toc27743821][bookmark: _Toc36196990][bookmark: _Toc36197682][bookmark: _Toc43898347][bookmark: _Toc52550838][bookmark: _Toc58952553][bookmark: _Toc68098204][bookmark: _Toc68098477][bookmark: _Toc68360607][bookmark: _Toc76557692]6.4A.1	Frequency error for CA
[bookmark: _Toc21026578][bookmark: _Toc27743822][bookmark: _Toc36196991][bookmark: _Toc36197683][bookmark: _Toc43898348][bookmark: _Toc52550839][bookmark: _Toc58952554][bookmark: _Toc68098205][bookmark: _Toc68098478][bookmark: _Toc68360608][bookmark: _Toc76557693]6.4A.1.0	Minimum conformance requirements
The requirements in this clause apply to UEs of all power classes.
For intra-band contiguous and non-contiguous carrier aggregation, the UE basic measurement interval of modulated carrier frequency is 1 UL slot. The mean value of basic measurements of UE modulated carrier frequencies per band shall be accurate to within ±0.1 PPM observed over a period of 1ms of cumulated measurement intervals compared to the carrier frequency of primary component carrier received from the gNB.
The frequency error is defined as a directional requirement. The requirement is verified in beam locked mode on beam peak direction.
-------- End of changes --------
