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6.2A	Transmitter power for CA
[bookmark: _Toc27477835][bookmark: _Toc36226519][bookmark: _Toc44323776][bookmark: _Toc52989944][bookmark: _Toc60823140][bookmark: _Toc60825062][bookmark: _Toc69305959][bookmark: _Toc69309788][bookmark: _Toc76020100]6.2A.1	UE maximum output power for CA
[bookmark: _Toc27477836][bookmark: _Toc36226520][bookmark: _Toc44323777][bookmark: _Toc52989945][bookmark: _Toc60823141][bookmark: _Toc60825063][bookmark: _Toc69305960][bookmark: _Toc69309789][bookmark: _Toc76020101]6.2A.1.0	Minimum conformance requirements
[bookmark: _Toc27477837][bookmark: _Toc36226521][bookmark: _Toc44323778][bookmark: _Toc52989946][bookmark: _Toc60823142][bookmark: _Toc60825064][bookmark: _Toc69305961][bookmark: _Toc69309790][bookmark: _Toc76020102]6.2A.1.0.1	Void
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For inter-band carrier aggregation with one uplink carrier assigned to one NR band, the transmitter power requirements in subclause 6.2.1.3 apply.
For inter-band carrier aggregation with uplink assigned to two NR bands, UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1 ms). The maximum output power is specified in Table 6.2A.1.0.3-1.
Table 6.2A.1.0.3-1 UE Power Class for uplink inter-band CA (two bands)
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n1A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n1A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n3A-n41A
	
	
	
	
	23
	+2/-32
	
	

	CA_n3A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n3A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n5A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n5A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n8A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n28A-n41A
	
	
	
	
	23
	+2/-32
	
	

	CA_n28A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n39A-n41A
	
	
	
	
	23
	+2/-32
	
	

	CA_n40A-n41A
	
	
	
	
	23
	+2/-32
	
	

	CA_n41A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n50A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n66A-n71A
	
	
	
	
	23
	+2/-32
	
	

	CA_n70A-n71A
	
	
	
	
	23
	+2/-32
	
	

	NOTE 1:	Void
NOTE 2:	2 refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 3:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 4:	For inter-band carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).
NOTE 5:	Power class 3 is the default power class unless otherwise stated


[bookmark: _Hlk52890018]
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For uplink intra-band contiguous carrier aggregation, the maximum output power is specified in Table 6.2A.1.0.4-1. For downlink intra-band contiguous carrier aggregation with a single uplink component carrier configured in the NR band, the maximum output power is specified in Table 6.2.1.3-1.
Table 6.2A.1.0.4-1: UE Power Class for intraband contiguous CA
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n7B
	
	
	
	
	23
	+2/-2
	
	

	CA_n41C
	
	
	
	
	23
	+2/-21
	
	

	CA_n48B
	
	
	
	
	23
	+2/-23
	
	

	CA_n77C
	
	
	
	
	23
	+2/-23
	
	

	CA_n78C
	
	
	
	
	23
	+2/-23
	
	

	CA_n79C
	
	
	
	
	23
	+2/-23
	
	

	NOTE 1:	If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 3:	For intra-band contiguous carrier aggregation the maximum power requirement shall apply to the total transmitted power over all component carriers (per UE).
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Editor’s Note:
No test points are defined for intra-band contiguous UL CA since there is no configuration satisfying MPR=0dB requirements in RAN4. Testing with lowest value of MPR will be covered in 6.2A.2.
[bookmark: _Toc52989951][bookmark: _Toc60823147][bookmark: _Toc60825069][bookmark: _Toc69305966]6.2A.1.1.1	Test purpose
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