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[bookmark: OLE_LINK81]<Start of Changed Section>
Table 8.1.6.1.4.6.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes NR Cell 1 and NR Cell 2 parameter according to the row "T1" in Table 8.1.6.1.4.6.3.2-1/2.
	-
	-
	-
	-

	2
	The SS waits for 40s to ensure that the UE detects intra-frequency cell.
	-
	-
	-
	-

	3
	VoidThe SS is configured to not transmit Msg4 in RACH procedure.
	-
	-
	-
	-

	4
	The SS transmits a Paging message.
	<--
	NR RRC: Paging
	-
	-

	5
	The UE transmits an RRCSetupRequest message.
	-->
	NR RRC: RRCSetupRequest
	-
	-

	6
	The SS waits for 2sec to ensure that the UE detects (T300 expiry) and ignores further received Random Access Preamble.
	-
	-
	-
	-

	7
	[bookmark: OLE_LINK301]VoidThe SS is configured to normal that it would transmit Msg4 in RACH procedure.
	-
	-
	-
	-

	8-10
	Steps 1 to 3 of the generic radio bearer establishment procedure in TS 38.508-1 table 4.5.4.2-3 on NR Cell 1.
	-
	-
	-
	-

	11
	The UE transmits an RRCSetupComplete message and a SERVICE REQUEST message on NR Cell 1.
	-->
	NR RRC: RRCSetupComplete
5GMM: SERVICE REQUEST
	-
	-

	12-15
	Steps 5 to 8 of the generic radio bearer establishment procedure in TS 38.508-1 table 4.5.4.2-3 on NR Cell 1.
	-
	-
	-
	-

	16
	The SS sends a UEInformationRequest message to get connEstFailReportReq on NR Cell 1.
	<--
	UEInformationRequest
	-
	-

	17
	Check: Does the UE send a UEInformationResponse message with connEstFailReport on NR Cell 1?
	-->
	UEInformationResponse
	1
	P



<Skip Unchanged Sections>
Table 8.1.6.1.4.7.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes NR Cell 1 and NR Cell 3 parameter according to the row "T1" in Table 8.1.6.1.4.7.3.2-1/2.
	-
	-
	-
	-

	2
	The SS waits for 40s to ensure that the UE detects intra-frequency cell.
	-
	-
	-
	-

	3
	VoidThe SS is configured to not transmit Msg4 in 4-step RACH procedure.
	-
	-
	-
	-

	4
	The SS transmits a Paging message.
	<--
	NR RRC: Paging
	-
	-

	5
	The UE transmits an RRCSetupRequest message.
	-->
	NR RRC: RRCSetupRequest
	-
	-

	6
	The SS waits for 2sec to ensure that the UE detects (T300 expiry) and ignores further received Random Access Preamble.
	-
	-
	-
	-

	7
	VoidThe SS is configured to normal that it would transmit Msg4 in 4-step RACH procedure.
	-
	-
	-
	-

	8-10
	Steps 1 to 3 of the generic radio bearer establishment procedure in TS 38.508-1 table 4.5.4.2-3 on NR Cell 1.
	-
	-
	-
	-

	11
	The UE transmits an RRCSetupComplete message and a SERVICE REQUEST message on NR Cell 1.
	-->
	NR RRC: RRCSetupComplete

	-
	-

	12-15
	Steps 5 to 8 of the generic radio bearer establishment procedure in TS 38.508-1 table 4.5.4.2-3 on NR Cell 1.
	-
	-
	-
	-

	16
	The SS sends a UEInformationRequest message to get connEstFailReportReq.
	<--
	UEInformationRequest
	-
	-

	17
	Check: Does the UE send a UEInformationResponse message with connEstFailReport on Cell 1?
	-->
	UEInformationResponse
	1
	P



<End of Changed Section>

