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< start of changes >
[bookmark: _Toc27408799][bookmark: _Toc51833160][bookmark: _Toc59046396][bookmark: _Toc68183142][bookmark: _Toc75462060]8	Default Conditions for NR
[bookmark: _Toc27408800][bookmark: _Toc51833161][bookmark: _Toc59046397][bookmark: _Toc68183143][bookmark: _Toc75462061]8.1	LCS Sub-Test Cases
Some test cases defined in clause 9 may include several sub-test cases dependent on the positioning method(s) supported by the UE. Each sub-test case is identified by a sub-test case number as defined in Tables 8.1-1. The applicable sub-tests for each test case are specified in the test procedure sequence clause of each test case. If no sub-tests are defined for a specific test case it means that this particular test case is not dependent on a specific positioning method and is applicable in all cases, independently of the positioning method(s) supported by the UE.
.
Table 8.1-1: Sub-Test Case Numbers for NR
	Sub-Test Case Number
	Supported Positioning Methods

	1
	Void

	2
	Void

	3
	Void

	4
	Void

	5
	UE supporting OTDOA (LTE)

	6
	UE supporting ECID (LTE)

	7
	UE supporting GNSS(1) and OTDOA (LTE)

	8
	Void

	9
	Void

	10
	Void

	11
	UE supporting WLAN (Rel-13 only)

	12
	UE supporting MBS(2) (Rel-13 only)

	13
	UE supporting Bluetooth

	14
	UE supporting Sensor (Rel-13 only)

	15
	UE supporting GNSS(1)

	16
	UE supporting MBS(2) (Rel-14 onwards)

	17
	UE supporting WLAN (Rel-14 onwards)

	18
	UE supporting Sensor (Rel-14 onwards)

	19
	UE supporting Multi-RTT (Rel-16 onwards)

	20
	UE supporting DL-AoD (Rel-16 onwards)

	21
	UE supporting DL-TDOA (Rel-16 onwards)

	22
	UE supporting NR E-CID (Rel-16 onwards)

	NOTE 1:	The GNSS combination of BDS, Galileo, GLONASS, GPS supported by the UE
NOTE 2:	Metropolitan Beacon System (MBS) is a specific type of Terrestrial Beacon System (TBS) [29]
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