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· Remove 64QAM from the table for condition explanation



Page 1


<<Unchaged sections skipped>>
CodebookConfig
Table 4.6.3-25: CodebookConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CodebookConfig ::= SEQUENCE {
	
	
	

	  codebookType  CHOICE {
	
	
	

	    type1  SEQUENCE {
	
	
	

	      subType CHOICE {
	
	
	

	        typeI-SinglePanel SEQUENCE {
	
	
	

	          nrOfAntennaPorts CHOICE {
	
	
	

	            two SEQUENCE {
	
	
	2TX

	              twoTX-CodebookSubsetRestriction
	111111
	
	

	            }
	
	
	

	            moreThanTwo SEQUENCE {
	
	
	

	              n1-n2 CHOICE {
	
	
	

	                two-one-TypeI-SinglePanel-Restriction
	11111111
	
	FR2

	                four-one-TypeI-SinglePanel-Restriction
	11111111 11111111
	
	FR1

	              }
	
	
	

	              typeI-SinglePanel-codebookSubsetRestriction-i2
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	          typeI-SinglePanel-ri-Restriction
	11111111
	
	

	        } 
	
	
	

	      }
	
	
	

	      codebookMode
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	2TX
	2 Tx CSI-RS configuration.




<<Unchaged sections skipped>>
[bookmark: _Toc21353816][bookmark: _Toc27749435]–	CSI-ReportConfig
Table 4.6.3-39: CSI-ReportConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  reportConfigId
	CSI-ReportConfigId
	
	

	  carrier
	ServCellIndex 
	
	

	  resourcesForChannelMeasurement
	CSI-ResourceConfigId
	
	

	  csi-IM-ResourcesForInterference
	CSI-ResourceConfigId 
	
	

	  nzp-CSI-RS-ResourcesForInterference
	CSI-ResourceConfigId 
	
	

	  reportConfigType CHOICE {
	
	
	

	    aperiodic SEQUENCE {
	
	
	

	      reportSlotOffsetList SEQUENCE (SIZE (1..maxNrofUL-Allocations)) OF INTEGER {
	1 entry
	
	

	        INTEGER[1]
	14
	entry 1
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity CHOICE {
	
	
	

	    cri-RI-PMI-CQI
	NULL, 
	
	FR1

	    cri-RI-LI-PMI-CQI
	NULL
	
	FR2

	  }
	
	
	

	  reportFreqConfiguration  SEQUENCE {
	
	
	

	    cqi-FormatIndicator
	widebandCQI
	
	

	    pmi-FormatIndicator
	widebandPMI
	
	

	    csi-ReportingBand
	Not present
	
	

	  }
	
	
	

	  timeRestrictionForChannelMeasurements
	notConfigured
	
	

	  timeRestrictionForInterferenceMeasurements
	notConfigured
	
	

	  codebookConfig
	CodebookConfig
	
	

	  dummy
	Not present
	
	

	  groupBasedBeamReporting CHOICE {
	
	
	

	    disabled  SEQUENCE {
	
	
	

	      nrofReportedRS
	n1
	
	

	    }
	
	
	

	  }
	
	
	

	  cqi-Table
	table2table1
	64QAM
	FR1

	
	table1table2
	
	256QAMFR2

	  subbandSize 
	value2
	
	

	  non-PMI-PortIndication
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	256QAM
	Test cases using 256QAM for PDSCH
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