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	Reason for change:
	Section 7.5B.0.4a Inter-band NE-DC including FR2 need to be added.

	
	

	Summary of change:
	Section 7.5B.0.4a Inter-band NE-DC including FR2 has been added.
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	The WP can not be completed.
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[bookmark: _Toc524968908][bookmark: _Toc524968914]<<< START OF CHANGES >>>
[bookmark: _Toc36116487][bookmark: _Toc43977184][bookmark: _Toc52213765][bookmark: _Toc60743230][bookmark: _Toc68206409][bookmark: _Toc36118536][bookmark: _Toc27475964][bookmark: _Toc29495438][bookmark: _Toc36560651]7.5B.0.4	Inter-band EN-DC including FR2
Adjacent channel selectivity requirement for E-UTRA single carrier and CA operation specified in clauses 7.5.1 and 7.5.1A of TS 36.101 [5] and for NR single carrier and CA operation specified in clauses 7.5 and 7.5A of TS 38.101-2 [3] apply.
7.5B.0.4a	Inter-band NE-DC including FR2
Adjacent channel selectivity requirement for E-UTRA single carrier and CA operation specified in clauses 7.5.1 and 7.5.1A of TS 36.101 [5] and for NR single carrier and CA operation specified in clauses 7.5 and 7.5A of TS 38.101-2 [3] apply.
[bookmark: _Toc52213766][bookmark: _Toc27475965][bookmark: _Toc36116488][bookmark: _Toc68206410][bookmark: _Toc60743231][bookmark: _Toc36560652][bookmark: _Toc43977185][bookmark: _Toc29495439][bookmark: _Toc36118537]7.5B.0.5	Inter-band EN-DC including both FR1 and FR2
Adjacent channel selectivity requirement for E-UTRA single carrier and CA operation specified in clauses 7.5.1 and 7.5.1A of TS 36.101 [5] and for NR single carrier and CA operation specified in clauses 7.5 and 7.5A of TS 38.101-1 [2] and TS 38.101-2 [3] apply.
The normative reference for this requirement is TS 38.101-3 [4] clause 7.5B.1, 7.5B.2, 7.5B.3, 7.5B.3a, 7.5B.4, 7.5B.4a, and 7.5B.5.
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