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< Unchanged sections omitted >
–	CSI-ReportConfig for BM
Table 7.3.1-12G: CSI-ReportConfig for BM
	Derivation Path: Table 4.6.3-39

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  reportConfigId
	CSI-ReportConfigId-BM
	
	

	
	CSI-ReportConfigId-BM with condition APERIODIC
	
	APERIODIC

	  resourcesForChannelMeasurement
	CSI-ResourceConfigId-BM
	
	

	
	CSI-ResourceConfigId-BM with condition APERIODIC
	
	APERIODIC

	  reportConfigType CHOICE {
	
	
	

	    periodic 
	Set according to parameters given in test cases
	
	

	      reportSlotConfig ::=  CHOICE {
	
	
	

	         slots80
	2
	
	SCS15

	[bookmark: _GoBack]         slots80
	4
	
	SCS30 OR SCS120

	     }
	
	
	

	     pucch-CSI-ResourceList SEQUENCE (SIZE (1..maxNrofBWPs)) OF{
	
	
	

	        PUCCH_CSI_Resource[0] SEQUENCE {
	
	
	

	          uplinkBandwidthPartId
	BWP-Id
	
	

	          pucch_Resource
	9
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    aperiodic SEQUENCE {
	
	
	APERIODIC

	      reportSlotOffsetList SEQUENCE (SIZE (1..maxNrofUL-Allocations)) OF {
	1 entry
	
	

	        INTEGER[1]
	8
	
	

	      }
	
	
	

	  }
	
	
	

	  reportQuantity CHOICE {
	
	
	

	    cri-RSRP
	NULL
	
	

	  }
	
	
	

	}
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