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[bookmark: _Toc75377755]<<Start of changes>>
5.10	Set UL Message test function
[bookmark: _Toc75377756]5.10.1	General
Same as TS 36.509 [6], subclause 5.10.1.
5.10.2	Initiation
Same as TS 36.509 [6], subclause 5.10.2.
5.10.3	Reception of SET UL MESSAGE REQUEST message by UE
Same as TS 36.509 [6], subclause 5.10.3 with the following exception: 
-	the predefined UE capability container is defined in annex A.1[FFS].
<<Sections skipped here>>
[bookmark: _Toc42778755][bookmark: _Toc42785202][bookmark: _Toc43210231][bookmark: _Toc51948515][bookmark: _Toc52162590][bookmark: _Toc60916228][bookmark: _Toc68197432][bookmark: _Toc75880690]Annex A (normative):
Generic Test Procedures
A.1	Predefined UE Capability container
NOTE:	For sake of testability, the below container list does not describe the true capability of the UE and does not rely on UEs support of EN-DC.
ue-CapabilityRAT-ContainerList 
{
  {
    rat-Type nr,
      ue-CapabilityRAT-Container
  },
  {
    rat-Type eutra-nr,
      ue-CapabilityRAT-Container
  }
}
<<End of changes>>

