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<Start of modified section 1>
[bookmark: _Toc27479419][bookmark: _Toc36058606][bookmark: _Toc44067529][bookmark: _Toc52716453][bookmark: _Toc58239095][bookmark: _Toc68246677][bookmark: _Toc75789937]5.2.2.1.1	2Rx FDD FR1 PDSCH mapping Type A performance
5.2.2.1.1.0	Minimum conformance requirements
The performance requirements are specified in Table 5.2.2.1.1.0-3 and Table 5.2.2.1.1.0-4, with the test parameters defined in table 5.2.2.1.1.0-2 and the downlink physical channel setup according to Annex C.2.1.
The test purposes are specified in Table 5.2.2.1.1.0-1.
Table 5.2.2.1.1.0-1: Tests purpose
	Purpose
	Test index

	Verify the PDSCH mapping Type A normal performance under 2 receive antenna conditions and with different channel models, MCSs and number of MIMO layers
	1-1, 1-2, 1-3, 1-5, 1-6, 1-7, 2-1, 2-2

	Verify the PDSCH mapping Type A HARQ soft combining performance under 2 receive antenna conditions.
	1-4

	Verify the PDSCH mapping Type A performance requirements for Enhanced Receiver Type 1 under 2 receive antenna conditions.
	3-1



Table 5.2.2.1.1.0-2: Test Parameters for Testing
	Parameter
	Unit
	Value

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	4 for Test 1-1
2 for other tests

	
	Resource allocation type
	
	Test 1-2: Type 1 with start RB = 23, LRBs = 6
Other tests: Type 0

	
	RBG size
	
	Test 1-2: N/A
Other tests: Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	2 for Tests 1-1, 1-5, 1-6, 1-7
1 for other tests

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CSI-RS for tracking
	CSI-RS periodicity
	Slots
	Test 1-5, 1-6, 1-7:
10 for CSI-RS resource 1,2,3,4.

Other tests: Table 5.2-1.

	
	CSI-RS offset
	Slots
	Test 1-5:, 1-6, 1-7
1 for CSI-RS resource 1 and 2
2 for CSI-RS resource 3 and 4.

Other tests: Table 5.2-1.

	Number of HARQ Processes
	
	8 for Test 1-4 
4 for other tests

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2



Table 5.2.2.1.1.0-3: Minimum performance for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-1.1 FDD
	10 / 15
	QPSK, 0.30
	TDLB100-400
	2x2, ULA Low
	70
	-0.8

	1-2
	R.PDSCH.1-1.2 FDD
	10 / 15
	QPSK, 0.30
	TDLC300-100
	2x2, ULA Low
	70
	0.2

	1-3
	R.PDSCH.1-4.1 FDD
	10 / 15
	256QAM, 0.82
	TDLA30-10
	2x2, ULA Low
	70
	24.6

	1-4
	R.PDSCH.1-2.1 FDD
	10 / 15
	16QAM, 0.48
	TDLC300-100
	2x2, ULA Low
	30
	1.1

	1-5
	R.PDSCH.1-8.1 FDD
	10 / 15
	16QAM, 0.48
	HST-750
	1x2
	70
	6.2

	1-6
	R.PDSCH.1-8.2 FDD
	10 / 15
	64QAM, 0.43
	HST-972
	1x2
	70
	[9.9]

	1-7
	R.PDSCH.1-8.1 FDD
	10 / 15
	16QAM, 0.48
	TDLC300-600
	2x2
	70
	[8.6]



Table 5.2.2.1.1.0-4: Minimum performance for Rank 2
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.1-3.1 FDD
	10 / 15
	64QAM, 0.50
	TDLA30-10
	2x2, ULA Low
	70
	19.4

	2-2
	R.PDSCH.2-1.1 FDD
	20 / 30
	64QAM, 0.50
	TDLA30-10
	2x2, ULA Low
	70
	19.7



Table 5.2.2.1.1.0-5: Minimum performance for Rank 2 and Enhanced Receiver Type 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	3-1
	R.PDSCH.1-2.2 FDD
	10 / 15
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Medium
	70
	17.6



The normative reference for this requirement is TS 38.101-4 [5], clause 5.2.2.1.1.
<End of modified section 1>
<Start of modified section 2>
[bookmark: _Toc27479420][bookmark: _Toc36058607][bookmark: _Toc44067530][bookmark: _Toc52716454][bookmark: _Toc58239096][bookmark: _Toc68246678][bookmark: _Toc75789938]5.2.2.1.1_3	2Rx FDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA - HST (Rel-16 and forward)
Editor's Note: This test cases is incomplete in following aspects:
-	SNR in test requirements table is within square brackets for test point 1-6, 1-7.
5.2.2.1.1_3.1	Test purpose
To verify the PDSCH mapping Type A normal performance under 2 receive antenna conditions and HST scenarios and with different channel models, MCSs and number of MIMO layers for a specified downlink Reference Measurement Channel (RMC) to achieve a certain throughput and as well verify the HARQ soft combining with default baseline receiver configuration, for Rank 1 scenarios.
5.2.2.1.1_3.2	Test applicability
This test applies to all types of NR UE release 16 and forward.
This test also applies to all types of EUTRA UE release 16 and forward supporting EN-DC.
5.2.2.1.1_3.3	Test description
5.2.2.1.1_3.3.1	Initial conditions
Same initial conditions as in clause 5.2.2.1.1_1.3.1 except:
-	clause 5.2.2.1.1_1.3.3 is replaced by clause 5.2.2.1.1_3.3.3.
5.2.2.1.1_3.3.2	Test procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2.2.1.1_3.4-1. The SS sends downlink MAC padding bits on the DL RMC.
2.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 5.2.2.1.1_3.4-1 as appropriate.
3.	Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest and decide pass or fail according to Table G.1.5-1 in Annex G clause G.1.5.
4.	Repeat steps from 1 to 3 for each subtest in Table s 5.2.2.1.1_3.4-1 as appropriate.
5.2.2.1.1_3.3.3	Message contents
Message contents are according to TS 38.508-1 [6] clauses 4.6.1 and 5.4.2.
5.2.2.1.1_3.3.3_1	Message exceptions for SA
Table 5.2.2.1.1_3.3.3_1-1: PDSCH-Config
	Derivation Path: TS 38.508-1 [6], Table5.4.2.0-26

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	Not present
	n2 is used for test 1-6, 1-7
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 5.2.2.1.1_3.3.3_1-2: DMRS-DownlinkConfig
	Derivation Path: TS 38.508-1 [6], Table5.4.2.0-24

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-AdditionalPosition
	pos2
	For test 1-6, 1-7
	

	}
	
	
	



Table 5.2.2.1.1_3.3.3_1-3: PDSCH-ServingCellConfig
	Derivation Path: TS 38.508-1 [6], Table5.4.2.0-25

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  nrofHARQ-ProcessesForPDSCH
	n4
	for test 1-6, 1-7
	

	}
	
	
	



Table 5.2.2.1.1_3.3.3_1-4: CSI-ResourcePeriodicityAndOffset for CSI Tracking
	Derivation Path: TS 38.508-1 [6], Table5.4.2.0-9

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots10
	1 (for CSI-RS resources 1 and 2)
2 (for CSI-RS resources 3 and 4)
	For test 1-5, 1-6:
CSI-RS offset:
1 for CSI-RS resources 1 and 2
2 for CSI-RS resources 3 and 4
CSI-RS periodicity: 10 slots
	

	}
	
	
	



5.2.2.1.1_3.3.3_2	Message exceptions for NSA
Same as 5.2.2.1.1_3.3.3_1
5.2.2.1.1_3.4	Test requirement
Tables 5.2.2.1.1_3.4-1 define the primary level settings.
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A 3.2.1 for each throughput test shall meet or exceed the specified value in Table 5.2.2.1.1_3.4-1 for the specified SNR including test tolerances for all throughput tests.
Table 5.2.2.1.1_3.4-1: Test Requirements for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-6
	R.PDSCH.1-8.2 FDD
	10 / 15
	64QAM, 0.43
	HST-972
	1x2
	70
	[10.5]

	1-7
	R.PDSCH.1-8.1 FDD
	10 / 15
	16QAM, 0.48
	TDLC300-600
	2x2
	70
	[9.5]


<End of modified section 2>
<Start of modified section 3>
[bookmark: _Toc27479740][bookmark: _Toc36058939][bookmark: _Toc44067863][bookmark: _Toc52716790][bookmark: _Toc58239442][bookmark: _Toc68247033][bookmark: _Toc75790350]F.1.1.2	Measurement of Demod Performance requirements
This clause defines the maximum test system uncertainty for Demod Performance requirements. The maximum test system uncertainty allowed for the measurement uncertainty contributors are defined in Table F.1.1.2-1.
Table F.1.1.2-1: Maximum measurement uncertainty values for the test system for FR1 (up to 6 GHz) and Channel BW ≤ 40 MHz
	MU contributor
	Unit
	Value
	Comment

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWconfig
	dB
	±2.0
	Same as in LTE

	Signal to noise ratio uncertainty
	dB
	±0.3
	Same as in LTE

	Signal to noise ratio variation
	dB
	±0.5
	Same as in LTE

	Fading profile power uncertainty for 1Tx
	dB
	±0.5
	Same as in LTE

	Fading profile power uncertainty for 2Tx
	dB
	±0.7
	Same as in LTE



The maximum test system uncertainty for test cases defined in section 5 is defined in Table F.1.1.2-2.
[bookmark: _Hlk57207487]Table F.1.1.2-2: Maximum test system uncertainty for FR1 demodulation performance test cases
	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	5.2.2.1.1_1 2Rx FDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA
	± 0.9 dB for > 10Hz doppler
± 1 dB for 10Hz doppler
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
4. SNR uncertainty due to finite test time

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2) + SNR uncertainty due to finite test time2
Signal-to-noise ratio uncertainty ±0.3 dB
Fading profile power uncertainty ±0.7 dB for 2Tx
AWGN flatness and signal flatness ±2.0 dB 
SNR uncertainty due to finite test time ±0.3 dB for 10Hz Doppler, otherwise ±0.0 dB

	5.2.2.1.1_2 2Rx FDD FR1 PDSCH Mapping Type A performance - 2x2 MIMO with enhanced receiver type X for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.1_3 2Rx FDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA - HST (Rel-16 and forward)
	± 0.6 dB for test 1-6
± 0.9 dB for test 1-7
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty, ±0.3 dB
2. Fading profile power uncertainty, ±0.7 dB for 2Tx
3. Effect of AWGN flatness and signal flatness, ±2.0 dB
4. SNR uncertainty due to finite test time, ±0.0 dB for >10Hz Doppler.

For test point 1-6, only 1,3,4 shall be considered since it is tested under non-fading scenario.
For test point 1-7, 1,2,3,4 shall be considered.

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

For test point 1-6, Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + SNR uncertainty due to finite test time2) = 0.9 dB

For test point 1-7, Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + SNR uncertainty due to finite test time2) = 0.9 dB


	5.2.2.1.2_1 2Rx FDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.3_1 2Rx FDD FR1 PDSCH mapping Type B performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.4_1 2Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x2  MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.5_1 2Rx FDD FR1 PDSCH 0.001% BLER performance - 1x2 MIMO with baseline receiver for both SA and NSA
	[± 0.6 dB]
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty
2. Effect of AWGN flatness and signal flatness

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Signal-to-noise ratio uncertainty ±0.3 dB
AWGN flatness and signal flatness ±2.0 dB

NOTE: MU factor due to finite test time is FFS

	5.2.2.2.1_1 2Rx TDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.1_2 2Rx TDD FR1 PDSCH Mapping Type A performance - 2x2 MIMO with enhanced receiver type X for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.2_1 2Rx TDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	[bookmark: _Hlk57207520]5.2.2.2.3_1 2Rx TDD FR1 PDSCH mapping Type B performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.4_1 2Rx TDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.5_1 2Rx FDD FR1 PDSCH 0.001% BLER performance - 1x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.5_1
	Same as 5.2.2.1.5_1

	5.2.3.1.1_1 4Rx FDD FR1 PDSCH mapping Type A performance - 2x4 MIMO with baseline receiver for both SA and NSA
	± 0.9 dB for > 10Hz doppler
± 1.0 dB for 10Hz doppler
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
4. SNR uncertainty due to finite test time

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + SNR uncertainty due to finite test time 2)
Signal-to-noise ratio uncertainty ±0.3 dB
Fading profile power uncertainty ±0.7 dB for 2Tx
AWGN flatness and signal flatness ±2.0 dB
SNR uncertainty due to finite test time ±0.3 dB for 10Hz Doppler, otherwise ±0.0 dB

	5.2.3.1.1_2 4Rx FDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.1_4 4Rx FDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with enhanced receiver type 1 for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.2_1 4Rx FDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 4x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.3_1 4Rx FDD FR1 PDSCH mapping Type B performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.4_1 4Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.5_1 4Rx FDD FR1 PDSCH 0.001% BLER performance - 1x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.5_1
	Same as 5.2.2.1.5_1

	5.2.3.2.1_1 4Rx TDD FR1 PDSCH mapping Type A performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.1_2 4Rx TDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.1_4 4Rx TDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with enhanced receiver type 1 for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.2_1 4Rx TDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.3_1 4Rx TDD FR1 PDSCH mapping Type B performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.5_1 4Rx TDD FR1 PDSCH 0.001% BLER performance - 1x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.5_1
	Same as 5.2.2.1.5_1

	5.3.2.1.1 2Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
4. SNR uncertainty due to finite test time

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2+ SNR uncertainty due to finite test time2)
Signal-to-noise ratio uncertainty ±0.3 dB
Fading profile power uncertainty ±0.5 dB for 1Tx
AWGN flatness and signal flatness ±2.0 dB
SNR uncertainty due to finite test time ±0.4 dB

	5.3.2.1.2 2Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
4. SNR uncertainty due to finite test time

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2+ SNR uncertainty due to finite test time2)
Signal-to-noise ratio uncertainty ±0.3 dB
Fading profile power uncertainty ±0.7 dB for 2 Tx
AWGN flatness and signal flatness ±2.0 dB
SNR uncertainty due to finite test time ±0.4 dB

	5.3.2.2.1 2Rx TDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.3.2.2.2 2Rx TDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.2
	Same as 5.3.2.1.2

	5.3.3.1.1 4Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.3.3.1.2 4Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.2
	Same as 5.3.2.1.2

	5.3.3.2.1 4Rx TDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.3.3.2.2 4Rx TDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.2
	Same as 5.3.2.1.2

	5.5.1 FR1 Sustained downlink data rate performance for single carrier
	±0.7 dB, f ≤ 3.0GHz
±1.0 dB, 3.0GHz < f ≤ 4.2GHz
±1.5 dB, 4.2GHz < f ≤ 6GHz

Downlink EVM ≤ 3%
	3% EVM is equivalent to a Test system downlink SNR of 30.5dB. The noise from the Test system is then sufficiently below that required for the UE to demodulate the signal with the required % success rate. Under these conditions the UE throughput is limited by the Reference measurement channel and the UE capability, and not by the Test system EVM.

	9.4B.1.1 Sustained downlink data rate performance for EN-DC within FR1
	E-UTRA CC:
±0.7 dB, f ≤ 3.0GHz
±1.0 dB, 3.0GHz < f ≤ 4.2GHz

NR CC:
Same as 5.5.1
	Same as 5.5.1
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The derivation of the test requirements for the test cases in section 5 is defined in Table F.1.3.2-1.
Table F.1.3.2-1: Derivation of Test Requirements (FR1 demodulation performance tests)
	Test
	Minimum Requirement in TS 38.101-4
	Test Tolerance
(TT)
	Test Requirement in TS 38.521-4

	5.2.2.1.1_1 2Rx FDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.1_2 2Rx FDD FR1 PDSCH Mapping Type A performance - 2x2 MIMO with enhanced receiver type X for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.1_3 2Rx FDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA - HST (Rel-16 and forward)
	SNRs as specified
	0.6 dB for test 1-6
0.9 dB for test 1-7
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.2_1 2Rx FDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.3_1 2Rx FDD FR1 PDSCH mapping Type B performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.4_1 2Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x2  MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.5_1 2Rx FDD FR1 PDSCH 0.001% BLER performance - 1x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	[0.6 dB]
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.1_1 2Rx TDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.1_2 2Rx TDD FR1 PDSCH Mapping Type A performance - 2x2 MIMO with enhanced receiver type X for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.2_1 2Rx TDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.3_1 2Rx TDD FR1 PDSCH mapping Type B performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.4_1 2Rx TDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.5_1 2Rx FDD FR1 PDSCH 0.001% BLER performance - 1x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	[0.6 dB]
	Formula: SNR + TT
T-put limit unchanged

	5.3.2.1.2 2Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	SNRs as specified
	1.0 dB 
	Formula: SNR + TT
T-put limit unchanged

	5.3.2.1.1 2Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	SNRs as specified
	0.9 dB 
	Formula: SNR + TT
T-put limit unchanged

	5.3.2.2.1 2Rx TDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.2.2.2 2Rx TDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	SNRs as specified
	1.0 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.3.1.1 4Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.3.1.2 4Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	SNRs as specified
	1.0 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.3.2.1 4Rx TDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.3.2.2 4Rx TDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	SNRs as specified
	1.0 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.1_1 4Rx FDD FR1 PDSCH mapping Type A performance - 2x4 MIMO baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.1_2 4Rx FDD FR1 PDSCH mapping Type A performance - 4x4 MIMO baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.2_1 4Rx FDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 4x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.3_1 4Rx FDD FR1 PDSCH mapping Type B performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.1_4 4Rx FDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with enhanced receiver type 1 for both SA and NSA
	SNRs as specified
	0.9 dB for > 10Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.4_1 4Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.5_1 4Rx FDD FR1 PDSCH 0.001% BLER performance - 1x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	[0.6 dB]
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.2_1 4Rx TDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.3_1 4Rx TDD FR1 PDSCH mapping Type B performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.5_1 4Rx TDD FR1 PDSCH 0.001% BLER performance - 1x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	[0.6 dB]
	Formula: SNR + TT
T-put limit unchanged
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