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	Reason for change:
	The GNSS nominal start time being used in V2X testing is 1st January 2012 00:31:00 (GPS time), which is quite far from now. Some unexpected problem might happen to the latest products. It’s proposed to change the time to a nearer time. 
Some information is missing for BDS and UTC time.

	
	

	Summary of change:
	 1. The GNSS nominal start time is changed to 17th September 2020 23:40:00 (GPS time)
2. The scenarios are updated to those currently specified in TS 37.571-5.
3. Missing information added for BDS and UTC time
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<Unchanged Text Skipped>
[bookmark: _Toc27403194][bookmark: _Toc35976858][bookmark: _Toc35977804][bookmark: _Toc36029112][bookmark: _Toc43822442][bookmark: _Toc52167552][bookmark: _Toc75886719][bookmark: _Toc75980470]4.11.2	GNSS Scenarios
The following GNSS scenarios shall be used. 
-	Yuma / Rinex Almanac navigation data: the required file(s) available in the GNSS orbital data sig zip file specified in TS 37.571-5 [68] Annex B are given in Table 4.11.2-1.
Table 4.11.2-1: Yuma / Rinex Almanac navigation data files for V2X and MCS testing
	GNSS supported by UE
	Yuma / Rinex file(s) (1)

	GPS
	Sig GNSS GPS 2020_9_17 Rinex1-3 Yuma.txt

	GLONASS
	Sig GNSS GLONASS 2020_9_17 Rinex1-1 AGL.txt

	Galileo
	Sig GNSS Galileo 2020_9_17 Rinex1-2 Yuma.txt

	BDS
	Sig GNSS BDS 2020_9_17 Rinex.txtFFS

	Note 1: Where the UE supports more than one GNSS then all the relevant Yuma / Rinex data files are used



<Unchanged Text Skipped>
-	Nominal start time: 
17th September 2020 23:40:00 1st January 2012 00:31:00 (GPS time), 17th September 2020 23:39:42 (UTC time: TBD).
-	Visible satellites to be simulated are given in Table 4.11.2-5 and are above 15 degrees elevation with respect to the UE. These satellites have been selected to give a reasonable HDOP for the duration of the test.
Table 4.11.2-5: Satellites to be simulated for V2X and MCS testing
	GNSS supported by UE
	SV IDs of Satellites to be simulated (1)

	GPS
	3, 4, 6, 17, 19, 281, 11, 17, 20, 23, 28

	GLONASS
	3, 4, 5, 10, 18, 193, 4, 9, 10, 18, 20

	Galileo
	3, 5, 13, 15, 21, 275, 10, 11, 18, 19, 20

	BDS
	38, 40, 42, 43, 59, 60FFS

	Note 1: Where the UE supports more than one GNSS then all the relevant satellites are simulated



As an alternative, the contents of this clause in version 16.8.0 of this current specification may be used until September 2023.
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