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[bookmark: _Toc60687152][bookmark: _Toc68726309][bookmark: _Toc75786231]5.3.11	Generic Test Procedure for MCPTT CO call release keeping the pre-established session
5.3.11.1	Initial conditions
As specified in the test case which calls the procedure.
5.3.11.2	Definition of system information messages
The E-UTRA default system information messages as defined in TS 36.508 [6] are used.
5.3.11.3	Procedure
Table 5.3.11.3-1: MCPTT CO call release keeping the pre-established session
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the UE (MCPTT Client) send a SIP REFER message with method “BYE” to release the MCPTT session and keep the pre-established session?
	-->
	SIP REFER
	-
	P

	2
	The SS (MCPTT Server) responds with a SIP 200 (OK)
	<--
	SIP 200 (OK)
	-
	-

	3-
	EXCEPTION: The SS waits 2 seconds before the SS releases the RRC connection.
NOTE: The specified wait period of 2s shall ensure that lower layer signalling (TCP) is finished and any not allowed behaviour captured.
	-
	-
	-
	-



5.3.11.4	Specific message contents
All message contents are as specified in clause 5.5 and in the test case calling the procedure, with the following clarifications:.
Table 5.3.11.4-1: SIP REFER (step 1, Table 5.3.11.3-1)
	Derivation Path: Table 5.5.2.12-1 with condition METHOD-BYE



