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<< Start of changes >>
[bookmark: _Toc27477949][bookmark: _Toc36226642][bookmark: _Toc44323899][bookmark: _Toc52990082][bookmark: _Toc60823281][bookmark: _Toc60825203][bookmark: _Toc69306100][bookmark: _Toc69309840][bookmark: _Toc76020155][bookmark: _Toc83720634]6.3.3.6	SRS time mask
[bookmark: _Toc27477950][bookmark: _Toc36226643][bookmark: _Toc44323900][bookmark: _Toc52990083][bookmark: _Toc60823282][bookmark: _Toc60825204][bookmark: _Toc69306101]6.3.3.6.1	Test purpose
To verify that the SRS time mask meets the requirements given in 6.3.3.6.5.
The time mask for SRS time mask defines the transient period(s) allowed between transmit OFF power and transmit ON power when transmitting the SRS.
Transmission of the wrong power increases interference to other channels, or increases transmission errors in the uplink channel.
[bookmark: _Toc27477951][bookmark: _Toc36226644][bookmark: _Toc44323901][bookmark: _Toc52990084][bookmark: _Toc60823283][bookmark: _Toc60825205][bookmark: _Toc69306102]6.3.3.6.2	Test applicability
This test case applies to all types of NR UE release 15 and forward.
[bookmark: _Toc27477952][bookmark: _Toc36226645][bookmark: _Toc44323902][bookmark: _Toc52990085][bookmark: _Toc60823284][bookmark: _Toc60825206][bookmark: _Toc69306103]6.3.3.6.3	Minimum conformance requirements
For SRS transmission mapped to one OFDM symbol, the ON power is defined as the mean power over the symbol duration excluding any transient period; See Figure 6.3.3.6.3-1
[image: ]
Figure 6.3.3.6.3-1: Single SRS time mask for NR UL transmission

For SRS transmission mapped to two or more OFDM symbols the ON power is defined as the mean power for each symbol duration excluding any transient period. For consecutive SRS transmissions without power change, Figure 6.3.3.6.3-2 applies.
[image: ]
Figure 6.3.3.6.3-2: Consecutive SRS time mask for the case when no power change is required with SRS usage other than antenna switching

When power change between consecutive SRS transmissions is required, then Figure 6.3.3.6.3-3 and Figure 6.3.3.6.3-4 apply.


[image: ]
Figure 6.3.3.6.3-3: Consecutive SRS time mask for the case when power change is required and when 15kHz and 30kHz SCS is used in FR1 with SRS usage other than antenna switching

[image: Graphical user interface
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Figure 6.3.3.6.3-4: Consecutive SRS time mask for the case when power change is required and when 60kHz SCS is used in FR1

[image: Graphical user interface

Description automatically generated]
Figure 6.3.3.6.3-5: FR1 Time mask for 15 kHz and 30 kHz SCS for the case when consecutive SRS switching usage is between antenna switching & other sets

where “other sets” belongs to a “usage set” other than the set for antenna switching. The usage sets for SRS switching are defined in section 6.2.1 of TS 38.214 [12].
NOTE:	Guard period of one symbol is defined between two SRS resources of an SRS resource set for antenna switching for 15kHz, 30kHz and 60kHz SCS in Table 6.2.1.2-1 of TS 38.214 [10].
The above transient period applies to all the transmit CCs in CA with the CC sounding SRS. UE RF requirements do not apply during this transient period.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.3.3.6.
<< End of changes >>
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