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	Reason for change:
	It was agreed in RAN5#93-e discussion paper R5-217790 to have a separate RAT specific PICS parameters for eCall support.

	
	

	Summary of change:
	Updating the applicability conditons of EIEI test cases.

	
	

	Consequences if not approved:
	Incorrect applicabilities remain in specification.
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<Start of modified section>
Table 4-1: Applicability of tests and additional information for testing
	…
	
	
	
	
	
	
	
	

	8.2.4.27
	RRC connection reconfiguration / Handover / Success / Intra-frequency in Enhanced Coverage
	Rel-13
	C254c
	UEs supporting E-UTRA and CE mode A and eventA3 for intra-frequency neighbouring cells in normal coverage and intra-frequency handover to target cell in normal coverage 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.28
	eCall Only mode / RRC connection reconfiguration / Inter-frequency Handover / Success
	Rel-14
	C314a
	UEs supporting E-UTRA and IMS eCall Only type of emergency services over EPS and eCall only and Automatic type of eCall initiation
	pc_eFDD
	
	Note 7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.29
	UDC/ RRC connection reconfiguration / Handover / Success
	Rel-15
	C352
	UEs supporting E-UTRA and the uplink data compression operation
	pc_eFDD
	
	

	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	
	
	
	
	
	
	
	



<End of modifed section>
<Start of modified section>
	11.3
	eCall over IMS
	
	
	
	
	
	
	

	11.3.1
	eCall Only mode / T3444 / eCall inactivity procedure / Removal of eCall only restriction after an eCall over IMS
	Rel-14
	C314
	UEs supporting E-UTRA and IMS eCall Only type of emergency services over EPS and eCall only and Manual type of eCall initiation
	pc_eFDD
	
	Note 7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.3.2
	eCall Only mode / T3445 / eCall inactivity procedure / Removal of eCall only restriction after a call to URI for test service
	Rel-14
	C315
	UEs supporting E-UTRA and IMS eCall Only type of emergency services over EPS and eCall only and Manual type of eCall initiation and capable of triggering a Test eCall
	pc_eFDD
	
	Note 7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.3.3
	eCall capable / EPS supports IMS voice over PS session / EPS supports emergency service / eCall over IMS is not supported / eCall using the CS domain / emergency call over IMS if eCall using the CS domain is not available / UTRA or GERAN
	Rel-14
	C316
	UEs supporting E-UTRA and UTRA or GERAN and IMS eCall type of emergency services over EPS and eCall Capable and Automatic type of eCall initiation and IMS emergency call
	pc_eFDD
	
	Note 7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.3.4
	eCall Only mode / EPS supports IMS voice over PS session / EPS does not support emergency service / eCall over IMS is not supported / eCall using CS domain / eCall failure if CS domain is not available
	Rel-14
	C317
	UEs supporting E-UTRA and UTRA or GERAN and IMS eCall Only type of emergency services over EPS and eCall only and Automatic type of eCall initiation
	pc_eFDD
	
	Note 7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.3.5
	eCall Only mode / EPS supports IMS voice over PS session / EPS supports emergency service / eCall over IMS is supported / RACH failure in EUTRA cell / eCall using the CS domain
	Rel-14
	C317
	UEs supporting E-UTRA and UTRA or GERAN and IMS eCall Only type of emergency services over EPS and eCall only and Automatic type of eCall initiation
	pc_eFDD
	
	Note 7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.3.6
	eCall Only mode / Limited service state / Call to URI for test service should not be attempted / eCall over IMS should be attempted
	Rel-14
	C315
	UEs supporting E-UTRA and IMS eCall Only type of emergency services over EPS and eCall only and Manual type of eCall initiation and capable of triggering a Test eCall
	pc_eFDD
	
	Note 7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.3.7
	eCall Only mode / SRVCC Handover to CS domain / UTRAN / MSD Update / Success
	Rel-14
	C318
	UEs supporting E-UTRA and UTRA and IMS eCall Only type of emergency services over EPS and eCall only and Manual type of eCall initiation
	pc_eFDD
	
	Note 7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.3.8
	eCall Only mode / SRVCC Handover to CS domain / GERAN / MSD Update / Success
	Rel-14
	C319
	UEs supporting E-UTRA and GERAN and IMS eCall Only type of emergency services over EPS and eCall only and Manual type of eCall initiation
	pc_eFDD
	
	Note 7
	

	
	
	
	
	
	pc_eTDD
	
	
	



<End of modifed section>
<Start of modified section>
Table 4-1a: Applicability of tests Conditions
	…

	C114	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/7 AND A.4.4-1/39 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C314a	IF (A.4.1-1/1 OR A.4.1-1/2) AND [45]A.12/55 AND [8]A.10/17 THEN R ELSE N/A

	C115	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/7 AND [8]A.2/1 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	…

	C313	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/164

	C314	IF (A.4.1-1/1 OR A.4.1-1/2) AND [45]A.12/55 AND [8]A.10/16 THEN R ELSE N/A

	C314a	IF (A.4.1-1/1 OR A.4.1-1/2) AND [45]A.12/55 AND [8]A.10/17 THEN R ELSE N/A

	C315	IF (A.4.1-1/1 OR A.4.1-1/2) AND [45]A.12/55 AND [8]A.10/16 AND [8]A.10/19 THEN R ELSE N/A

	C316	IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-1/6 OR A.4.1-1/7) AND [45]A.12/54 AND [8]A.10/17 AND A.4.2.1.1-1/4 THEN R ELSE N/A

	C317	IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-1/6 OR A.4.1-1/7) AND [45]A.12/55 AND [8]A.10/17 THEN R ELSE N/A

	C318	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND [45]A.12/55 AND [8]A.10/16 THEN R ELSE N/A

	C319	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/7 AND [45]A.12/55 AND [8]A.10/16 THEN R ELSE N/A

	C320	IF A.4.1-1/1 AND A.4.3.3-1/1 AND A.4.4-1/109 AND A.4.4-1/166 THEN R ELSE N/A



<End of modifed section>
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