

	
3GPP TSG-RAN5 Meeting #94-e	R5-220063
Electronic Meeting, 21st February– 4th March 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.521-3
	CR
	1251
	rev
	-
	Current version:
	17.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction of Test applicability of 6.2B.2.3

	
	

	Source to WG:
	CAICT

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	[bookmark: _GoBack]2022-02-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	6.2B.2.3 MPR test case can not be skipped when 6.5B.2.3.1 SEM is executed as 6.5B.2.3.1 SEM only includes parts of the test points of 6.2B.2.3 MPR.

	
	

	Summary of change:
	Test applicability of 6.2B.2.3 was crrected to remove 6.5B.2.3.1 SEM in the NOTE.

	
	

	Consequences if not approved:
	Test applicability of 6.2B.2.3 will remain incorrect and may lead to wrong execution in certification.

	
	

	Clauses affected:
	6.2B.2.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<< Unchanged sections omitted >>
[bookmark: _Toc90493346][bookmark: _Toc90493986]6.2B.2.3	UE Maximum Output Power reduction for Inter-Band EN-DC within FR1 (1 NR CC)
6.2B.2.3.1	Test purpose
Same test purpose as in clause 6.2.2.1 in TS 38.521-1 [8] for the NR carrier.
6.2B.2.3.2	Test applicability
The requirements of this test apply to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR UL CC.
NOTE:	Test execution is not necessary if clause 6.5B.2.3.1 SEM or clause 6.5B.2.3.3 ACLR is executed since MPR requirement is verified in these twois test cases.
6.2B.2.3.3	Minimum conformance requirements
For inter-band EN-DC between E-UTRA and FR1 NR, UE maximum output power reduction specified in TS 36.101 [5] and TS 38.101-1 [2] apply for E-UTRA and NR respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.2.3.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<< End of changes >>
