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<< Unchanged sections omitted >>
7.3C.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.2-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 7.3C.2.4.1-1 and 7.3C.2.4.1-2. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A2.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.3C.2.4.1-1: Test Configuration Table for SUL without exceptions
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for SUL carrier. 
Low, Mid, High range for non-SUL carrier
With following exceptions:
SUL_n78-n80: High in band n78

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for Non-SUL carrier
For SUL band:
n80: 30 MHz
n81: 20 MHz
n82: 20 MHz
n83: 20 MHz
n84: 20 MHz
n86: 40 MHz
n95: 15 MHz

	Test SCS as specified in Table 5.5C-1
	15kHz for both SUL carrier 
Lowest for Non-SUL carrier

	Test Parameters

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	Modulation
	RB allocation
	
	Modulation
	RB allocation (NOTE 2)

	1
	CP-OFDM QPSK
	Full RB (NOTE 1)
	N/A
	DFT-s-OFDM QPSK
	REFSENS 
(NOTE 2)

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	REFSENS refers to Table 7.3C.2.4.1-1a which defines uplink RB configuration and start RB location for each SCS, channel BW and NR band.
NOTE 3:	In a band where UE supports 4Rx, the test needs to be repeated with only 2Rx antennas connected and the other antennas terminated.
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