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[bookmark: _Toc524968914][bookmark: _Toc524968908][bookmark: _Toc36713251][bookmark: _Toc36713654][bookmark: _Toc75510019][bookmark: _Toc52217967][bookmark: _Toc58499579][bookmark: _Toc68538436][bookmark: _Toc90971497]<<< START OF CHANGES >>>
[bookmark: _Toc68098321][bookmark: _Toc21026344][bookmark: _Toc58952293][bookmark: _Toc68098048][bookmark: _Toc92802574][bookmark: _Toc52550588][bookmark: _Toc76557516][bookmark: _Toc84435408][bookmark: _Toc68360451][bookmark: _Toc36196740][bookmark: _Toc27743596][bookmark: _Toc36197432][bookmark: _Toc43898097]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
<< UNCHANGED PARTS SKIPPED >>
MPR	Allowed maximum power reduction
NR	New Radio
[bookmark: _GoBack]NR/5GC	NR connected to 5GC
NR-ARFCN	NR Absolute Radio Frequency Channel Number
NS	Network Signalling
OCNG	OFDMA Channel Noise Generator
OOB	Out-of-band
<< UNCHANGED PARTS SKIPPED >>
[bookmark: _Toc84435411][bookmark: _Toc76557519][bookmark: _Toc92802577][bookmark: _Toc52550591][bookmark: _Toc68098324][bookmark: _Toc68360454][bookmark: _Toc27743599][bookmark: _Toc58952296][bookmark: _Toc21026347][bookmark: _Toc68098051][bookmark: _Toc36196743][bookmark: _Toc36197435][bookmark: _Toc43898100]4.2	Applicability of minimum requirements
a)	In TS 38.101-2 [3] the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios.
b)	For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.
c)	The spurious emissions power requirements are for the long-term average of the power. For the purpose of reducing measurement uncertainty it is acceptable to average the measured power over a period of time sufficient to reduce the uncertainty due to the statistical nature of the signal.
d)	All the requirements for intra-band contiguous and non-contiguous CA apply under the assumption of the same slot format indicated by TDD-UL-DL-ConfigurationCommon and TDD-UL-DL-ConfigurationDedicated in the PCell and SCells for NR SA/5GC.
<< UNCHANGED PARTS SKIPPED >>
[bookmark: _Toc36196746][bookmark: _Toc68098054][bookmark: _Toc68098327][bookmark: _Toc58952299][bookmark: _Toc68360457][bookmark: _Toc36197438][bookmark: _Toc27743602][bookmark: _Toc84435414][bookmark: _Toc52550594][bookmark: _Toc43898103][bookmark: _Toc76557522][bookmark: _Toc92802580]4.5	Applicability and test coverage rules
The applicability and test coverage rules for StandaloneNR/5GC and Non-StandaloneEN-DC capable devices shall include the following:
If a test case for a FR2 NR band in a device is tested in NSAEN-DC mode for non-exceptional requirement as per TS 38.521-3 [14], it shall fulfil the coverage requirement for that test case for standaloneNR/5GC FR2 test requirements for that NR band and need not be retested.
<< END OF CHANGES >>
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