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< Unchanged sections omitted >
Table 4-9: Applicability of tests and additional information for testing for test cases in TS 37.571-2 [6] for NR
	Clause
	TC Title
	Release of LPP
	Applicability
	
	

	
	
	
	Condition
	Comment(4)
	Release RAT

	9.3
	LPP Procedures
	
	
	
	

	9.3.1
	LPP Common Procedures
	
	
	
	

	9.3.1.1
	Position Capability Transfer
	Rel-9
	C01ns
	All UEs supporting LPP
	Rel-15

	9.3.1.2_5s
	LPP Abort: Subtest 5
	Rel-15
	C02ns
	All UEs supporting UE-Assisted OTDOA(6)
	Rel-15

	9.3.1.2_11s
	LPP Abort: Subtest 11
	Rel-13 only
	C06ns
	All UEs supporting UE-Assisted WLAN
	Rel-15

	9.3.1.2_12s
	LPP Abort: Subtest 12
	Rel-13 only
	C05ns
	All UEs supporting UE-Assisted MBS
	Rel-15

	9.3.1.2_13s
	LPP Abort: Subtest 13
	Rel-13
	C03ns
	All UEs supporting UE-Assisted Bluetooth
	Rel-15

	9.3.1.2_15s
	LPP Abort: Subtest 15
	Rel-9(2)
	C04ns
	All UEs supporting UE-Based or UE-Assisted A-GNSS(1)
	Rel-15

	9.3.1.2_16s
	LPP Abort: Subtest 16
	Rel-14
	C05ns
	All UEs supporting UE-Assisted MBS
	Rel-15

	9.3.1.2_17s
	LPP Abort: Subtest 17
	Rel-14
	C06ns
	All UEs supporting UE-Assisted WLAN
	Rel-15

	9.3.1.2_19s
	LPP Abort: Subtest 19
	Rel-16
	C19ns
	All UEs supporting UE-Assisted Multi-RTT
	Rel-16

	9.3.1.2_20s
	LPP Abort: Subtest 20
	Rel-16
	C20ns
	All UEs supporting UE-Based or UE-Assisted DL-AoD
	Rel-16

	9.3.1.2_21s
	LPP Abort: Subtest 21
	Rel-16
	C21ns
	All UEs supporting UE-Based or UE-Assisted DL-TDOA
	Rel-16

	9.3.2
	LPP Transport
	
	
	
	

	9.3.2.1
	LPP Duplicated Message
	Rel-9
	C01ns
	All UEs supporting LPP
	Rel-15

	9.3.2.2
	LPP Acknowledgement
	Rel-9
	C01ns
	All UEs supporting LPP
	Rel-15

	9.3.2.3
	LPP Retransmission
	Rel-9
	C07ns
	All UEs supporting LPP and the sending of acknowledgement request in LPP Provide Capabilities message
	Rel-15

	9.3.3
	LPP Error Handling
	
	
	
	

	9.3.3.1
	Void
	
	
	
	

	9.3.3.1A
	Void
	
	
	
	

	9.3.3.1B
	LPP Requested Method not Supported - UE-Assisted
	Rel-9(2) (5)
	C08ns
	All UEs supporting at least one of UE-Assisted GNSS(1), UE-Assisted OTDOA(6), or UE-Assisted ECID or UE-Assisted WLAN or UE-Assisted MBS or UE-Assisted Bluetooth or UE-Assisted Sensor or UE-Assisted DL-TDOA or UE-Assisted DL-AoD or UE-Assisted Multi-RTT or UE-Assisted NR E-CID but not all of them
	Rel-15

	9.3.4
	LPP Positioning Procedures
	
	
	
	

	9.3.4.1_15s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based: Subtest 15
	Rel-9(2)
	C10ns
	All UEs supporting UE-Based A-GNSS(1)
	Rel-15

	9.3.4.1_16s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based: Subtest 16
	Rel-14
	C11ns
	All UEs supporting UE-Based MBS
	Rel-15

	9.3.4.1_17s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based: Subtest 17
	Rel-14
	C12ns
	All UEs supporting UE-Based WLAN
	Rel-15

	9.3.4.1_18s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based: Subtest 18
	Rel-14
	C13ns
	All UEs supporting UE-Based Sensor
	Rel-15

	9.3.4.1_20s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based: Subtest 20
	Rel-16
	C22ns
	All UEs supporting UE-Based DL-AoD
	Rel-16

	9.3.4.1_21s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based: Subtest 21
	Rel-16
	C23ns
	All UEs supporting UE-Based DL-TDOA
	Rel-16

	9.3.4.2_5s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 5
	Rel-15
	C02ns
	All UEs supporting UE-Assisted OTDOA(6)
	Rel-15

	9.3.4.2_6s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 6
	Rel-9
	C15ns
	All UEs supporting UE-Assisted ECID
	Rel-15

	9.3.4.2_7s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 7
	Rel-15
	C16ns
	All UEs supporting UE-Assisted GNSS and OTDOA(6)
	Rel-15

	9.3.4.2_11s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 11
	Rel-13 only
	C06ns
	All UEs supporting UE-Assisted WLAN
	Rel-15

	9.3.4.2_12s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 12
	Rel-13 only
	C05ns
	All UEs supporting UE-Assisted MBS
	Rel-15

	9.3.4.2_13s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 13
	Rel-13
	C03ns
	All UEs supporting UE-Assisted Bluetooth
	Rel-15

	9.3.4.2_14s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 14
	Rel-13 only
	C09ns
	All UEs supporting UE-Assisted Sensor
	Rel-15

	9.3.4.2_15s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 15
	Rel-9(2)
	C14ns
	All UEs supporting UE-Assisted A-GNSS(1)
	Rel-15

	9.3.4.2_16s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 16
	Rel-14
	C05ns
	All UEs supporting UE-Assisted MBS
	Rel-15

	9.3.4.2_17s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 17
	Rel-14
	C06ns
	All UEs supporting UE-Assisted WLAN
	Rel-15

	9.3.4.2_18s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 18
	Rel-14
	C09ns
	All UEs supporting UE-Assisted Sensor
	Rel-15

	9.3.4.2_19s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 19
	Rel-16
	C19ns
	All UEs supporting UE-Assisted Multi-RTT
	Rel-16

	9.3.4.2_20s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 20
	Rel-16
	C24ns
	All UEs supporting UE-Assisted DL-AoD
	Rel-16

	9.3.4.2_21s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 21
	Rel-16
	C25ns
	All UEs supporting UE-Assisted DL-TDOA
	Rel-16

	9.3.4.2_22s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Assisted: Subtest 22
	Rel-16
	C26ns
	All UEs supporting UE-Assisted NR E-CID
	Rel-16

	9.3.4.3_15s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Based: Subtest 15
	Rel-9(2)
	C10ns
	All UEs supporting UE-Based A-GNSS(1)
	Rel-15

	9.3.4.3_16s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Based: Subtest 16
	Rel-14
	C11ns
	All UEs supporting UE-Based MBS
	Rel-15

	9.3.4.3_17s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Based: Subtest 17
	Rel-14
	C12ns
	All UEs supporting UE-Based WLAN
	Rel-15

	9.3.4.3_18s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Based: Subtest 18
	Rel-14
	C13ns
	All UEs supporting UE-Based Sensor
	Rel-15

	9.3.4.3_20s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Based: Subtest 20
	Rel-16
	C22ns
	All UEs supporting UE-Based DL-AoD
	Rel-16

	9.3.4.3_21s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Based: Subtest 21
	Rel-16
	C23ns
	All UEs supporting UE-Based DL-TDOA
	Rel-16

	9.3.4.4_5s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Assisted: Subtest 5
	Rel-15
	C02ns
	All UEs supporting UE-Assisted OTDOA(6)
	Rel-15

	9.3.4.4_7s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Assisted: Subtest 7
	Rel-15
	C16ns
	All UEs supporting UE-assisted A-GNSS(1) and UE-assisted OTDOA(6)
	Rel-15

	9.3.4.4_15s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Assisted: Subtest 15
	Rel-9(2)
	C14ns
	All UEs supporting UE-Assisted A-GNSS(1)
	Rel-15

	9.3.4.4_16s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Assisted: Subtest 16
	Rel-14
	C05ns
	All UEs supporting UE-Assisted MBS
	Rel-15

	9.3.4.4_17s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Assisted: Subtest 17
	Rel-14
	C06ns
	All UEs supporting UE-Assisted WLAN
	Rel-15

	9.3.4.4_18s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Assisted: Subtest 18
	Rel-14
	C09ns
	All UEs supporting UE-Assisted Sensor
	Rel-15

	9.3.4.4_19s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Assisted: Subtest 19
	Rel-16
	C19ns
	All UEs supporting UE-Assisted Multi-RTT
	Rel-16

	9.3.4.4_20s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Assisted: Subtest 20
	Rel-16
	C24ns
	All UEs supporting UE-Assisted DL-AoD
	Rel-16

	9.3.4.4_21s
	E-SMLC Initiated Position Measurement without Assistance Data: UE-Assisted: Subtest 21
	Rel-16
	C25ns
	All UEs supporting UE-Assisted DL-TDOA
	Rel-16

	9.4
	RRC Protocol Procedures
	
	
	
	

	9.4.1_15s
	PosSIB broadcasting followed by location information transfer: Subtest 15
	Rel-15
	C10ns
	All UEs supporting UE-Based A-GNSS(1)
	Rel-15

	9.4.1_20s
	PosSIB broadcasting followed by location information transfer: Subtest 20
	Rel-16
	C22ns
	All UEs supporting UE-Based DL-AoD
	Rel-16

	9.4.1_21s
	PosSIB broadcasting followed by location information transfer: Subtest 21
	Rel-16
	C23ns
	All UEs supporting UE-Based DL-TDOA
	Rel-16

	9.4.1_23s
	PosSIB broadcasting followed by location information transfer: Subtest 23
	Rel-16
	C11ns
	All UEs supporting UE-Based MBS
	Rel-16

	9.4.1_24s
	PosSIB broadcasting followed by location information transfer: Subtest 24
	Rel-16
	C13ns
	All UEs supporting UE-Based Sensor
	Rel-16

	NOTE 1: The GNSS combination of GPS, GLONASS, Galileo, BDS supported by the UE
NOTE 2: If the GNSS combination supported by the UE includes Galileo and/or BDS then Rel-12 of LPP is required
NOTE 3: Void
NOTE 4: The required support of RAN-CN Interface Options is given in Table 4-10.
NOTE 5: If the UE-Assisted DL-TDOA or UE-Assisted DL-AoD or UE-Assisted Multi-RTT or UE-Assisted NR E-CID supported by the UE then Rel-16 LPP is required.
NOTE 6: For UEs supporting NG-RAN NR (Option 2) support of inter-RAT RSTD for EUTRA measurements is also required.



