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<Start of modified section 1>
4.9.31	Test procedure for check user plane connectivity on PC5 unicast link
4.9.31.1	Scope
The purpose of this procedure is to check user plane connectivity on established PC5 unicast link.
4.9.31.2	Procedure description
4.9.31.2.1	Initial conditions
The UE is in state 1N-B, 3N-B or 4-A. The PC5 unicast link between the UE and the NR-SS-UE and corresponding AS layer connection (PC5-RRC, sidelink DRB) have been established.
4.9.31.2.2	Procedure sequence
Table 4.9.31.2.2-1: Procedure for check user plane connectivity on PC5 unicast link 
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The SS triggers UE to close UE test loop mode E (Receive Mode).

NOTE: Closing of UE test loop mode E may be performed by MMI or AT command (+CCUTLE).
	-
	-
	-
	-

	2
	The NR-SS-UE transmits one IP Packet to on SL DRB#n

NOTE: SL DRB#n is the SL DRB which associated with the PC5 unicast link to be verified.
	-
	-
	-
	-

	3
	The SS requests the UE to report the counter of successful reception of STCH PDCP SDU packets.

NOTE: Requesting the UE to report the counter of successful reception of STCH PDCP SDU packets may be performed by MMI or AT command (+CUSPCREQ).
	-
	-
	-
	-

	4
	The UE sends an AT command +CUSPCREQ to report the counter of successful reception of sidelink PSCCH transport blocks, STCH PDCP SDU packets and PSSCH transport blocks
	-
	-
	-
	-

	5
	Check: Does the reported counter of successful reception of STCH PDCP SDU packets equal to 1?
	-
	
	-
	P

	6
	The SS triggers UE to open UE test loop mode E.

NOTE: Opening of UE test loop mode E may be performed by MMI or AT command (+CCUTLE).
	-
	-
	-
	-

	7
	The SS triggers UE to close UE test loop mode E (Transmite Mode).
[bookmark: _GoBack]
NOTE: Closing of UE test loop mode E may be performed by MMI or AT command (+CCUTLE).
	-
	-
	-
	-

	8
	Check: Does UE send an STCH PDCP PDU on SL DRB#n?
	-
	-
	-
	P



4.9.31.3	Specific message contents
FFS

<End of modified section 1>

