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	Reason for change:
	1, V2X Eutra and NR frequencies are hard-coded, and they will not be different depending on the band under test used.


	
	

	Summary of change:
	1, Use ”ARFCN-ValueNR with SL_SSB condition” to indicate V2X NR frequency.
2. Use ”Downlink E-UTRA ARFCN under test” to indicate V2X Eutra frequency.
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<Start of modified section 1>
–	V2X E-UTRA frequencies
Table 4.7.5.5-28: V2X E-UTRA frequencies
	Derivation Path: TS 24.588 Figure 5.3.1.28

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X E-UTRA frequencies contents
	Set to the actual length of 'V2X E-UTRA frequencies contents' in bytes
	
	

	V2X E-UTRA frequency 1
	Downlink E-UTRA ARFCN under test. 
f5 of Table 6.2.3.5-1 in TS 36.508 [2]
54890
	5890MHz of B47 in TS 36.101 
	SIG

	
	Downlink E-UTRA ARFCN under test. 
Mid Range EARFCN value of Table 4.3.1.2.15-1 in TS 36.508 [2].
	
	

	V2X E-UTRA frequency 2
	FFS
	
	




<End of modified section 1>
<Start of modified section 2>
–	V2X NR frequencies
Table 4.7.5.5-36: V2X NR frequencies
	Derivation Path: TS 24.588 Figure 5.3.1.36

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X NR frequencies contents
	Set to the actual length of 'V2X NR frequencies contents' in bytes
	
	

	V2X NR frequency 1
	791000 ARFCN-ValueNR with condition SL_SSB in Table 4.6.3-5
	5865MHz of n47 in TS 38.101-1 
	

	V2X NR frequency 2
	FFS
	
	



<End of modified section 2>

