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	Reason for change:
	1. <status>=1 corresponds to activating test mode E rather than deactivating test mode E according to 27.007 cl 15.2.
2. <test_loop_mode> must be included when <status>=1, However, it's still missing in Table 4.7I-1
	27.007:
The set command is used to activate or deactivate the UE test mode according to UE test mode procedures as defined in 3GPP TS 36.509 [142] subclause 5.3.2 and subclause 5.3.3 for V2X over E-UTRA PC5, and in 3GPP TS 38.509 [178] subclause 5.2.2 and subclause 5.2.3 for V2X over NR PC5. When <status>=1, the set command activates the UE test mode and sets the UE in test loop mode. The parameter <test_loop_mode> must be included to indicate the UE test loop mode. When <status>=0, the set command deactivates the UE test mode. Refer subclause 9.2 for possible <err> values.
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<Start of modified section 1>
[bookmark: _Toc27403154][bookmark: _Toc35976818][bookmark: _Toc35977764][bookmark: _Toc36029072][bookmark: _Toc43822402][bookmark: _Toc52167512][bookmark: _Toc75886679][bookmark: _Toc75980430]4.7I	Default AT Command message and information element
[bookmark: _Toc27403155][bookmark: _Toc35976819][bookmark: _Toc35977765][bookmark: _Toc36029073][bookmark: _Toc43822403][bookmark: _Toc52167513][bookmark: _Toc75886680][bookmark: _Toc75980431]-	AT Command +CATM
This AT Command is sent by the SS to the UE.
Table 4.7I-1: +CATM
	Derivation Path: 27.007 clause 15

	Field
	Value/remark
	Comment
	Condition

	+CATM=
	
	
	

	  <status>
	0
	
	DeactivationActivation

	  <status>
	1
	
	ActivationDeactivation

	    <test_loop_mode>
	1
	UE test loop mode E
	Activation



	Condition
	Explanation

	Activation
	Activate UE test loop mode.

	Deactivation
	Deactivate UE test loop mode



[bookmark: _Toc27403156][bookmark: _Toc35976820][bookmark: _Toc35977766][bookmark: _Toc36029074][bookmark: _Toc43822404][bookmark: _Toc52167514][bookmark: _Toc75886681][bookmark: _Toc75980432]-	AT Command +CCUTLE
This AT Command is sent by the SS to the UE.
Table 4.7I-2: +CCUTLE
	Derivation Path: 27.007 clause 15

	Field
	Value/remark
	Comment
	Condition

	+ CCUTLE =
	
	
	

	  <status> 
	1
	
	Open

	  <status>
	0
	
	Close

	    <direction>
	1
	
	Transmit

	    <direction>
	0
	
	Receive

	      <format>
	1
	
	Receive

	      <length>
	1
	
	Receive

	      <monitor_list>
	HEX ‘0000AA’
	
	Receive



	Condition
	Explanation

	Open
	Open UE test loop back mode E.

	Close
	Close UE test loop back mode E

	Transmit
	UE is configured to transmit V2X communication packets

	Receive
	UE is configured to receive V2X communication packets



[bookmark: _Toc27403157][bookmark: _Toc35976821][bookmark: _Toc35977767][bookmark: _Toc36029075][bookmark: _Toc43822405][bookmark: _Toc52167515][bookmark: _Toc75886682][bookmark: _Toc75980433]-	AT Command +CUTCR
This AT Command is sent by the SS to the UE.
Table 4.7I-3: +CUTCR
	Derivation Path: 27.007 clause 15

	Field
	Value/remark
	Comment
	Condition

	+CUTCR
	
	This AT command has no additional fields
	



[bookmark: _Toc27403158][bookmark: _Toc35976822][bookmark: _Toc35977768][bookmark: _Toc36029076][bookmark: _Toc43822406][bookmark: _Toc52167516][bookmark: _Toc75886683][bookmark: _Toc75980434]-	AT Command +CUSPCREQ
This AT Command is sent by the SS to the UE.
Table 4.7I-4: +CUSPCREQ
	Derivation Path: 27.007 clause 15

	Field
	Value/remark
	Comment
	Condition

	+CUSPCREQ
	
	This AT command has no additional fields
	




<End of modified section 1>
