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[bookmark: _Toc524968908][bookmark: _Toc524968914][bookmark: _Toc36713251][bookmark: _Toc58499579][bookmark: _Toc36713654][bookmark: _Toc68538436][bookmark: _Toc90971497][bookmark: _Toc75510019][bookmark: _Toc52217967]<<< START OF CHANGES >>>
[bookmark: _Toc90493971][bookmark: _Toc85051333][bookmark: _Toc90493331]6.2B.1.3A	UE Maximum Output Power for Inter-Band NE-DC within FR1
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-		Message contents are FFS.
6.2B.1.3A.1	Test purpose
Same test purpose as in clause 6.2B.1.3.1.
6.2B.1.3A.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting inter-band NE-DC operating on FR1.
6.2B.1.3A.3	Minimum conformance requirements
For inter-band NE-DC of E-UTRA and NR in FR1, the following UE power classes define the maximum output power for any transmission bandwidth within the aggregated channel bandwidth. The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1 ms). UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector.
Table 6.2B.1.3A.3-1: Maximum output power for inter-band NE-DC (two bands)
	NE-DC configuration
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_n1A_28A
	23
	+2/-3

	DC_n28A_3A
DC_n28A_3C
	23
	+2/-3

	DC_n28A_39A
	23
	+2/-3

	DC_n78A_1A
	23
	+2/-3

	DC_n78A_3A
	23
	+2/-3

	DC_n78A_5A
	23
	+2/-3

	DC_n78A_7A
	23
	+2/-3

	DC_n78A_8A
	23
	+2/-3

	DC_n78A_26A
	23
	+2/-3


<< UNCHANGED TEXT SKIPPED >>
6.2B.1.3A.5	Test requirements
For test ID 1~6 the maximum output power for the DC configuration, derived in step 3 shall be within the range prescribed by the UE Power Class and tolerance in Table 6.2B.1.3A.5-1 for NE-DC.
Table 6.2B.1.3A.5-1: Maximum output power for inter-band NE-DC (two bands), for overlapping UL transmission
	NE-DC configuration
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_n1A_28A
	23
	+2+TT/-3-TT

	DC_n28A_3A
DC_n28A_3C
	23
	+2+TT/-3-TT

	DC_n28A_39A
	23
	+2+TT/-3-TT

	DC_n78A_1A
	23
	+2+TT/-3-TT

	DC_n78A_3A
	23
	+2+TT/-3-TT

	DC_n78A_5A
	23
	+2+TT/-3-TT

	DC_n78A_7A
	23
	+2+TT/-3-TT

	DC_n78A_8A
	23
	+2+TT/-3-TT

	DC_n78A_26A
	23
	+2+TT/-3-TT



Same Test Tolerance as in Table 6.2B.1.3.5-3.
<< UNCHANGED TEXT SKIPPED >>
[bookmark: _Toc29495291][bookmark: _Toc90493481][bookmark: _Toc75972031][bookmark: _Toc43977017][bookmark: _Toc90494118][bookmark: _Toc68206236][bookmark: _Toc60743051][bookmark: _Toc52213589][bookmark: _Toc36116336][bookmark: _Toc85051459][bookmark: _Toc90493478][bookmark: _Toc36118385][bookmark: _Toc36560500][bookmark: _Toc85051462][bookmark: _Toc90494121][bookmark: _Toc27475753][bookmark: _Toc85051537][bookmark: _Toc90494196][bookmark: _Toc90493556][bookmark: _Toc37256976][bookmark: _Toc77241342][bookmark: _Toc45890706][bookmark: _Toc91071711][bookmark: _Toc45892340][bookmark: _Toc61378322][bookmark: _Toc52353164][bookmark: _Toc45892750][bookmark: _Toc76736930][bookmark: _Toc67953987][bookmark: _Toc68733654][bookmark: _Toc45891930][bookmark: _Toc36651701][bookmark: _Toc61378797][bookmark: _Toc68784970][bookmark: _Toc21351680][bookmark: _Toc83909744][bookmark: _Toc53174987][bookmark: _Toc29807262][bookmark: _Toc37256635][bookmark: _Toc83743223][bookmark: _Toc36648976][bookmark: _Toc77241847]6.4B.2.3.4.5	Test requirement
Same test requirement as in clause 6.4.2.4.5 in TS 38.521-1 [8] for the NR carrier.
6.4B.2.3a	Transmit Modulation Quality for inter-band NE-DC within FR1
6.4B.2.3A.1	Error Vector Magnitude for inter-band NE-DC within FR1
No exception requirements applicable to NR or LTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested covered in 6.4.2.1 and 6.4A.2.1 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.5.2.1 and  6.5.2A.1 of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< UNCHANGED TEXT SKIPPED >>
6.5B.2.3.3.5	Test requirement
If the measured adjacent channel power is greater than –50 dBm then the measured NR ACLR shall be higher than the limits in table 6.5.2.4.1.5-2 defined in clause 6.5.2.4.1.5 in TS 38.521-1 [8] for the NR carrier.
6.5B.2.3a	Out-of-band emissions for Inter-band NE-DC within FR1
[bookmark: _Toc90494173][bookmark: _Toc85051514][bookmark: _Toc90493533]6.5B.2.3A.1	Spectrum emissions mask for Inter-band NE-DC within FR1
No exception requirements applicable to NR or LTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 6.5.2.2 and 6.5A.2.2 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.6.2.1 and 6.6.2.1A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< UNCHANGED TEXT SKIPPED >>
6.5B.3.3a	Inter-band NE-DC within FR1
6.5B.3.3A.1	General Spurious Emissions for Inter-band NE-DC within FR1
No exception requirements applicable to NR or LTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 6.5.3.1 and 6.5A.3.1 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.6.3.1 and 6.6.3.1A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
6.5B.3.3a.2	Spurious emission band UE co-existence for Inter-band NE-DC within FR1
FFS
<< END OF CHANGES >>
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