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-------- Start of changes --------

6.5B.3.3.1.5	Test Requirement
[bookmark: _Toc27475822][bookmark: _Toc29495345][bookmark: _Toc36116390][bookmark: _Toc36118439][bookmark: _Toc36560554][bookmark: _Toc43977071][bookmark: _Toc52213647][bookmark: _Toc60743112][bookmark: _Toc68206300]For EN-DC configurations listed in Table 6.5B.3.3.1.5-1, the corresponding test requirements of the same table apply.
For EN-DC configurations without test requirements specified in Table 6.5B.3.3.1.5-1, the test requirements in clause 6.5B.3.1.1.5 shall apply.
For EN-DC only capable devices, for EN-DC configurations listed in Table 6.5B.3.3.1.5-1, in addition to Table 6.5B.3.3.1.5-1, test requirements for NR carrier are the same as Table 6.5.3.1.5-1 in TS 38.521-1 [8].
Table 6.5B.3.3.1.5-1: General spurious emissions test requirements
	Frequency Range
	Maximum
Level
	Measurement
Bandwidth
	Note

	Test requirements for DC_1A_n3A configuration

	135 MHz ≤ f ≤ 270 MHz
	-36 dBm
	100 kHz
	

	1440 MHz ≤ f ≤ 1650 MHz
2055 MHz ≤ f ≤ 2250 MHz
3630 MHz ≤ f ≤ 3765 MHz
5340 MHz ≤ f ≤ 5745 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_1A_n28A configuration

	424 MHz ≤ f ≤ 574 MHz
	-36 dBm
	100 kHz
	

	1172 MHz ≤ f ≤ 1277 MHz
2623 MHz ≤ f ≤ 2728 MHz
3092 MHz ≤ f ≤ 3257 MHz
3326 MHz ≤ f ≤ 3476 MHz
4543 MHz ≤ f ≤ 4708 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_1A_n77A Configuration

	360 MHz ≤ f ≤ 660 MHz
	-36 dBm
	100 kHz
	

	1320 MHz ≤ f ≤ 2280 MHz
4620 MHz ≤ f ≤ 6480 MHz
7140 MHz ≤ f ≤ 8160 MHz
8520 MHz ≤ f ≤ 10380 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_1A_n78A Configuration

	40 MHz ≤ f ≤ 660 MHz
	-36 dBm
	100 kHz
	

	1320 MHz ≤ f ≤ 1880 MHz
4620 MHz ≤ f ≤ 5780 MHz
7140 MHz ≤ f ≤ 7760 MHz
8520 MHz ≤ f ≤ 9580 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_1A_n79A Configuration

	440 MHz ≤ f ≤ 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1160 MHz
2420 MHz ≤ f ≤ 3080 MHz
6320 MHz ≤ f ≤ 8080 MHz
8240 MHz ≤ f ≤ 8960 MHz
10720 MHz ≤ f ≤ 11980 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_2A_n5A Configuration

	152 MHz ≤ f ≤ 262 MHz
	-36 dBm
	100 kHz
	

	2674 MHz ≤ f ≤ 2759 MHz
2851 MHz ≤ f ≤ 2996 MHz
3498 MHz ≤ f ≤ 3608 MHz
4524 MHz ≤ f ≤ 4669 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_2A_n71A Configuration

	454 MHz ≤ f ≤ 584 MHz
	-36 dBm
	100 kHz
	

	1152 MHz ≤ f ≤ 1247 MHz 2513 MHz ≤ f ≤ 2608 MHz
3002 MHz ≤ f ≤ 3157 MHz
3176 MHz ≤ f ≤ 3306 MHz
4363 MHz ≤ f ≤ 4518 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_3A_n1A Configuration

	135 MHz ≤ f ≤ 270 MHz
	-36 dBm
	100 kHz
	

	1440 MHz ≤ f ≤ 1650 MHz
2055 MHz ≤ f ≤ 2250 MHz
3630 MHz ≤ f ≤ 3765 MHz
5340 MHz ≤ f ≤ 5745 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_3A_n7A Configuration

	715 MHz ≤ f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1070 MHz
3215 MHz ≤ f ≤ 3430 MHz
4210 MHz ≤ f ≤ 4355 MHz
5920 MHz ≤ f ≤ 6140 MHz
6710 MHz ≤ f ≤ 6925 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_3A_n28A Configuration

	214 MHz ≤ f ≤ 379 MHz
962 MHz ≤ f ≤ 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1082 MHz
2413 MHz ≤ f ≤ 2533 MHz
2672 MHz ≤ f ≤ 2867 MHz
3116 MHz ≤ f ≤ 3281 MHz
4123 MHz ≤ f ≤ 4318 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_3A_n41A Configuration

	711 MHz ≤ f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000MHz ≤ f ≤ 1074 MHz
3207MHz ≤ f ≤ 3670 MHz
4206MHz ≤ f ≤ 4475 MHz
5916MHz ≤ f ≤ 6260 MHz
6702MHz ≤ f ≤ 7165 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_3A_n77A Configuration

	270 MHz ≤ f ≤ 780 MHz
	-36 dBm
	100 kHz
	

	1515 MHz ≤ f ≤ 2490 MHz
4815 MHz ≤ f ≤ 6690 MHz
6720 MHz ≤ f ≤ 7770 MHz
8310 MHz ≤ f ≤ 10185 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_3A_n78A Configuration

	270 MHz ≤ f ≤ 380 MHz
	-36 dBm
	100 kHz
	

	1515 MHz ≤ f ≤ 2090 MHz
4815 MHz ≤ f ≤ 5890 MHz
6720 MHz ≤ f ≤ 7370 MHz
8310 MHz ≤ f ≤ 9385 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_3A_n79A Configuration

	830 MHz ≤ f ≤ 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1580 MHz
2615 MHz ≤ f ≤ 3290 MHz
6110 MHz ≤ f ≤ 6785 MHz
7015 MHz ≤ f ≤ 8570 MHz
10510 MHz ≤ f ≤ 11785 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_5A_n2A Configuration

	152 MHz ≤ f ≤ 262 MHz
	-36 dBm
	100 kHz
	

	1001 MHz ≤ f ≤ 1086 MHz
2674 MHz ≤ f ≤ 2759 MHz
2851 MHz ≤ f ≤ 2996 MHz
3498 MHz ≤ f ≤ 3608 MHz
4524 MHz ≤ f ≤ 4669 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_5A_n66A Configuration

	12 MHz ≤ f ≤ 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz ≤ f ≤ 132 MHz
861 MHz ≤ f ≤ 956 MHz
	-36 dBm
	100 kHz
	

	2534 MHz ≤ f ≤ 2736 MHz
3358 MHz ≤ f ≤ 3478 MHz
4244 MHz ≤ f ≤ 4409 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_5A_n78A Configuration

	1602 MHz ≤ f ≤ 2152 MHz
2451 MHz ≤ f ≤ 2976 MHz
4124 MHz ≤ f ≤ 4649 MHz
4948 MHz ≤ f ≤ 5498 MHz
5751 MHz ≤ f ≤ 6776 MHz
7424 MHz ≤ f ≤ 8449 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_7A_n1A Configuration

	520 MHz ≤ f ≤ 650 MHz
	-36 dBm
	100 kHz
	

	1270 MHz ≤ f ≤ 1460 MHz
3020 MHz ≤ f ≤ 3220 MHz
4420 MHz ≤ f ≤ 4550 MHz
6340 MHz ≤ f ≤ 6530 MHz
6920 MHz ≤ f ≤ 7120 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_7A_n3A Configuration

	715 MHz ≤ f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1070 MHz 3215 MHz ≤ f ≤ 3430 MHz
4210 MHz ≤ f ≤ 4355 MHz
5920 MHz ≤ f ≤ 6140 MHz
6710 MHz ≤ f ≤ 6925 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_7A_n28A Configuration

	1004 MHz ≤ f ≤ 1164 MHz
1752 MHz ≤ f ≤ 1867 MHz
3203 MHz ≤ f ≤ 3318 MHz
3906 MHz ≤ f ≤ 4066 MHz
4252 MHz ≤ f ≤ 4437 MHz
5703 MHz ≤ f ≤ 5888 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_7A_n78A Configuration

	730 MHz ≤ f ≤ 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1840 MHz
4030 MHz ≤ f ≤ 5100 MHz
5800 MHz ≤ f ≤ 6370 MHz
8300 MHz ≤ f ≤ 8940 MHz
9100 MHz ≤ f ≤ 10170 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_8A_n1A Configuration

	90 MHz ≤ f ≤ 220 MHz
	-36 dBm
	100 kHz
	

	1005 MHz ≤ f ≤ 1100 MHz
2800 MHz ≤ f ≤ 2895 MHz
2925 MHz ≤ f ≤ 3080 MHz
3680 MHz ≤ f ≤ 3820 MHz
4720 MHz ≤ f ≤ 4875 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_8A_n3A Configuration

	90 kHz ≤ f ≤ 150 kHz
	-36 dBm
	1 kHz
	

	150 kHz ≤ f < 30 MHz
	-36 dBm
	10 kHz
	

	30 MHz ≤ f ≤ 120 MHz
795 MHz ≤ f ≤ 905 MHz
	-36 dBm
	100 kHz
	

	2505 MHz ≤ f ≤ 2700 MHz
3470 MHz ≤ f ≤ 3615 MHz
4300 MHz ≤ f ≤ 4485 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_8A_n41A Configuration

	666 MHz ≤ f < 930 MHz
	-36 dBm
	100 kHz
	

	1581MHz ≤ f ≤ 1810 MHz
3376MHz ≤ f ≤ 3605 MHz
4077MHz ≤ f ≤ 4520 MHz
5872MHz ≤ f ≤ 6295 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_8A_n77A Configuration

	1470 MHz ≤ f ≤ 3320 MHz
4180 MHz ≤ f ≤ 9315 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_8A_n78A Configuration

	1470 MHz ≤ f ≤ 2040 MHz
2385 MHz ≤ f ≤ 2920 MHz
4180 MHz ≤ f ≤ 4715 MHz
5060 MHz ≤ f ≤ 5630 MHz
5685 MHz ≤ f ≤ 6720 MHz
7480 MHz ≤ f ≤ 8515 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_11A_n77A Configuration

	404.2 MHz ≤ f ≤ 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1344.2 MHz
1852.1 MHz ≤ f ≤ 2772.1 MHz
4727.9 MHz ≤ f ≤ 7095.8 MHz
8027.9 MHz ≤ f ≤ 9847.9 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_11A_n78A Configuration

	404.2 MHz ≤ f ≤ 944.2 MHz
	-36 dBm
	100 kHz
	

	1852.1 MHz ≤ f ≤ 2372.1 MHz
4727.9 MHz ≤ f ≤ 6695.8 MHz
8027.9 MHz ≤ f ≤ 9047.9 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_11A_n79A Configuration

	1504.2 MHz ≤ f ≤ 2144.2 MHz
2952.1 MHz ≤ f ≤ 3572.1 MHz
5827.9 MHz ≤ f ≤ 6447.9 MHz
7255.8 MHz ≤ f ≤ 8572.1 MHz
10227.9 MHz ≤ f ≤ 11447.9 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_12A_n66A Configuration

	278 MHz ≤ f ≤ 382 MHz
994 MHz ≤ f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1081 MHz
2409 MHz ≤ f ≤ 2496 MHz
2704 MHz ≤ f ≤ 2861 MHz
3108 MHz ≤ f ≤ 3212 MHz
4119 MHz ≤ f ≤ 4276 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_12A_n78A Configuration

	1868 MHz ≤ f ≤ 2402 MHz
2584 MHz ≤ f ≤ 3101 MHz
3999 MHz ≤ f ≤ 4516 MHz
4698 MHz ≤ f ≤ 5232 MHz
5884 MHz ≤ f ≤ 6901 MHz
7299 MHz ≤ f ≤ 8316 MHz
	-30 dBm
	1 MHz
	

	1868 MHz ≤ f ≤ 2402 MHz
2584 MHz ≤ f ≤ 3101 MHz
3999 MHz ≤ f ≤ 4516 MHz
4698 MHz ≤ f ≤ 5232 MHz
5884 MHz ≤ f ≤ 6901 MHz
7299 MHz ≤ f ≤ 8316 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_13A_n2A Configuration

	276 MHz ≤ f ≤ 356 MHz
	-36 dBm
	100 kHz
	

	1063 MHz ≤ f ≤ 1133 MHz
2627 MHz ≤ f ≤ 2697 MHz
2913 MHz ≤ f ≤ 3043 MHz
3404 MHz ≤ f ≤ 3484 MHz
4477 MHz ≤ f ≤ 4607 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_13A_n66A Configuration

	136 MHz ≤ f ≤ 226 MHz
923 MHz ≤ f ≤ 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1003 MHz
2487 MHz ≤ f ≤ 2567 MHz
2633 MHz ≤ f ≤ 2783 MHz
3264 MHz ≤ f ≤ 3354 MHz
4197 MHz ≤ f ≤ 4347 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_14A_n2A Configuration

	254 MHz ≤ f ≤ 334 MHz
	-36 dBm
	100 kHz
	

	1052 MHz ≤ f ≤ 1122 MHz
2638 MHz ≤ f ≤ 2708 MHz
2902 MHz ≤ f ≤ 3032 MHz
3426 MHz ≤ f ≤ 3506 MHz
4488 MHz ≤ f ≤ 4618 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_14A_n66A Configuration

	114 MHz ≤ f ≤ 204 MHz
912 MHz ≤ f ≤ 992 MHz
	-36 dBm
	100 kHz
	

	2498 MHz ≤ f ≤ 2578 MHz
2622 MHz ≤ f ≤ 2772 MHz
3286 MHz ≤ f ≤ 3376 MHz
4208 MHz ≤ f ≤ 4358 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_19A_n77A Configuration

	1610 MHz ≤ f ≤ 3370 MHz
4130 MHz ≤ f ≤ 5890 MHz
5755 MHz ≤ f ≤ 9245 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_19A_n78A Configuration

	1610 MHz ≤ f ≤ 2140 MHz
2455 MHz ≤ f ≤ 2970 MHz
4130 MHz ≤ f ≤ 4645 MHz
4960 MHz ≤ f ≤ 5490 MHz
5755 MHz ≤ f ≤ 6770 MHz
7430 MHz ≤ f ≤ 8445 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_19A_n79A Configuration

	2710 MHz ≤ f ≤ 3340 MHz
3555 MHz ≤ f ≤ 4170 MHz
5230 MHz ≤ f ≤ 5845 MHz
6060 MHz ≤ f ≤ 6690 MHz
7955 MHz ≤ f ≤ 9170 MHz
9630 MHz ≤ f ≤ 10845 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_20A_n1A Configuration

	196 MHz ≤ f ≤ 316 MHz
	-36 dBm
	100 kHz
	

	1058 MHz ≤ f ≤ 1148 MHz
2752 MHz ≤ f ≤ 2842 MHz
2978 MHz ≤ f ≤ 3128 MHz
3584 MHz ≤ f ≤ 3704 MHz
4672 MHz ≤ f ≤ 4822 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_20A_n3A Configuration

	90 kHz ≤ f ≤ 150 kHz
	-36 dBm
	1 kHz
	

	150 kHz ≤ f < 30 MHz
	-36 dBm
	10 kHz
	

	30 MHz ≤ f ≤ 121 MHz
848 MHz ≤ f ≤ 953 MHz
	-36 dBm
	100 kHz
	

	2542 MHz ≤ f ≤ 2738 MHz
3374 MHz ≤ f ≤ 3509 MHz
4252 MHz ≤ f ≤ 4432 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_20A_n28A Configuration

	84 MHz ≤ f ≤ 159 MHz
544 MHz ≤ f ≤ 664 MHz
916 MHz ≤ f ≤ 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1021 MHz
1535 MHz ≤ f ≤ 1610 MHz
2238 MHz ≤ f ≤ 2358 MHz
2367 MHz ≤ f ≤ 2472 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_20A_n78A Configuration

	1576 MHz ≤ f ≤ 2136 MHz
2438 MHz ≤ f ≤ 2968 MHz
4132 MHz ≤ f ≤ 4662 MHz
4964 MHz ≤ f ≤ 5524 MHz
5738 MHz ≤ f ≤ 6768 MHz
7432 MHz ≤ f ≤ 8462 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_21A_n77A Configuration

	374.2 MHz ≤ f ≤ 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1304.2 MHz
1837.1 MHz ≤ f ≤ 2752.1 MHz
4747.9 MHz ≤ f ≤ 7125.8 MHz
8047.9 MHz ≤ f ≤ 9862.9 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_21A_n78A Configuration

	374.2 MHz ≤ f ≤ 904.2 MHz
	-36 dBm
	100 kHz
	

	1837.1 MHz ≤ f ≤ 2352.1 MHz
4747.9 MHz ≤ f ≤ 6152.1 MHz
6195.8 MHz ≤ f ≤ 6725.8 MHz
8047.9 MHz ≤ f ≤ 9062.9 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_21A_n79A Configuration

	1474.2 MHz ≤ f ≤ 2104.2 MHz
2937.1 MHz ≤ f ≤ 3552.1 MHz
5847.9 MHz ≤ f ≤ 6462.9 MHz
7295.8 MHz ≤ f ≤ 8552.1 MHz
10247.9 MHz ≤ f ≤ 11462.9 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_25A_n41A Configuration

	581 MHz ≤ f ≤ 840 MHz
	-36 dBm
	100 kHz
	

	1010 MHz ≤ f ≤ 1334 MHz
3077 MHz ≤ f ≤ 3530 MHz
4346 MHz ≤ f ≤ 4605 MHz
6196 MHz ≤ f ≤ 6520 MHz
6842 MHz ≤ f ≤ 7295 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_26A_n41A Configuration

	798 MHz ≤ f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1062 MHz
1647 MHz ≤ f ≤ 1876 MHz
3310 MHz ≤ f ≤ 3539 MHz
4124 MHz ≤ f ≤ 4566 MHz
5806 MHz ≤ f ≤ 6229 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_26A_n77A Configuration

	1602 MHz ≤ f ≤ 3386 MHz
4114 MHz ≤ f ≤ 5898 MHz
5751 MHz ≤ f ≤ 9249 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_26A_n78A Configuration

	1602 MHz ≤ f ≤ 2172 MHz
2451 MHz ≤ f ≤ 2986 MHz
4114 MHz ≤ f ≤ 4649 MHz
4928 MHz ≤ f ≤ 5498 MHz
5751 MHz ≤ f ≤ 6786 MHz
7414 MHz ≤ f ≤ 8449 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_26A_n79A Configuration

	2702 MHz ≤ f ≤ 3372 MHz
3551 MHz ≤ f ≤ 4186 MHz
5214 MHz ≤ f ≤ 5849 MHz
6028 MHz ≤ f ≤ 6698 MHz
7951 MHz ≤ f ≤ 9186 MHz
9614 MHz ≤ f ≤ 10849 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_28A_n3A Configuration

	214 MHz ≤ f ≤ 379 MHz
962 MHz ≤ f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1082 MHz
2413 MHz ≤ f ≤ 2533 MHz
2672 MHz ≤ f ≤ 2867 MHz
3116 MHz ≤ f ≤ 3281 MHz
4123 MHz ≤ f ≤ 4318 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_28A_n77A Configuration

	1804 MHz ≤ f ≤ 3497 MHz
4003 MHz ≤ f ≤ 5696 MHz
5852 MHz ≤ f ≤ 9148 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_28A_n78A Configuration

	1804 MHz ≤ f ≤ 2394 MHz
2552 MHz ≤ f ≤ 3097 MHz
4003 MHz ≤ f ≤ 4548 MHz
4706 MHz ≤ f ≤ 5296 MHz
5852 MHz ≤ f ≤ 6897 MHz
7303 MHz ≤ f ≤ 8348 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_28A_n79A Configuration

	2904 MHz ≤ f ≤ 3594 MHz
3652 MHz ≤ f ≤ 4297 MHz
5103 MHz ≤ f ≤ 5748 MHz
5806 MHz ≤ f ≤ 6496 MHz
8052 MHz ≤ f ≤ 9297 MHz
9503 MHz ≤ f ≤ 10748 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_30A_n5A Configuration

	607 MHz ≤ f ≤ 667 MHz
	-36 dBm
	100 kHz
	

	1456 MHz ≤ f ≤ 1491 MHz
3129 MHz ≤ f ≤ 3164 MHz
3761 MHz ≤ f ≤ 3806 MHz
3953 MHz ≤ f ≤ 4013 MHz
5434 MHz ≤ f ≤ 5479 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_39A_n41A Configuration

	576 MHz ≤ f < 810 MHz
	-36 dBm
	100 kHz
	

	1070MHz ≤ f ≤ 1344 MHz
3072MHz ≤ f ≤ 3500 MHz
4376MHz ≤ f ≤ 4610 MHz
6256MHz ≤ f ≤ 6530 MHz
6872MHz ≤ f ≤ 7300 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_39A_n79A Configuration

	560 MHz ≤ f ≤ 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1240 MHz
2480 MHz ≤ f ≤ 3120 MHz
6280 MHz ≤ f ≤ 8120 MHz
8160 MHz ≤ f ≤ 8840 MHz
10680 MHz ≤ f ≤ 11920 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_40A_n1A Configuration

	320 MHz ≤ f ≤ 480 MHz
	-36 dBm
	100 kHz
	

	1440 MHz ≤ f ≤ 1660 MHz
2620 MHz ≤ f ≤ 2880 MHz
4220 MHz ≤ f ≤ 4380 MHz
6140 MHz ≤ f ≤ 6360 MHz
6520 MHz ≤ f ≤ 6780 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_40A_n41A Configuration

	96 MHz ≤ f < 390 MHz
	-36 dBm
	100 kHz
	

	1910 MHz ≤ f ≤ 2304 MHz
2592 MHz ≤ f ≤ 3080 MHz
4796 MHz ≤ f ≤ 5090 MHz
7096 MHz ≤ f ≤ 7780 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_40A_n78A Configuration

	800 MHz ≤ f ≤ 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1500 MHz
4200 MHz ≤ f ≤ 5300 MHz
5600 MHz ≤ f ≤ 6200 MHz
7900 MHz ≤ f ≤ 8600 MHz
8900 MHz ≤ f ≤ 10000 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_41A_n77A Configuration

	610 MHz ≤ f ≤ 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 2080 MHz
3910 MHz ≤ f ≤ 6890 MHz
8292 MHz ≤ f ≤ 11090 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_41A_n78A Configuration

	610 MHz ≤ f ≤ 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 2080 MHz
3910 MHz ≤ f ≤ 5104 MHz
5796 MHz ≤ f ≤ 6490 MHz
8292 MHz ≤ f ≤ 10290 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_41A_n79A Configuration

	8 MHz ≤ f ≤ 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz ≤ f ≤ 980 MHz
	-36 dBm
	100 kHz
	

	1710 MHz ≤ f ≤ 2504 MHz
6110 MHz ≤ f ≤ 7690 MHz
9392 MHz ≤ f ≤ 10380 MHz
11296 MHz ≤ f ≤ 12690 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_42A_n77A Configuration

	300 MHz ≤ f ≤ 800 MHz
	-36 dBm
	100 kHz
	

	2600 MHz ≤ f ≤ 5000 MHz
6700 MHz ≤ f ≤ 7800 MHz
10000 MHz ≤ f ≤ 12000 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_66A_n5A Configuration

	12 MHz ≤ f ≤ 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz ≤ f ≤ 132 MHz
861 MHz ≤ f ≤ 956 MHz
	-36 dBm
	100 kHz
	

	2534 MHz ≤ f ≤ 2736 MHz
3358 MHz ≤ f ≤ 3478 MHz
4244 MHz ≤ f ≤ 4409 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_66A_n71A Configuration

	314 MHz ≤ f ≤ 454 MHz
	-36 dBm
	100 kHz
	

	1102 MHz ≤ f ≤ 1117 MHz
2373 MHz ≤ f ≤ 2478 MHz
2722 MHz ≤ f ≤ 2897 MHz
3036 MHz ≤ f ≤ 3176 MHz
4083 MHz ≤ f ≤ 4258 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_66A_n78A Configuration

	260 MHz ≤ f ≤ 380 MHz
	-36 dBm
	100 kHz
	

	1520 MHz ≤ f ≤ 2090 MHz
4820 MHz ≤ f ≤ 5890 MHz
6720 MHz ≤ f ≤ 7360 MHz
8310 MHz ≤ f ≤ 9380 MHz
	-30 dBm
	1 MHz
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