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9.2	E-UTRA and NR PIXIT
Table 9.2-1: EUTRA and NR PIXIT
	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_ENDC_BandCombination
	ENDC_BandCombination_Type
	DC_1A_n28A
	
	Band combination for EN-DC test case

	px_ENDC_CA_BandCombination
	ENDC_CA_BandCombination_Type
	DC_1A_n28A_n78A
	
	EN-DC CA Band Combination

	px_ENDC_SecondaryBandCombination
	ENDC_BandCombination_Type
	DC_1A_n77A
	
	Secondary band combination for EN-DC test case

	px_IPv4_Address_Other
	charstring
	
	
	Other IPv4 Address
(see NOTE 4)

	px_IPv6_Address_Other
	charstring
	
	
	Other IPv6 Address
(see NOTE 4)

	px_NR_CA_BandCombination
	NR_CA_BandCombination_Type
	CA_n3A_n77A
	
	NR CA Band Combination

	px_NR_DC_BandCombination
	NR_DC_BandCombination_Type
	DC_n78A_n257A
	
	NR DC Band Combination

	px_NR_DC_CA_BandCombination
	NR_DC_CA_BandCombination_Type
	DC_n78A_n257G
	
	NR DC CA Band Combination

	px_NR_CipheringAlgorithm
	CipheringAlgorithm
	nea2
	
	Ciphering Algorithm (see Note 1)

	px_NR_IntegrityProtAlgorithm
	IntegrityProtAlgorithm
	nia2
	
	Integrity Algorithm (see Note 1)

	px_NR_OverlappingNotSupportedBand_MFBI
	integer
	1
	
	A not supported NR band that is overlapping with a supported band (px_NR_PrimaryBand). Applied to MFBI test case scenario.

	px_NR_PrimaryBand
	integer
	1
	
	NR primary band

	px_NR_SecondaryBand
	integer
	2
	
	NR secondary band. Applied to inter-band and SUL test cases.

	px_NR_SidelinkBand
	integer
	47
	
	NR sidelink band

	px_NR_RATComb_Tested
	RATComb_Test
ed_Type
	NR_UTRA
	NR_UTRA,
NR_GERAN
	This parameter represents the
network RAT capability /
preference and indicates which, if
any is supported, RAT
combination is to be tested.

	NOTE 1:	Unless specified otherwise in the test case prose, the null algorithm shall not be used for verification.
NOTE 2:	Void.
NOTE 3:	Void.
NOTE 4:	IP address used for specific IP-address-related test requirements. The only requirements applying to this IP address is that its value shall be different from the values of all other IP address PIXITs (see TS 36.523-3 [12] clause 9) and it shall not be used within more than one PDN (PDU session) within a test case. In the present version of this specification, it is only used within PDN1 NW.
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