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12.1.6	PC5-only operation / Sidelink failure
12.1.6.1	PC5-only operation / Sidelink failure / PC5 RRC reconfiguration failure / Initiating UE side
12.1.6.1.1	Test Purpose (TP)
(1)
with { UE has established PC5 RRC connection with peer UE on unicast sidelink }
ensure that {
  when { UE receives a RRCReconfigurationFailureSidelink from peer UE}
    then { UE continues using the configuration used prior to corresponding RRCReconfigurationSidelink message.}
         }

12.1.6.1.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 38.331 [22], subclause 5.8.9.1.1, 5.8.9.1.8. Unless otherwise stated these are Rel-16 requirements.
[bookmark: _Hlk72341429][TS 38.331, subclause 5.8.9.1.1]
…



Figure 5.8.9.1.1-2: Sidelink RRC reconfiguration, failure

[TS 38.331, subclause 5.8.9.1.8]
The UE shall perform the following actions upon reception of the RRCReconfigurationFailureSidelink:
1>	stop timer T400 for the destination, if running;
1>	continue using the configuration used prior to corresponding RRCReconfigurationSidelink message;
1>	if UE is in RRC_CONNECTED:
2>	perform the sidelink UE information for NR sidelink communication procedure, as specified in 5.8.3.3 or sub-clause 5.10.15 in TS 36.331 [10];
12.1.6.1.3	Test description
12.1.6.1.3.1	Pre-test conditions
System Simulator:
-	SS-UE
-	Operating as NR sidelink communication device on the resources (i.e. the frequency included in pre-configuration) that UE is expected to use for transmission and reception via PC5 interface.
-	GNSS simulator
UE:
· UE is authorised to perform NR sidelink communication.
Preamble:
-	The UE is in state 4-A as defined in TS 38.508-1 [4], subclause 4.4A using generic procedure parameter Sidelink (On), Cast Type (Unicast), GNSS Sync (On).
12.1.6.1.3.2	Test procedure sequence
[Editor’s Note: For the below test procedure sequence it is assumed that the initiating UE side (= UE under test) as well as the peer UE (= SS-UE) are both out-of-coverage. Also how step 5 can be achieved is TBD]
Table 12.1.6.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	UE is configured by upper layer to release  SL SL DRB to NR-SS-UE1.
Note: This step is triggered by MMI or AT command.
	--
	
	
	

	2
	UE send an RRCReconfigurationSidelink message to NR-SS-UE1 to indicate SL DRB release?
	-->
	PC5 RRC: RRCReconfigurationSidelink
	-
	-

	4
	The SS-UE sends a RRCReconfigurationFailureSidelink message.
	<--
	PC5 RRC: RRCReconfigurationFailureSidelink
	
	

	5
	Check: Does the UE still has DRB configured?

	-->
	
	1
	P



12.1.6.1.3.3	Specific message contents
Table 12.1.6.1.3.3-1: RRCReconfigurationSidelink (step 2, Table 12.1.6.1.3.2-1)
	Derivation path: TS 38.508-1 [4], Table 4.6.1A-3

	Information Element
	Value/Remark
	Comment
	Condition

	RRCReconfigurationSidelink ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfigurationSidelink-r16 SEQUENCE {
	
	
	

	       slrb-ConfigToReleaseList-r16 SEQUENCE (SIZE (1..maxNrofSLRB-r16)) OF SLRB-PC5-ConfigIndex-r16 {
	1 entry
	
	

	           SLRB-PC5-ConfigIndex-r16 [1]
	3
	entry 1
	

	        }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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