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<Start of Changes>
[bookmark: _Toc21353553][bookmark: _Toc27749154][bookmark: _Toc36227957][bookmark: _Toc36228253][bookmark: _Toc36228708][bookmark: _Toc36228925][bookmark: _Toc44454510][bookmark: _Toc44454962][bookmark: _Toc52446998][bookmark: _Toc52447119][bookmark: _Toc52455772][bookmark: _Toc52456402][bookmark: _Toc52456563][bookmark: _Toc52457006][bookmark: _Toc52457884][bookmark: _Toc58228811][bookmark: _Toc58235295][bookmark: _Toc77005723][bookmark: _Toc84849627][bookmark: _Toc92808354]4.3.1.0A	Mid test channel bandwidth
The Mid test channel bandwidth definition for RF is given in Table 4.3.1.0A-1 and Table 4.3.1.0A-2 for FR1 and FR2 respectively.
Table 4.3.1.0A-1: Mid Test Channel bandwidths for each NR band, FR1
	NR Band
	UE Mid Test Channel bandwidth
[MHz]

	n1
	156, 257

	n2
	15

	n3
	20

	n5
	15

	n7
	156, 257

	n8
	15

	n12
	10

	n14
	10

	n20
	15

	n24
	10

	n25
	15

	n26
	108

	n28
	15

	n29
	102

	n30
	10

	n34
	10

	n38
	15

	n39
	20

	n40
	30

	n41
	60

	n48
	204, 405

	n50
	20

	n51
	5

	n53
	10

	n65
	15

	n66
	20

	n70
	15

	n71
	10

	n74
	15

	n75
	152

	n76
	52

	n77
	50

	n78
	50

	n79
	60

	n80
	203

	n81
	153

	n82
	153

	n83
	153

	n84
	153, 6, 257

	n86
	203

	n95
	103

	n97
	3050

	n99
	103

	[bookmark: _Hlk526849405]Note 1:	For UEs with limited UE channel bandwidth capability, if mid channel BW is not supported by the UE, select the closest channel BW to the average channel BW of all supported channel bandwidths among all SCSs. If there are two channel bandwidths that have same distance to the mathematical center, the higher one is selected. This shall apply only for Rel 15 UEs.
Note 2:	This UE channel bandwidth is applicable only to downlink.
Note 3:	This UE channel bandwidth is applicable only to uplink.
Note 4:	Applicable when for use as single carrier, PCell in CA or PCell in DC configuration.
Note 5:	Applicable for use as SCell in CA or SCell in DC configuration.
Note 6:	This Mid test channel bandwidth is applicable to UEs supporting maximum channel bandwidth 20MHz.
Note 7:	This Mid test channel bandwidth is applicable to UEs supporting maximum channel bandwidth 50MHz.
Note 8:	This Mid test channel bandwidth is chosen since it is more commonly used.




<Unchanged Text Skipped>
[bookmark: _Toc21353555][bookmark: _Toc27749156][bookmark: _Toc36227959][bookmark: _Toc36228255][bookmark: _Toc36228710][bookmark: _Toc36228927][bookmark: _Toc44454512][bookmark: _Toc44454964][bookmark: _Toc52447000][bookmark: _Toc52447121][bookmark: _Toc52455774][bookmark: _Toc52456404][bookmark: _Toc52456565][bookmark: _Toc52457008][bookmark: _Toc52457886][bookmark: _Toc58228813][bookmark: _Toc58235297][bookmark: _Toc77005725][bookmark: _Toc84849629][bookmark: _Toc92808356]4.3.1.0C	High test channel bandwidth
The high test channel bandwidth definition for RF is given in Table 4.3.1.0C-1 and Table 4.3.1.0C-2 for FR1 and FR2 respectively.
Table 4.3.1.0C-1: High Test Channel bandwidths for each NR band, FR1
	NR Band
	UE High Test Channel bandwidth
[MHz]

	n1
	206, 507

	n2
	20

	n3
	308, 409

	n5
	20

	n7
	206, 507

	n8
	20

	n12
	15

	n14
	10

	n20
	20

	n24
	10

	n25
	206, 409

	n26
	20

	n28
	206, 308

	n29
	102

	n30
	10

	n34
	15

	n38
	20

	n39
	40

	n40
	80

	n41
	100

	n48
	403, 1004

	n50
	80

	n51
	5

	n53
	10

	n65
	20

	n66
	40

	n70
	151/252

	n71
	20

	n74
	20

	n75
	202

	n76
	52

	n77
	100

	n78
	100

	n79
	100

	n80
	301

	n81
	201

	n82
	201

	n83
	201, 308

	n84
	201, 507

	n86
	401

	n95
	151

	n97
	80100

	n99
	101

	Note 1:	This UE channel bandwidth is applicable only to uplink.
Note 2:	This UE channel bandwidth is applicable only to downlink.
Note 3:	Applicable for use as single carrier, PCell in CA or PCell in DC configuration.
Note 4:	Applicable for use as DL SCell in CA or DL SCell in DC configuration.
Note 5:	For UEs with limited UE channel bandwidth capability, if the above defined high channel bandwidth is not supported by the UE, select the closest channel bandwidth in both DL and UL. This shall apply only for Rel-15 UEs.
Note 6:	This High test channel bandwidth is applicable to UEs supporting maximum channel bandwidth 20MHz.
Note 7:	This High test channel bandwidth is applicable to UEs supporting maximum channel bandwidth 50MHz.
Note 8:	This High test channel bandwidth is applicable to UEs supporting maximum channel bandwidth 30MHz.
Note 9:	This High test channel bandwidth is applicable to UEs supporting maximum channel bandwidth 40MHz.
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