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[bookmark: _Toc84849675][bookmark: _Toc92808402]4.3.1.1.1.96	FFS
4.3.1.1.1.97	Reference test frequencies for NR operating band n97 (SUL)
Table 4.3.1.1.1.97-1: Test frequencies for NR operating band n97 and SCS 15 kHz
	CBW [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]

	5
	25
	Uplink
	Low
	2302.5
	460500
	2300.25
	460050
	0

	
	
	
	Mid
	2350
	470000
	2329.39
	465878
	102

	
	
	
	High
	2397.5
	479500
	2304.53
	460906
	504

	10
	52
	Uplink
	Low
	2305
	461000
	2300.32
	460064
	0

	
	
	
	Mid
	2350
	470000
	2326.96
	465392
	102

	
	
	
	High
	2395
	479000
	2299.6
	459920
	504

	15
	79
	Uplink
	Low
	2307.5
	461500
	2300.39
	460078
	0

	
	
	
	Mid
	2350
	470000
	2324.53
	464906
	102

	
	
	
	High
	2392.5
	478500
	2294.67
	458934
	504

	20
	106
	Uplink
	Low
	2310
	462000
	2300.46
	460092
	0

	
	
	
	Mid
	2350
	470000
	2322.1
	464420
	102

	
	
	
	High
	2390
	478000
	2289.74
	457948
	504

	25
	133
	Uplink
	Low
	2312.5
	462500
	2300.53
	460106
	0

	
	
	
	Mid
	2350
	470000
	2319.67
	463934
	102

	
	
	
	High
	2387.5
	477500
	2284.81
	456962
	504

	30
	160
	Uplink
	Low
	2315
	463000
	2300.6
	460120
	0

	
	
	
	Mid
	2350
	470000
	2317.24
	463448
	102

	
	
	
	High
	2385
	477000
	2279.88
	455976
	504

	40
	216
	Uplink
	Low
	2320
	464000
	2300.56
	460112
	0

	
	
	
	Mid
	2350
	470000
	2312.2
	462440
	102

	
	
	
	High
	2380
	476000
	2269.84
	453968
	504

	50
	270
	Uplink
	Low
	2325
	465000
	2300.7
	460140
	0

	
	
	
	Mid
	2350
	470000
	2307.34
	461468
	102

	
	
	
	High
	2375
	475000
	2259.98
	451996
	504



Table 4.3.1.1.1.97-2: Test frequencies for NR operating band n97 and SCS 30 kHz
	CBW [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]

	10
	24
	Uplink
	Low
	2305
	461000
	2300.68
	460136
	0

	
	
	
	Mid
	2350
	470000
	2308.96
	461792
	102

	
	
	
	High
	2395
	479000
	2209.24
	441848
	504

	15
	38
	Uplink
	Low
	2307.5
	461500
	2300.66
	460132
	0

	
	
	
	Mid
	2350
	470000
	2306.44
	461288
	102

	
	
	
	High
	2392.5
	478500
	2204.22
	440844
	504

	20
	51
	Uplink
	Low
	2310
	462000
	2300.82
	460164
	0

	
	
	
	Mid
	2350
	470000
	2304.1
	460820
	102

	
	
	
	High
	2390
	478000
	2199.38
	439876
	504

	25
	65
	Uplink
	Low
	2312.5
	462500
	2300.8
	460160
	0

	
	
	
	Mid
	2350
	470000
	2301.58
	460316
	102

	
	
	
	High
	2387.5
	477500
	2194.36
	438872
	504

	30
	78
	Uplink
	Low
	2315
	463000
	2300.96
	460192
	0

	
	
	
	Mid
	2350
	470000
	2299.24
	459848
	102

	
	
	
	High
	2385
	477000
	2189.52
	437904
	504

	40
	106
	Uplink
	Low
	2320
	464000
	2300.92
	460184
	0

	
	
	
	Mid
	2350
	470000
	2294.2
	458840
	102

	
	
	
	High
	2380
	476000
	2179.48
	435896
	504

	50
	133
	Uplink
	Low
	2325
	465000
	2301.06
	460212
	0

	
	
	
	Mid
	2350
	470000
	2289.34
	457868
	102

	
	
	
	High
	2375
	475000
	2169.62
	433924
	504

	60
	162
	Uplink
	Low
	2330
	466000
	2300.84
	460168
	0

	
	
	
	Mid
	2350
	470000
	2284.12
	456824
	102

	
	
	
	High
	2370
	474000
	2159.4
	431880
	504

	
	
	
	Low
	2335
	467000
	2300.98
	460196
	0

	70
	189
	Uplink
	Mid
	2350
	470000
	2279.26
	455852
	102

	
	
	
	High
	2365
	473000
	2149.54
	429908
	504

	80
	217
	Uplink
	Low
	2340
	468000
	2300.94
	460188
	0

	
	
	
	Mid
	2350
	470000
	2274.22
	454844
	102

	
	
	
	High
	2360
	472000
	2139.5
	427900
	504

	
	
	
	Low
	2345
	469000
	2300.9
	460180
	0

	90
	245
	Uplink
	Mid
	2350
	470000
	2269.18
	453836
	102

	
	
	
	High
	2355
	471000
	2129.46
	425892
	504

	
	
	
	Low
	2350
	470000
	2300.86
	460172
	0

	100
	273
	Uplink
	Mid
	2350
	470000
	2264.14
	452828
	102

	
	
	
	High
	2350
	470000
	2119.42
	423884
	504



Table 4.3.1.1.1.97-3: Test frequencies for NR operating band n97 and SCS 60 kHz
	CBW [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	10
	11
	Uplink
	Low
	2305
	461000
	2301.04
	460208
	0

	
	
	
	Mid
	2350
	470000
	2272.6
	454520
	102

	
	
	
	High
	2395
	479000
	2028.16
	405632
	504

	15
	18
	Uplink
	Low
	2307.5
	461500
	2301.02
	460204
	0

	
	
	
	Mid
	2350
	470000
	2270.08
	454016
	102

	
	
	
	High
	2392.5
	478500
	2023.14
	404628
	504

	20
	24
	Uplink
	Low
	2310
	462000
	2301.36
	460272
	0

	
	
	
	Mid
	2350
	470000
	2267.92
	453584
	102

	
	
	
	High
	2390
	478000
	2018.48
	403696
	504

	25
	31
	Uplink
	Low
	2312.5
	462500
	2301.34
	460268
	0

	
	
	
	Mid
	2350
	470000
	2265.4
	453080
	102

	
	
	
	High
	2387.5
	477500
	2013.46
	402692
	504

	30
	38
	Uplink
	Low
	2315
	463000
	2301.32
	460264
	0

	
	
	
	Mid
	2350
	470000
	2262.88
	452576
	102

	
	
	
	High
	2385
	477000
	2008.44
	401688
	504

	40
	51
	Uplink
	Low
	2320
	464000
	2301.64
	460328
	0

	
	
	
	Mid
	2350
	470000
	2258.2
	451640
	102

	
	
	
	High
	2380
	476000
	1998.76
	399752
	504

	50
	65
	Uplink
	Low
	2325
	465000
	2301.6
	460320
	0

	
	
	
	Mid
	2350
	470000
	2253.16
	450632
	102

	
	
	
	High
	2375
	475000
	1988.72
	397744
	504

	60
	79
	Uplink
	Low
	2330
	466000
	2301.56
	460312
	0

	
	
	
	Mid
	2350
	470000
	2248.12
	449624
	102

	
	
	
	High
	2370
	474000
	1978.68
	395736
	504

	
	
	
	Low
	2335
	467000
	2301.52
	460304
	0

	70
	93
	Uplink
	Mid
	2350
	470000
	2243.08
	448616
	102

	
	
	
	High
	2365
	473000
	1968.64
	393728
	504

	80
	107
	Uplink
	Low
	2340
	468000
	2301.48
	460296
	0

	
	
	
	Mid
	2350
	470000
	2238.04
	447608
	102

	
	
	
	High
	2360
	472000
	1958.6
	391720
	504

	
	
	
	Low
	2345
	469000
	2301.44
	460288
	0

	90
	121
	Uplink
	Mid
	2350
	470000
	2233
	446600
	102

	
	
	
	High
	2355
	471000
	1948.56
	389712
	504

	
	
	
	Low
	2350
	470000
	2301.4
	460280
	0

	100
	135
	Uplink
	Mid
	2350
	470000
	2227.96
	445592
	102

	
	
	
	High
	2350
	470000
	1938.52
	387704
	504
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