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[bookmark: _Toc524968908][bookmark: _Toc524968914]<<< START OF CHANGES >>>
[bookmark: _Toc27478291][bookmark: _Toc60823688][bookmark: _Toc60825609][bookmark: _Toc52990485][bookmark: _Toc36227006][bookmark: _Toc44324291]6.5D.1.5	Test requirement
The measured Occupied Bandwidth in step 7 for each antenna shall not exceed values in Table 6.5D.1.5-1.
Table 6.5D.1.5-1: Occupied channel bandwidth
	
	
	Occupied channel bandwidth / NR Channel bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	Channel bandwidth (MHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100

	Note 1:	TT = 0.

	
	Occupied channel bandwidth / NR Channel bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70
MHz
	80 MHz
	90 MHz
	100 MHz

	Channel bandwidth (MHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100

	Note 1:	TT = 0.



<Unchanged Text Skipped>
[bookmark: _Toc60825618][bookmark: _Toc60823697]6.5D.1_1.5	Test requirement
The measured Occupied Bandwidth in step 6 or step 7 shall not exceed values in Table 6.5D.1_1.5-1.
Table 6.5D.1_1.5-1: Occupied channel bandwidth
	
	
	Occupied channel bandwidth / NR Channel bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	Channel bandwidth (MHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100

	Note 1:	TT = 0.

	
	Occupied channel bandwidth / NR Channel bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70
MHz
	80 MHz
	90 MHz
	100 MHz

	Channel bandwidth (MHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100

	Note 1:	TT = 0.



<Unchanged Text Skipped>
[bookmark: _Toc60823705][bookmark: _Toc52990493][bookmark: _Toc36227014][bookmark: _Toc60825626][bookmark: _Toc27478300][bookmark: _Toc44324299]6.5D.2.2.5	Test requirement
The measured sum of the UE mean power in the channel bandwidth, derived in step 3, shall fulfill requirements in Tables 6.2D.2.5-1, 6.2D.2.5-2 and 6.2D.2.5-2a  as appropriate, and the power of any UE emission measured at each antenna in step 4 shall fulfill requirements in Table 6.5D.2.2.5-1.
Table 6.5D.2.2.5-1: NR General spectrum emission mask
	
	Spectrum emission limit (dBm) / Channel bandwidth

	ΔfOOB
(MHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100
MHz
	Measurement bandwidth

	± 0-1
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	
	
	
	
	
	1 % channel bandwidth

	± 0-1
	
	
	
	
	
	
	
	-24 + TT
	-24 + TT
	-24 + TT
	-24 + TT
	-24 + TT
	30 kHz

	± 1-5
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	1 MHz

	± 5-6
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	

	± 6-10
	-25 + TT
	
	
	
	
	
	
	
	
	
	
	
	

	± 10-15
	
	-25 + TT
	
	
	
	
	
	
	
	
	
	
	

	± 15-20
	
	
	-25 + TT
	
	
	
	
	
	
	
	
	
	

	± 20-25
	
	
	
	-25 + TT
	
	
	
	
	
	
	
	
	

	± 25-30
	
	
	
	
	-25 + TT
	
	
	
	
	
	
	
	

	± 30-35
	
	
	
	
	
	-25 + TT
	
	
	
	
	
	
	

	± 35-40
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 40-45
	
	
	
	
	
	
	-25 + TT
	
	
	
	
	
	

	± 45-50
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 50-55
	
	
	
	
	
	
	
	-25 + TT
	
	
	
	
	

	± 55-60
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 60-65
	
	
	
	
	
	
	
	
	-25 + TT
	
	
	
	

	± 65-80
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 80-90
	
	
	
	
	
	
	
	
	
	-25 + TT
	
	
	

	± 90-95
	
	
	
	
	
	
	
	
	
	
	-25 + TT
	
	

	± 95-100
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 100-105
	
	
	
	
	
	
	
	
	
	
	
	-25 + TT
	

	Note 1:	The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.
Note 2:	At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
Note 3:	The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel.
Note 4:	TT = 1.5 dB for f ≤ 3GHz, TT = 1.8 dB for 3GHz < f ≤ 4.2GHz, TT = 1.8 dB for 4.2GHz < f ≤ 6.0GHz.

	Spectrum emission limit (dBm) / Channel bandwidth

	ΔfOOB
(MHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100
MHz
	Measurement bandwidth

	± 0-1
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	
	
	
	
	
	
	1 % channel bandwidth

	± 0-1
	
	
	
	
	
	
	
	-24 + TT
	-24 + TT
	-24 + TT
	-24 + TT
	-24 + TT
	-24 + TT
	30 kHz

	± 1-5
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	1 MHz

	± 5-6
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	

	± 6-10
	-25 + TT
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 10-15
	
	-25 + TT
	
	
	
	
	
	
	
	
	
	
	
	

	± 15-20
	
	
	-25 + TT
	
	
	
	
	
	
	
	
	
	
	

	± 20-25
	
	
	
	-25 + TT
	
	
	
	
	
	
	
	
	
	

	± 25-30
	
	
	
	
	-25 + TT
	
	
	
	
	
	
	
	
	

	± 30-35
	
	
	
	
	
	-25 + TT
	
	
	
	
	
	
	
	

	± 35-40
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 40-45
	
	
	
	
	
	
	-25 + TT
	
	
	
	
	
	
	

	± 45-50
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 50-55
	
	
	
	
	
	
	
	-25 + TT
	
	
	
	
	
	

	± 55-60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 60-65
	
	
	
	
	
	
	
	
	-25 + TT
	
	
	
	
	

	± 65-70
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 70-75
	
	
	
	
	
	
	
	
	
	-25 + TT
	
	
	
	

	± 75-80
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 80-85
	
	
	
	
	
	
	
	
	
	
	-25 + TT
	
	
	

	± 85-90
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 90-95
	
	
	
	
	
	
	
	
	
	
	
	-25 + TT
	
	

	± 95-100
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 100-105
	
	
	
	
	
	
	
	
	
	
	
	
	-25 + TT
	

	Note 1:	The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.
Note 2:	At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
Note 3:	The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel.
Note 4:	TT = 1.5 dB for f ≤ 3GHz, TT = 1.8 dB for 3GHz < f ≤ 4.2GHz, TT = 1.8 dB for 4.2GHz < f ≤ 6.0GHz.



NOTE:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

<<< END OF CHANGES >>>

